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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER II

SEWAGE AND WASTES

SECTION 1

GENERAL

REGULATION 1. Definitions

a.

R 11-6-89

"Ashes" means any residue other than salvage from the burning of any combustible
material.

"Certified water quality management plan” means a plan prepared by the designated water
quality management planning agency pursuant to Section 208 of the Federal Water
Pollution Control Act (P.L. 92-500) as amended by the Clean Water Act of 1977 (P.L.
92-217), adopted by the Water Quality Control Council, and certified by the Governor.

"Composting™ means the biochemical degradation of organic materials to a stable,
sanitary, nuisance-free, humus-like material.

"Designated management agency” means those entities designated in the certified water
quality management plans to manage sewerage systems and sewage treatment works in
respective areas.

"Disposal system" or "sewage works" means any system for the disposal of sewage and
other wastes, either by surface or underground methods, including, but not limited to,
individual sewage disposal systems, waste treatment works, privies, chemical toilets,
incinerator toilets or privies, and public or franchised sewerage systems and wastewater
reclamation systems.

"Effluent” means wastewater that has completed its passage through a wastewater
treatment plant.

"Engineer” means the person or firm which designed the sewage works and conceived,
developed, executed, or supervised the preparation of the plan documents.

"Facility plan” means the plans, specifications, and estimates for proposed sewerage
systems and sewage treatment works prepared pursuant to Sections 201 and 203 of the
Federal Water Pollution Control Act (P.L. 92-500) as amended by the Clean Water Act of
1977 (P.L. 92-217), and submitted to the Department by and for a designated management
agency.

"Garbage" means swill and any accumulation of animal, vegetable and other matter that
attends the preparation, handling, consumption, storage or decay of plant and animal
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matter including meats, fish, fowl, birds, fruit, vegetable or dairy products and the waste
wrappers or containers thereof.

J- "General plan" means a plan prepared by a responsible government entity.

k. "Hazardous waste" means any waste so defined by the provisions of A.A.C. Title 18,
Chapter 8, Article 2.

l. "Human excreta" means human fecal and urinary discharges and includes any waste
containing such material.

m.  Industrial waste” means the liquid, gaseous, or solid wastes or combinations produced
thereof as a result of any industrial operation.

n. "Manure” shall mean animal excreta, including cleanings from barns, stables, corrals,
pens, or conveyances used for stabling, transporting, or penning of animals or fowl.

0.  "Plan documents" means reports, proposals, preliminary plans, survey and basis of design
data, general and detail construction plans, profiles, specifications, and all other
information pertaining to sewage works planning.

p.  "Pollution” means such contamination, or other alteration of the physical, chemical, or
biological properties of any waters of the County, including change in temperature, taste,
color, turbidity, or odor of the waters, or such discharge of any liquid, gaseous, solid,
radioactive, or other substance into any waters of the County which will or is likely to
create a public nuisance or render such waters harmful, detrimental, or injurious to public
health, safety, or welfare, or to domestic, agricultural, commercial, industrial, recreational,
or other beneficial uses, or to livestock, wild animals, birds, fish, or other aquatic life.

g.  "Public sewer" means a sewer, located in a road, street, alley, easement, or right-of-way,
used to convey sewage to community treatment and disposal facilities.

r. "Refuse” shall mean all putrescible and nonputrescible solid and semisolid wastes,
including garbage, rubbish, ashes, manure, street cleanings, dead animals, abandoned
automobiles, and industrial wastes, but not human excreta or sewage.

S. "Rubbish” means nonputrescible solid wastes excluding ashes, consisting of both
combustible and noncombustible wastes, such as paper, cardboard, waste metal, tin cans,
yard clippings, wood, glass, bedding, crockery, and similar materials.

t. "Service Area" means that geographic region specified for a designated management
agency by the applicable certified water quality management plan or by a subsequent
facility plan.

u. "Sewage" means the wastes from toilets, baths, sinks, lavatories, laundries, and other

plumbing fixtures in residences, institutions, public and business buildings, mobile homes,
watercraft, and other places of human habitation, employment or recreation.

R-9-15-2010
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aa.

bb.

CC.

dd.

REGU

R 9-15-2010

"Sewerage system' means the pipeline or conduits, pumping stations, force mains,
and all other structures, devices, appurtenances, and facilities used for collecting,
or conducting wastes to a point of treatment and disposal.

A "dump" shall mean a place where refuse is disposed of on or in the ground in a
manner other than that described in these regulations for a sanitary landfill.

"Treatment works" shall mean any treatment plant, disposal system, lagoon, or
other works used for the purpose of treating, stabilizing, holding, or disposing of
sewage or industrial wastes.

"Wastes" means sewage, industrial wastes, and all other liquid, gaseous, solid,
radioactive, or other substances which may pollute or tend to pollute any waters of
the County. The term "wastes" does not include agricultural irrigation and drainage
waters, for which water quality standards shall have been established by the state.

"Wastewater" means sewage, and waterborne industrial wastes.

"Wastewater Reclamation or Reuse System™ means the wastewater treatment
works and the entire Reuse/Reclamation and Distribution System for the use of
reclaimed wastewater.

"Waters of the County" means all waters within the jurisdiction of this County
including all streams, perennial or intermittent, lakes, ponds, impounding
reservoirs, marshes, watercourses, waterways, wells, springs, irrigation systems,
drainage systems, and all other bodies or accumulation of water, surface and
underground, natural or artificial, public or private, situated wholly or partly within
or bordering upon the County.

“Nonhazardous Liquid Waste” means human excreta and liquid or semi-solid
wastes that include, but are not limited to, sludges, septic wastes, grease trap
wastes, grit traps waste, wastewaters and other liquid wastes that do not contain
hazardous wastes.

“Nonhazardous Liquid Waste Transfer Facility” means a facility or any site
owned, operated or utilized by any person where nonhazardous liquid waste is
removed from containment and/or processed for the purpose of subsequent
transfer or disposal of the waste.

LATION 2. General Provisions

All sewage, refuse, human excreta, and other wastes shall be kept, transported,

treated, disposed of, or reclaimed by a method or methods which are in compliance

with these regulations, and at sites which are approved by the Department.

1) The owner, agent or occupant responsible for the sanitary condition of any
place, premises, business establishment or industry shall handle, store and
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dispose of all refuse accumulated there by approved methods; and any
person handling, storing, transporting or disposing of garbage and rubbish
or refuse shall do so in such a manner and by such means that it shall not
be prejudicial to life or health for any reason including, but not limited to,
the breeding of insects or harboring of rodents or the pollution of water. All
hazardous waste shall, where necessary, be rendered harmless prior to
collection and disposal.

Sewage, reclaimed wastewater, refuse, human excreta, or other wastes shall not be
placed or deposited into any waters of the County or upon or under any land within
the County, except as approved by the Department and in accordance with the
provisions of the Arizona Administrative Code, Title 18, Chapter 9, Section C305
including all revisions, technical corrections, and supplements published as of
November 12, 2005.

The owner of each device, method, or system used for the storage, collection,
transportation and disposal of any waste material shall be responsible for the
proper construction, maintenance, and operation of the facilities.

The design and location of any system of wastes storage, collection, transportation,
or disposal shall take into consideration proximity to wells or other sources of
water supply, topography, water table, soil characteristics, available area, etc., and
shall provide for adequate handling, treatment and disposal facilities for the
amount and nature of waste material anticipated.

No new refuse disposal site shall be established or operated, or any method for the
disposal of refuse employed without approval and such approval shall be obtained
prior to the start of operation.

No new open refuse dump, dumpsite or dumping area shall be started or
maintained, nor shall any such refuse disposal operation be reinstituted after
having once been discontinued.

No person shall install, permit to be installed, or maintain a cross connection,
submerged inlet or similar connection between any part of a waste disposal or
wastewater reclamation system and a potable water supply, in such manner that
sewage, waste, or reclaimed wastewater may enter into or otherwise contaminate,
the potable water supply.

Minimum design guidelines for sewage systems, including septic tank systems,
and treatment works are found in the engineering bulletins of the Department, and
Arizona Departments of Health Services and Environmental Quality.

No privy contents, drainage from a building, or the effluent from any waste
treatment device shall be discharged into any well, either abandoned, or
constructed for that purpose, that is carried to such a depth as to penetrate water
bearing strata.



R 11-6-1989

No privy contents, drainage from a building, or the effluent from any waste
treatment device shall be discharged into any crevice, sinkhole, or other opening,
either natural or artificial, or in a rock formation which will or may permit the
pollution or contamination of ground water.

No boat, houseboat, or watercraft of any type, shall be equipped with a marine
toilet so constructed and operated as to discharge any sewage directly or indirectly
into the waters of the County, nor shall any container of sewage be placed, left,
discharged, or caused to be placed, left, or discharged in or near any waters of the
County by any person at any time.

Watercraft with marine toilets so constructed as to permit sewage to be discharged
directly into the waters of the County shall be locked and sealed to prevent usage.
Chemical or other type marine toilets with approved type storage containers shall
be permitted where adequate, dockside disposal facilities are provided.

Dockside Facilities

1) Every dock servicing watercraft shall have, conveniently located thereto,
approved type toilet facilities for men and for women.

@) Every dock servicing watercraft equipped with toilets shall provide
approved sanitary facilities at dockside for the disposal of sewage from
watercraft toilets.

The Environmental Health Officer shall be permitted to make and he shall make
such inspections of any place, premises, container, process, equipment or vehicle
used for the collection, storage, transportation, treatment, disposal or reclamation
of sewage, industrial wastes or refuse as are necessary to insure compliance with
these regulations.

Discontinued facilities.

1) Every cesspool, septic tank and seepage pit and waste treatment works
which has been abandoned or has been discontinued otherwise from further
use or to which no waste or soil pipe from a plumbing fixture is connected,
shall have the sewage removed there from and be completely filled with
the earth, sand, gravel, concrete or other approved material.

2 The top cover or arch over the cesspool, septic tank, seepage pit or waste
treatment works shall be removed before filling and the cesspool, septic
tank or seepage pit shall be filled to the level of the top of the ground.

3 No person owning or controlling any cesspool, septic tank, or seepage pit
on the premises of such person or in that portion of any public street, alley



or other public property abutting such premises, shall fail, refuse or neglect
to comply with the provisions of this Section or upon receipt of notice so to
comply from the department having jurisdiction.

4) Where disposal facilities are abandoned consequent to connecting any
premises with the public sewer, the permittee making the connection shall
fill all abandoned facilities as required by the administrative authority
within thirty (30) days from the time of connecting to the public sewer.

(5) Earth Pit Privies. Whenever any earthpit privy is discontinued, the pit shall
be filled in and covered as outlined in Engineering Bulletin Number 2.

(6) Other facilities. Whenever any other type of privy, chemical toilet, method
or system for storage or disposal of human excreta is discontinued, all
excreta remaining shall be collected and disposed of in accordance with
this article. All boxes, cans, and other receptacles from any discontinued
privy, chemical toilet, method or system shall be disposed of in a manner
that does not endanger the public health or create a nuisance.

REGULATION 3. Enforcement

Any person who violates any provision of this chapter is subject to the penalties
provided by law.

REGULATION 4. Permit Required

No waste treatment works or wastewater reclamation system shall be operated or
maintained in Maricopa County without a permit in force by the Department.

R 11-6-1989



MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER I

SEWAGE AND WASTES

SECTION 2

SEWAGE AND WASTE TREATMENT WORKS

REGULATION 1. Approval to Construct

R 9-15-2010

No person may begin construction of any Sewerage system, septic tank system,
treatment works, Nonhazardous Liquid Waste Transfer Facility, reclamation
system, or extensions of works or systems, or make any change that affects capacity,
quality, flow, or location or operational performance of a system, and no person may
install any process, device, or equipment, either in whole or in part, prior to
receiving an "Approval to Construct” document from the Department. Application
for an "Approval to Construct” shall be submitted to the Department at least 30 days
prior to the date upon which Department approval is desired. For septic tank
systems, the application shall be submitted at least 5 working days prior to the date
upon which Department approval is desired.

All applicable fees must accompany the application.

All applications except those for septic tank systems shall be accompanied by the
following plan documents in duplicate:

1) Prints or drawings of the work to be done. Sufficient detail shall be shown
on the drawings to make clear to the Department the scope of the work.

)] Complete specifications to supplement the drawings.
3) Additional data as may be required by the Department.

The plan documents shall be accompanied by an engineering report, prepared by the
design or consulting engineer which presents a description of the project together
with all pertinent data upon which the design is based and other information
necessary to permit a clear and full understanding of the work proposed to be
undertaken.

All plan documents submitted to the Department, except septic systems less than
2,000 gallons per day, must have been prepared by, or under the supervision of a
currently registered Arizona professional engineer. The engineer shall affix his
signature and Arizona seal of registration to all plans submitted for approval and
shall certify in writing that the plan documents comply with these regulations and in
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principle with the criteria contained in the Engineering Bulletins. A non-registrant
may design a wastewater treatment plant, or extensions, additions, modifications or
revisions, or extensions to collection systems, if the total cost value of such
construction does not exceed twelve thousand five hundred dollars, as cost estimate
for material and labor shall be submitted with plan documents.

Plans and specifications submitted to the Department will be reviewed and, if found
satisfactory, the Department will issue an "Approval to Construct”. If construction
has not substantially started within one year after the date of issuance of the
"Approval to Construct”, or if there is a halt in construction of more than one year,
or if construction is not completed within three years after the date of issuance, the
"Approval to Construct” will be void, unless an extension of time has been granted
in writing by the Department.

All work shall conform to the approved plans and specifications. Should it be
necessary or desirable to make any change in the design that will affect the
capacity or sanitary features of the proposed work, revised plans and
specifications, together with a written statement of the reasons for such change,
shall be submitted to the Department for review, and approval shall be obtained in
writing before the work affected by the change is undertaken. Structural changes,
maintenance repairs, or minor revisions not affecting capacity, quality, flow,
location, or operation are allowed during construction without further approval.
A set of "as-built” drawings showing all changes made during construction shall
be filed with the Department upon completion of the project as part of the
required Approval of Construction package.

A sewage system owner shall notify the Department of the date when construction
will begin on the sewage system, or of any change made which will affect capacity,
quality, flow or operational performance of a sewage system, authorized by an
"Approval to Construct", and of the date when installation of any process, device, or
equipment authorized by an "Approval to Construct” will begin. Notification of
completion of construction shall be given to the Department at least ten working
days prior to the expected completion date to permit the scheduling of a final
inspection. For a septic tank system, the notification shall be given at least five
working days prior to the expected completion date.

The Department shall not issue approval for any sewerage system or waste and/or
sewage treatment works which is not in conformance with the certified water quality
management plan and facility plan that prescribes a particular sewerage system and
waste and/or sewage treatment work configuration for sewage management by a
designated management agency within a service area. If no facility plan is
applicable, the certified water quality management plan shall be utilized by the
Department to determine conformance.
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a.

C.

R 9-15-2010

The Department may issue an approval for a sewerage system or waste and/or
sewage treatment works which is consistent with general plans prepared for an area
when no sewerage system and waste and/or sewage treatment works configuration is
prescribed in the certified water quality management plan. The Department shall
confer with both the designated water quality planning agency for the area and the
responsible and impacted governmental units to determine consistency with the
general plans.

LATION 2. Final Approval of Construction

The Department must have approved construction prior to initial operation of any
system approved for construction under Regulation 1 of this Section, except septic
tank systems as specified in this regulation, or if interim Approval has been issued
by the Department.

The following requirements shall be satisfactorily met before an approval of
construction will be issued by the Department on a newly constructed, altered, or
expanded sewerage system or waste and/or sewage treatment works, including
wastewater reclamation systems, but excluding septic tank systems.

1) A final inspection has been completed:
@) By the Department; or
(b) With the approval of the Department, by a Registered Engineer; or

(©) With the Approval of the Department, by a registered landscape
architect for reclaimed water distribution systems.

@) An Operator, certified by the State of Arizona pursuant to A.A.C. R18-5-
105, is employed to operate the Sewerage system or waste and/or Sewage
Treatment Works pursuant to the General Requirements in A.A.C. R18-5-
104 and in compliance with Chapter 11, Section 9 of this Code.

(3) An Operation and Maintenance manual is submitted to and approved by
the Department for newly constructed, altered, or expanded Sewerage
Systems (except municipal collection systems) or waste and/or Sewage
Treatment Works, including Wastewater Reclamation Systems, new
sewage treatment systems, or substantial modifications thereto.

4) Construction generally conforms to the plans and specifications approved
by the Department. A set of as-built drawings showing all changes made
during construction shall be filed with the Department.

Approval of septic tank systems is regulated under Section 8 of this Chapter.
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LATION 3. General Considerations

All sewerage and disposal systems and waste treatment works shall conform to the
applicable general provisions relating to sewerage and waste disposal, listed in
Section 1 of this Chapter, and to the specific provisions of this section.

Design, operation, and maintenance of sewerage systems shall be in general
conformance with the criteria contained in Engineering Bulletin No. 11 and this
Code.

Preliminary plans. Design or consulting engineers should confer with the
Department before proceeding with detailed designs of major waste treatment
works. It is advisable to submit, for preliminary consideration, tentative plans
containing a general description of the existing or proposed plant, works, or systems,
or proposed changes therein.

Tests and records. The owner or operator of each waste treatment works shall have
equipment for and make such tests and keep such records as are necessary to assure
efficient operation of the treatment works. Records of plant operation shall be
transmitted to the Department monthly on forms approved by the Department and as
it may specify.

Operation. All sewage and industrial waste treatment works shall be operated at
their highest practical efficiency at all times. |If, after investigation by the
Department it is determined that any treatment or disposal works is causing
unsatisfactory conditions in the waters or stream course or on or under any land into
which the effluent is discharged, or is otherwise interfering with the legitimate uses
of such waters or lands or is creating a nuisance or a menace to public health, the
owner shall make such changes in the plant or its operation as are necessary to
produce satisfactory results. These changes shall be made within such time limits as
are set by the Department.

Inspection.  Inspections of sewage and industrial waste treatment works and
wastewater reclamation systems shall be made by personnel of the Department.
Appropriate person or persons shall be notified of any unsatisfactory conditions with
recommendations for corrections.

Approval required. No sewage or industrial waste treatment effluents shall be
reclaimed without written approval from the Department. The reclamation of
sewage or industrial waste treatment effluents for irrigation of crops used for human
consumption, watering of cattle, full body contact, or drinking purposes is
prohibited. A.A.C. Title 18, Chapter, 11, Sections 301 through 309 govern reuse of
waste treatment effluent.

Bypassing of untreated sewage from sewage treatment systems is prohibited.
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REGULATION 4  Separation of Water, Reclaimed Wastewater and Sewer Lines

R 9-15-2010

In order to protect potable water systems from possible contamination, a sewer or
reclaimed wastewater line shall not:

Q) Be installed within six feet of either side of a water line and shall not be
above, at the same level as, or less than two feet below the bottom of the
water line, unless extra protection is provided. Extra protection shall consist
of constructing the sewer line with mechanical joint ductile iron pipe or with
slip-joint ductile iron pipe if joint restraint is provided or shall consist of
encasing both the water and sewer lines in at least six inches of concrete.

2 Under any circumstances, infringe upon an area which is within two feet of
either side of or two feet above the water line.

When unusual conditions, such as highway or bridge crossings, prevent a water
line from being separated from sewer or reclaimed wastewater lines as required
by subsection a above, the Department shall review and may approve requests for
authorization to use alternate construction techniques, materials, and joints on a
case-by-case basis. Requests for Approval of alternate construction techniques,
materials, and joints shall be made in compliance with A.A.C. R18-9-A312.G.

No water line shall pass through, or come into contact with any part of a sewer
manhole. The minimum horizontal separation between water lines and sewer
manholes shall be six feet, measured from the center of the manhole.

The minimum separation between force mains or pressure sewers and water lines
shall be two feet vertically and six feet horizontally under all conditions. Where a
sewer force main crosses above, or less than six feet below, a water line, the sewer
line shall be encased in at least six inches of concrete for 10 feet on either side of the
water line.

Sewer lines (gravity, pressure, force) shall be kept a minimum of 50 feet from
drinking water wells, unless the following conditions are met:

()] Gravity sewers, pressure tested in place to 50 psi without excessive leakage,
may be used at distances greater than 20 feet from drinking water wells.

2 Sewage force mains and pressure sewers, pressure tested in place to 150 psi
without excessive leakage, may be used at distances greater than 20 feet
from drinking water wells.

No septic tank/disposal field system shall be constructed within 100 feet of a
drinking water well.

All distances are measured horizontally from the outside of the pipelines.
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Pipelines conveying a higher quality of water shall be located above pipelines
conveying a lower quality of water. That is, potable water lines shall be installed
above non-potable sewer lines, which shall be installed above reclaimed wastewater
lines and reclaimed wastewater lines shall be installed above sewer lines. The
decreasing quality order of pipeline is: potable water lines, non-potable water lines,
reclaimed water lines, and sewer lines.

For the purpose of establishing separation when reclaimed wastewater lines are
installed adjacent to potable water lines, the reclaimed wastewater system shall be
considered a sewer.

For the purpose of establishing separation when reclaimed wastewater lines are
installed adjacent to sewer lines, the reclaimed wastewater system shall be
considered potable water.

Horizontal and vertical separations between potable water, non-potable water,
reclaimed wastewater lines and sewer shall be in strict accordance with Engineering
Bulletin No. 10 and this regulation.

These separation requirements do not apply to building plumbing or individual
house service connections. These shall conform to the current Uniform Plumbing
Code and/or Maricopa Association of Governments (MAG) Standards.

LATION 5. Minimum Requirements for Sewerage Systems

Sewerage Systems serving condominiums, mobile home parks, travel trailer
parks, shopping centers, and recreational vehicle parks shall be designed in
compliance with the Arizona Administrative Code, Title 18, Chapter 9.

For systems that treat, or which are designed to treat greater than 10,000 gallons/day,
a standby power source shall be provided at all sewage treatment systems and/or
pump stations where a temporary power failure may allow a discharge of raw or
partially treated sewage. Standby power may be via a standby generator, separate
feeders from separate substations, a loop feeder on separate transformers from a
common substation, or a high-level alarm with portable generators. Standby power
also shall be provided to any sewage treatment systems and/or pump stations,
regardless of size, if a temporary power failure may allow a discharge into surface
waters classified as "Unique Waters", by the Arizona Department of Environmental

Quality.

The structures and electrical and mechanical equipment of sewage treatment systems
and pump stations shall be protected from physical damage from a 100-year flood, if
the plans for such were submitted for approval after the effective date of this
Regulation. Flood protection shall be designed such that treatment works and pump
stations will remain fully operational during a 25-year flood. Walls or berms of
adequate size may be constructed where necessary to provide protection. Flood
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protection approval must be obtained from the appropriate Flood Control District
before an approval to construct will be issued.

All treatment works with greater than 100,000 gallons/day capacity shall be
provided with the necessary equipment to indicate record and totalize the volume of
wastewater being treated. Treatment plants with less than 100,000 gallons/day
capacity are required to indicate flow.
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MARICOPA COUNTY HEALTH CODE
CHAPTERI I
SEWAGE AND WASTES
SECTION 3
REFUSE STORAGE
(NOTE: For manure and droppings, see Chapter XI)

REGULATIONI. Storageof Refuse- General

Refuse shall be kept and stored so that it may not be readily scattered or become
windblown, and where practicable, in durable containers. The owner, agent or occupant of every
dwelling, business establishment, or other premise where refuse accumulates shall provide a
sufficient number of suitable and approved containers for receiving and storing refuse and shall
keep all refuse therein except as otherwise provided by this chapter.

REGULATION 2. Garbage Storage
a. Garbage and other putrescible material shall be stored:

1) In rigid or semirigid, durable, liquid-tight containers constructed of metal or other
easily cleaned material, provided with fly-tight covers which shall be removed only
at times of filling, emptying, or cleaning. Soggy or wet garbage shall be wrapped or
otherwise deposited in a condition which facilitates complete emptying of
containers and prevents leakage of liquids. Containers shall be equipped with
handles or bails which assist in lifting by the collecting agency for the purpose of
removal and disposal of contents. Each container used at residences shall not exceed
thirty gallon capacity excepting that where collection is made with mechanical
lifters, appropriately larger containers may be permitted; or

2 In containers of durable, pliable plastic, treated paper or similar materials of water-
proof construction, approved by the Health Officer and kept closed by means which
render the container liquid and fly-tight.

REGULATION 3. Condition of Containers

Containers shall be kept upon a well-drained base, and elevated from the ground
where required. Containers intended for reuse shall be cleaned and freed of adhering materials after
being emptied; and when in the opinion of the Health Officer are no longer fit for use, shall be
replaced by the owner.

NS (HD 1035)

R9-80 2-14



MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER II

SEWAGE AND WASTES

SECTION 4
REFUSE DISPOSAL

REGULATION 1. General Considerations

R 9-15-2010

No garbage, rubbish, refuse or wastes, including oil and petroleum-based materials, may be
placed or deposited on any alley, street, road, roadside, in any ditch, river, stream, lake,
pond, canal, or on the banks thereof; or in any gulch, ravine, excavation or other place where
it may be or may become a nuisance. This regulation shall not be construed to interfere with
the approved placement of garbage, rubbish or refuse for collection purposes.

(1) The owner of real property on which solid wastes are located is responsible for
complying with the provisions of this chapter even if the solid waste was placed on
the property without the owner’s knowledge or consent.

The disposal of large dead animals shall be by burial, cremation or rendering in an approved
manner, or by other approved method.

The disposal of garbage by hog feeding is prohibited unless all refuse, rubbish and garbage
associated with this method of disposal is stored, collected, transported and disposed of in
compliance with the regulations in this Environmental Health Code. All remaining refuse,
Rubbish and Garbage, including non-edible garbage, shall be collected and disposed of
separately by methods approved by the Department.

Garbage Grinding: This method, involving the separate collection and disposal of garbage
into a community sewerage system through commercial-type grinders, or mandatory
community-wide installation of individual household grinders, will be acceptable to the
Department provided that suitable means shall be provided for the disposal of all remaining
refuse.

“Construction and Demolition Landfill” means a solid waste landfill that only accepts
construction debris or demolition debris.

All refuse shall be disposed of by method or methods included in this Code, and shall
include rodent, insect and nuisance control at the place or places of disposal. Approval must
be obtained from the Arizona Department of Environmental Quality for all new disposal
sites and changes in method of disposal prior to use.

“Construction Debris” means solid wastes derived from the construction, repair or
remodeling of buildings or other structures.
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h. “Demolition Debris” means solid wastes derived from the demolition of buildings or
other structures.

REGULATION 2. Incineration

a. No person may dispose of refuse by incineration excepting in compliance with the
regulations of this Environmental Health Code, applicable state law, and Maricopa
County Air Pollution Control Regulations.

b. Incineration: ~ Where incineration is to be employed, the plans and specifications, along
with any other information necessary to evaluate the project, shall be submitted to the
Arizona Department of Environmental Quality and approval received prior to construction.
In addition, an approved method for the disposal of non-combustible refuse is required.
Where incineration is proposed, the following items shall be provided:

Q) The capacity of the incinerator shall be sufficient for the maximum production of
refuse expected.

2 Non-combustible refuse shall be disposed by methods approved by the Department.

(3) Skilled personnel to assure the proper operation and maintenance of the facilities in
a nuisance-free manner.

REGULATION 3. Reclamation

a. No person shall operate an establishment for the purpose of composting, processing or
reclaiming refuse without a valid permit therefor.

b. Plans, specifications, and other information pertinent to the project shall be submitted to the
Avrizona Department of Environmental Quality for review and approval prior to the start of
the project and no construction work shall commence until such approval has been obtained

C. C. That provisions are made for the proper disposal of all refuse not considered usable
for composting.

d. d. Skilled personnel shall be provided to assure the proper disposal of all refuse not
considered usable for composting.
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REGULATION 4. Sanitary Landfill

a.

R 9-1980

Disposal of refuse on the ground shall be by the sanitary landfill method.

No person shall conduct, operate or maintain a sanitary landfill without a permit therefore or
otherwise than in compliance with the regulations of this Code and of the Arizona Department of
Environmental Quality.

Permit applications shall be made on forms supplied by the Arizona Department of Environmental
Quality and shall be accompanied by plans showing the location, proposed extent and the type of
landfill planned, local topography and land use, proposed final elevations and contours, access roads,
depth to groundwater, proximity to surface water and drainage courses, and any additional
information required by the Arizona Department of Environmental Quality to make clear the nature
and scope of the work contemplated. The permittee shall:

Q) Provide for a sure and adequate access road to the site.

2 Provide a semi-permanent, all-weather road on the site marked with appropriate directional
signs, and where required, a vehicle turnaround to facilitate the orderly movement of
vehicles and disposal of refuse.

(3) Take all necessary measures, including the erection of physical barriers, to prevent refuse
from being windblown.

4 As needed, clear trees, prevent intrusion by surface waters, and provide an adequate supply
of cover material.

(5) Take all reasonable measures necessary to:
@ prevent or eliminate the breeding or harborage of flies, mosquitoes, other insects,
rodents or vermin, of public health importance;
(b) prevent and control fires or pollution of the air by dust, smoke, fumes, odor or from
other causes;
(© prevent the pollution of surface or groundwaters;

(d) prevent or eliminate any public health nuisance on the premises;

(e provide and maintain effective supervision of the landfill and its operation. Such
supervision shall extend over the physical limits of the project, including access
roads.

The working face of the fill shall be kept as narrow as is consistent with proper containment of
refuse, the operation of vehicles and equipment and to minimize the area of unprocessed, exposed
waste material.

Waste materials may be ground and shall be mechanically compacted after depositing and before
covering.

2-17



R 9-1980

The exposed working surface shall be covered with clean earth as promptly as necessary for nuisance
and fire control. At the close of each day's operations, both the surface and side slopes of the fill shall
be completely covered to a depth of at least 6 inches.

Bulky materials, such as building rubble and tree stumps shall not be used for final surfaces or side
slopes.

The final cover for surface and side slopes shall be maintained at a minimum depth of 24 inches.

Sufficient standby equipment shall be provided to prevent delay in compacting and covering due to
emergencies, peak loads, or for other reasons.

Where a finished fill has a boundary side slope, the toe of the slope shall terminate in a filled ditch or
other structure, designed to prevent raveling of the toe and slope.

Except for cases in which permission of the Bureau of Air Pollution Control is granted, all burning is
prohibited.

After the active period of filling operations is completed, a maintenance program shall be continued
S0 as to insure prompt repair of cracks, depressions, surface and side slope erosion until the fill has
become stabilized.

The operator of the landfill shall be responsible for compliance with these regulations by scavengers
and for their supervision.

The disposal of human excreta from septic tanks, cesspools, job toilets, and similar sources, and of
dangerous or objectionable wastes, such as solvents, pesticides or other poisons and their container
shall be conducted only with the special approval of the Department and only in an approved
manner.

A variance from the daily compaction and covering requirements may be granted for sites serving
less than 2,000 people by the Department of Environmental Quality upon submission of an
acceptable plan approved by the Maricopa County Health Department demonstrating that no public
health hazards or nuisance will exist. The variance will allow for compaction and cover every two
weeks at sites serving less than 500 people, weekly compaction and cover for sites serving from 500
to 1,000 people; and twice weekly compaction and cover for sites serving from 1,000 to 2,000 people.
The variance may be revoked whenever the Department of Environmental Quality determines that
the circumstances warranting the variance no longer exists.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER II

SEWAGE AND WASTES
SECTION 5
NON-HAZARDOUS SOLID WASTE COLLECTION AND DISPOSAL SERVICES
REGULATION 1. Permits

a. Non-Hazardous Solid Waste” means any garbage, trash, rubbish, industrial wastes,
refuse, or other discarded material that does not contain hazardous wastes or is not
classified as being exempt for the definition of solid waste pursuant to the Arizona
Revised Statutes.

b. No person shall collect, haul, remove or dispose of non-hazardous solid waste as a
function or service of their business/organization without a valid permit to do so.

C. All vehicles used for the storage, collection, transportation or disposal of non-hazardous
solid waste as a function or service of their business/organization must have a valid
permit to do so.

REGULATION 2. Vehicles

a. Vehicles used for the collection and transportation of refuse shall have securely covered watertight
metal bodies of easily cleanable construction, shall be cleaned frequently enough to prevent their
becoming a public health nuisance, and shall be maintained in good repair. Refuse storage
compartments therein shall not be open or exposed excepting during filling, emptying and cleaning.

b. Vehicles shall be loaded and moved in such a manner that the contents are not exposed and do not
fall, leak, spill or escape; and where spillage does occur, it shall be picked up immediately by the
permittee and removed in a sanitary manner.

C. Each vehicle operated under permit shall have the permit number clearly inscribed on the side door
panels and rear face thereof in 3-inch letters or numerals or both.

REGULATION 3. Refuse Containers

All refuse storage containers made available by a permittee under this section for public use other
than those provided by a municipality shall be plainly and durably marked with the permittee's name and
telephone number. Containers shall be of sufficient size and number to accommaodate the service area, shall
be emptied completely during the collection operation and where required, treated to prevent insect harborage
or odor nuisance.

REGULATION 4. Frequency of Collection

a. The frequency of collection shall be in accordance with regulation of the collection agency but not
less than that shown in the following schedules:

Q) Garbage only - twice weekly
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R 5-21-2008

(2 Refuse with garbage - twice weekly
(3) Rubbish and ashes - as often as necessary to prevent nuisances and fly breeding.

A variance from the required frequency rate may be granted to a person with more than five (5)
permitted vehicles to allow for the collection of garbage once weekly. The variance may be granted
by the Environmental Health Officer upon submission of an acceptable garbage collection frequency
plan to the Department demonstrating that no public health hazards or nuisances will exist and that
fly breeding will be controlled by either biological, chemical or mechanical means. All garbage
collection frequency variance plans shall provide for random inspections by the Department of at
least 1% of all garbage collection.

Variance requests pursuant to paragraph b. of this regulation shall be submitted to the Department on
application forms approved by the Environmental Health Officer. An application shall not be
complete until the applicant has paid the variance fee listed in chapter one of this Environmental
Health Code.

A person requesting a variance, pursuant to paragraph b. of this regulation, shall give notice of the
requested variance to each person whose refuse collection is proposed to be affected. Notices shall
be in a form approved by the Environmental Health Officer, and shall describe the requested
variance. Each notice shall be mailed or left at the residence or place of business of each person
prior to the start of variance collection

The standard collection service set forth in this chapter prescribes a minimum level of service and
does not preclude a waste collector from providing a higher level of service.

If the variance plan is found to be acceptable by the Environmental Health Officer, the Department
will forward a copy of the plan to the Arizona Department of Environmental Quality (ADEQ). If
approval of the variance plan is required by ADEQ, the Department may withhold its plan approval
until written approval is obtained from ADEQ. If no approval of the variance plan is required from
ADEQ), the Department will approve the plan and the approved variance plan shall become effective
30 days following Environmental Health Officer approval.

The variance may be revoked upon determination by the Environmental Health Officer that a public
health hazard or nuisance exists or the facts do not support a variance.
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REGULATION 5. Place of Collection

a.

b.

All refuse shall be properly placed on the premises for convenient collection as designated by the
collection agency.

Where alleys are provided, collection shall be made on the alley side of the premises wherever

feasible.

REGULATION 6. Collection Required

Where refuse collection service is available the following refuse shall be required to be collected:
garbage, ashes, rubbish, and small dead animals which do not exceed 75 pounds in weight.

The following refuse is not considered acceptable for collection but may be collected at the
discretion of the collection agency where special facilities or equipment required for the
collection and disposal of such wastes are provided:

(1

)

©)
(4)

©)

Dangerous materials or hazardous substances, such as poisons, acids, caustics, infected
materials, radioactive materials, and explosives.

Materials resulting from the repair, excavation, or construction of buildings and structures.

Solid wastes resulting from industrial processes.

Large animals exceeding 75 pounds in weight, condemned animals, animals from a
slaughterhouse, or other animals normally considered industrial waste.

Manure.

REGULATION 7. Notices

R 11-6-1989

All collection agencies shall provide each householder, or business establishment served, with a copy
of the requirements governing the storage and collection of refuse, which shall cover at least the
following items:

(1)
@)
)
(4)
()
(6)

Definitions.

Places to be served.

Places not to be served.

Scheduled day or days of collection.
Materials acceptable for collection.

Materials not acceptable for collection.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER I
SEWAGE AND WASTES
SECTION 6

CHEMICAL TOILETS, PORTABLE RESTROOM UNITS, PORTABLE WASTE

HOLDING TANKS

REGULATION 1. Definitions

a.

"Chemical toilet” means a toilet having a watertight, impervious pail or tank containing a
chemical solution placed immediately beneath the seat or urinal and a pipe or conduit
connecting the riser with the tank.

“Portable restroom unit” means a trailer or skid-mounted temporary restroom facility that
contains a toilet, urinal, hand washing sink, shower, and/or other sanitary fixture and
includes an integral non-hazardous liquid waste holding tank or uses another approved
waste storage or disposal method.

“Portable waste holding tank” means a watertight container installed above ground and
used to collect non-hazardous liquid waste from temporary facilities, such as office
trailers and temporary kitchens.

“Underground sewage vault” means a sealed chamber made of impervious material to
temporarily store non-hazardous liquid waste.

REGULATION 2. General Provisions

The storage and disposal of human excreta shall be accomplished by one of the methods
listed below, which are arranged in the order or priority in which they will be considered by
the Department.

Q) A water closet connected to a public sewer.
@) A water closet connected to an individual septic tank disposal system.

(3) Other, such as chemical toilets, portable restroom units, portable waste
holding tanks, underground sewage vaults, etc., when approved by the
Department.

The construction, operation, and maintenance of all chemical toilets, portable restroom
facilities, portable waste holding tanks, and underground sewage vaults shall comply with
the general regulations concerning sewage and waste disposal and with the specific
provisions of this section. An application to construct or reconstruct an underground sewage
vault shall also comply with the requirements of Section 8 of this Chapter and shall be
submitted to the Department for approval prior to construction.

2-23

R-11-30-2011



Q) Every chemical toilet, portable restroom unit, portable waste holding tank, and
underground sewage vault shall be of approved construction and maintained in a
sound, clean and sanitary condition, free of insects, vermin, over flowing leakage,
and other unhealthful conditions. Suitable means shall be taken to effectively
control black widow spiders and other poisonous insects.

2 Chemical toilets, portable restroom units, portable waste holding tanks, and
underground sewage vaults may be installed only:

@ where connection to an approved sewage disposal system is impractical or
impossible, or;

(b) where water under pressure is not available, or;
(© where the installation of an individual sewage disposal system or other
approved method of sewage or waste disposal is impractical or impossible,

and;

d) where its contents will not pollute, or tend to pollute, any water supply,
potential water supply, swimming pool, or other bathing area, and;

@) where it would not create a public health hazard or Public Health nuisance,

and,;
)] if it complies with all the provisions of this code.
C. A portable restroom unit or portable waste holding tank may be installed as a temporary

measure if a severe site or operational constraint prevents connection to a sewer or
installation of another on-site wastewater treatment facility and the installation is serving
temporary facilities. The Department may require the permit holder to remove portable
restrooms or waste holding tanks from a location after two (2) years if the use is determined
to be not temporary.

REGULATION 3. Reserved
REGULATION 4  Reserved
REGULATION 5. Required Toilet Facilities for Construction Sites and Public Gatherings

a. No person shall initiate or proceed with a construction, erection, alteration, repair, or
razing project without first having provided an adequate number of suitable sanitary
toilets for the use of persons on the project in a ratio of at least one (1) toilet per twenty
(20) persons. Such toilets shall be of the water-flushed or chemical type approved by the
department and located on or within two hundred (200) feet of each work area within the
project site.
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b At any public gathering for any commercial, religious, or public event where adequate
permanent toilet facilities are not provided on the immediate premises as required by state
law:

Q) Suitable approved toilet facilities of the water-flushed or chemical type adequate for
the estimated attendance shall be located within two hundred (200) feet of such
gathering, with the minimum of 1 toilet per 100 persons in attendance or as required
by the Environmental Health Officer.

2 The use of permanent off-site toilet facilities may be approved by the Department
provided written permission has been obtained for such use from the owner of the
toilets and provided that the public is permitted free and reasonable use of the
facilities for the duration of the event. Directional signage to such off-site toilet
facilities shall be provided at the event site.

REGULATION 6. Chemical Toilets, Portable Restrooms, and Portable Waste Holding
Tanks

a. All chemical toilet installations shall comply with the general regulations concerning
sewage and waste disposal and with the specific provisions of this section and as follows.

Q) Chemical toilets shall be of sanitary construction and maintained in a clean and
sanitary manner. Toilet paper shall be available at all times.

2 Chemical toilets shall not be installed within twenty (20) feet of occupied premises
or within ten (10) feet of any public thoroughfare or sidewalk, unless authorized by
the Department.

(3) The floors of chemical toilets shall be of smooth, finished, nonabsorbent material.
Seats, walls, and ceilings shall be of smooth, easily cleanable, light-colored finish.

4) Toilet facilities intended for male use shall include a urinal, installed at least twenty
(20) inches from the toilet seat opening. The urinal shall be made of
corrosion-resistant, impervious material finished with a smooth surface and sloped
to facilitate cleaning and draining. A splash board of similar material at least nine (9)
inches higher than the overflow rim shall be provided.

(5) In chemical toilets, seats shall be installed so as to ensure that wastes drop
unimpeded or are flushed into a receiving tank. The receiving tank shall be of
impervious, corrosion-resistant material with an easily accessible opening for
cleaning. The tank shall be built of a material and thickness acceptable to and
approved by the Department. Vent pipes in chemical toilets, when installed in the
vertical tube forming the toilet bowl, shall be inserted at an angle not over thirty (30)
degrees from the vertical to minimize clogging and corrosion.
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(6)

)
(8)

A solution of sodium hydroxide or other approved chemical shall be maintained in
the tank or receiving element at a level that prevents septicity and the creation of
objectionable odors.

The contents of toilets shall be disposed of in an approved manner and location.

All spills shall be cleaned up immediately by collecting spilled waste, removing
and/or disinfecting contaminated soil, and disinfecting affected surfaces with a
disinfecting solution. The owner shall maintain a record of all spills of over one (1)
gallon for a period of one (1) year and provide the record to the Department for
inspection upon request. The record shall include the date of the spill, date of clean
up, location, name (event or business), address of the spill, estimated amount of
spill, method of clean up, quality of material removed, and type and amount of
disinfectant applied.

b. All portable restroom units and portable waste holding tanks shall comply with all
regulations of this Code concerning sewage, waste disposal, and site sanitation, as well as
the specific provision of this section.

1)
)

©)

(4)

()

(6)

(7)

(8)

R-11-30-2011

Portable restroom units and portable waste holding tanks shall be installed to
allow unobstructed access for servicing equipment to remove waste.

Waste holding tanks shall be structurally designed specifically for a waste holding
tank application and constructed from corrosion resistant, leak free, durable
material. The tank and all waste plumbing shall be ventilated to drain all fixtures
and minimize objectionable odors.

Portable restroom facilities shall be maintained in a clean and sanitary manner.
Toilet paper shall be available at all times.

Contents of waste holding tanks shall be disposed of by a vehicle that is permitted
by the Department for non-hazardous liquid waste collection and transport.

Waste holding tanks shall be emptied at a frequency to prevent overflowing,
creation of an insanitary condition, a public health nuisance, and shall be
maintained in good repair so as to prevent leakage of the contents onto the ground
or any other surface.

All spills shall be cleaned up immediately by collecting spilled waste, removing
contaminated soil, and disinfecting affected surfaces with a disinfecting solution.
The owner shall maintain a record of all spills for a period of three (3) years and
provide the record to the Department for inspection upon request. The record
shall include the date of the spill, date of clean up, location, name (event or
business), address of the spill, estimated amount of spill, method of clean up,
quantity of material removed, and type and amount of disinfectant applied.

The floors of portable restroom units shall be of smooth, finished, nonabsorbent
material. Seats, walls and ceiling shall be of smooth, easily cleanable, light-
colored finish.

Portable restroom facilities and portable waste holding tanks shall not be installed
within twenty (20) feet of an occupied premises or within ten (10 feet of any
public thoroughfare or sidewalk, unless authorized by the Department.
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REGULATION 7. Permit Required

a.

No person shall provide, for rent or hire, or install portable, nonpermanent chemical toilet
facilities, portable restroom units, portable waste holding tanks, or an underground sewage
vault unless the person holds a valid permit to do so.

Every chemical toilet structure shall have thereon in clear, easily readable letters the name
and telephone number of the permit holder.

Each portable restroom unit and portable waste holding tank operated under an annual
permit shall have thereon in clear, easily readable letters the name and telephone number
of the permit holder.

Permit holders for chemical toilets, portable restroom units, and portable sanitary waste
holding tanks shall make available for review upon request by the Department, a list of
all deployed units, by type, address and number at each location.

No person shall install an underground sewage vault as specified in regulation 2 prior to
Department plan approval, including payment of the plan review fee as specified for an
onsite wastewater alternative system. Application and installation for an underground
sewage vault shall meet the requirements of Chapter 11 Section 8 of this Code, including
justification for installation of such a vault as a temporary facility. Operation shall not
commence until the Department has approved the completed facility. The owner shall
remove the facility within two (2) years, or apply for a new permit by submitting a new
application and fee to the Department at least sixty (60) days prior to expiration of the
prior permit’s two (2) year duration.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER 11
SEWAGE AND WASTES
SECTION 7

COLLECTION, TRANSPORTATION, AND DISPOSAL
OF NONHAZARDOUSLIQUID WASTES

REGULATION 1. Permit Required

a.

No person shall remove, store, transport, or dispose of any Nonhazardous Liquid
Wastes without applying for and receiving a permit to do so.

1) The design, construction and operation of vehicles used in the transportation
of these wastes shall comply with the requirements of these regulations and
no vehicle shall be so used without the approval of the Department.

2 Each approved vehicle shall have the number assigned by the Department
plainly and durably inscribed in contrasting colors on the side door panels of
the cab and the rear face of the tank. Such numbers shall be legible at all
times, and not less than 3 inches high.

REGULATION 2. Sanitation

R 9-15-10

The collection, storage, transportation, and disposal of Nonhazardous Liquid
Wastes shall be carried out in an approved sanitary manner that minimizes
exposure to flies and other insects, spillage, odor, and without causing other
hazards or dangers to the public health. Nonhazardous Liquid Waste Transfer
Facilities, excluding those co-located at facilities that hold a Wastewater Treatment
Plant Permit, shall be designed to prevent emission of any offensive odor beyond
the boundary of the facility, and shall not be operated in a way that emits any such
odor on a persistent basis beyond the boundary of the facility.

No unclean vehicle or auxiliary equipment used for carrying, transporting, or
handling the contents of septic tanks, cesspools, chemical toilets, sewage seepage
pits, privies, or other Nonhazardous Liquid Wastes may stand or remain near any
occupied structure without good cause. Such vehicles and equipment shall be
loaded, unloaded, and transported through any street, place or premises in a
reasonable period of time.

Each vehicle and all auxiliary equipment used for the transportation or handling
of such wastes shall be liquid tight, gas tight, and structurally sound so that no
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Wastes may spill or escape therefrom. Any wastes dropped or spilled shall be
carefully cleaned up immediately and the areA properly disinfected.

Wastes taken from a septic tank, cesspool, chemical toilet, sewage seepage pit, or
privy, and other Nonhazardous Liquid Wastes shall be disposed of only in a
manner and at a place approved by the Department. This approval shall be
obtained at the time the Permit is issued and no change to the manner or place of
disposal shall be made without prior approval of the Department.

Tanks on such vehicles shall have a minimum capacity of 750 gallons, with the
exception of tanks used exclusively for servicing chemical toilets which may be
permitted by the Department to have a smaller capacity.

All vehicles, tools, and equipment shall be maintained in good repair at all times. At
the end of each day's operation all containers, suction pumps, hose, and other tools
and equipment shall be thoroughly cleaned and sanitized.

All portable containers, pumps, hose, tools, and other implements, when not in use,
shall be stored within a covered and fly-tight enclosure.

No vehicle, tank, or equipment used in these operations shall be used to contain or
transport water for potable purposes.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER II

SEWAGE AND WASTES

SECTION 8
ONSITE WASTEWATER TREATMENT FACILITIES

REGULATION 1. Definitions

R-9-18-2002

a.

“Aggregate” means a clean graded hard rock, volcanic rock, or gravel of uniform
size, 3/4 inch to 2-1/2 inches in diameter, offering 30% or more void space,
washed or prepared to be free of fine materials that will impair absorption surface
performance, and has a hardness value of three or greater on the Moh’s scale of
hardness (can scratch a copper penny).

“Aquifer Protection Permit” means an individual or general permit issued under
A.R.S. 88 49-203, 49-241 through 49-252, and Articles 1, 2, and 3 of Title 18,
Chapter 9.

“Aquifer Water Quality Standard” means a standard established under A.R.S. 88
49-221 and 49-223.

Cesspool shall mean a securely covered pit with sturdy open-jointed lining into
which raw sewage is discharged for final disposal by digestion or leaching into
the surrounding porous soil.

“Daily Flow Rate” means the average daily flow calculated for the month that has
the highest total flow during a calendar year.

“Design Capacity” means the volume of a containment feature at a discharging
facility that accommodates all permitted flows and meets all aquifer protection
permit conditions, including allowances for appropriate peaking and safety factors
to ensure sustained reliable operation.

“Design Flow” means the daily flow rate a facility is designed to accommodate on
a sustained basis while satisfying all permit discharge limitations and treatment
and operational requirements. The design flow incorporates peaking and safety
factors to ensure sustained, reliable operation.

“Final Permit Determination” means a written notification to the applicant of the
director’s final decision whether to issue or deny an aquifer protection permit.

“Onsite Wastewater Treatment Facility” means a conventional septic tank system
or alternative system installed at a site to treat and dispose of wastewater
predominately of human origin, generated at that site. An onsite wastewater
treatment facility does not include a pre-fabricated, manufactured treatment works
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that typically uses an activated sludge unit process and has a design flow of 3000
gallons per day or more.

“Setback” means a minimum horizontal distance maintained between a feature of
a discharging facility and a potential point of impact.

“Typical sewage” means sewage in which the total suspended solids (TSS)
content does not exceed 430 mg/l, the five-day biochemical oxygen demand
(BOD) does not exceed 380 mg/l, and the content of fats, oils, and greases (FOG)
does not exceed 75 mg/I.

“Gray water” means wastewater collected separately from a sewage flow that
originates from a clothes washer, bathtub, shower, and sink, but does not include
Wastewater from a kitchen sink, dishwasher, or toilet.

“Gray water disposal system” means the on-site use and management of not more
than 400 gallons of gray water per day and a system that complies with the
requirements of Arizona Administrative Code R18-9-711.

“Tank Riser” means a watertight extension of the septic tank access opening to
within six (6) inches of finished grade and removable watertight cover, or above
grade with gas tight cover.

“Disposal Area Riser” means a vertical pipe installed from the bottom of the
onsite wastewater system disposal area, perforated within the disposal area, and
extended to within six (6) inches of finished grade or above with an accessible cap
that allows periodic inspection.

“Notice of Intent to Discharge” or “NOID” means a request to begin the process
to receive a discharge authorization under aquifer protection permit rules.

“Phase I” means site and soils investigation in preparation for NOID application
to install a septic system.

“Phase 11" means the application for a notice of intent to discharge.

REGULATION 2. Permit to Install Required

R-11-30-2011

No person may install, materially alter, or add to any on-site wastewater treatment
facility without first applying for and obtaining a written approval from the
Department.

The construction approval shall expire two (2) years after the date of issue unless,
before the permit expires, construction of the facility or system is complete and
has been inspected and approved by the Department.

Department approval is required for the abandonment or closure of an onsite
wastewater treatment facility and the abandonment or closure shall comply with
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closure requirements in the regulations of Arizona Department of Environmental
Quality.

A general application for site investigation, site and test hole inspection,
miscellaneous  review/reconnect  plan  reviews, or  septic  system
abandonment/closure shall expire one (1) year from date of application and/or one
(1) year from Phase | Site Approval.

REGULATION 3. Approval to Operate Required

Work shall conform to plans and be in compliance with this Code and the
regulations of the Arizona Department of Environmental Quality.

The Environmental Health Officer shall make necessary inspections of
installations and when satisfied that an installation complies with this Code, and
regulations of the Arizona Department of Environmental Quality, shall issue
written approval to the permittee.

Operation and use of an on-site wastewater treatment facility shall not commence
before final inspection has been made and approved, all permit fees are paid, all
required documents have been received, and written approval has been issued by
the Department.

REGULATION 4. General

All onsite wastewater treatment facilities must conform to the applicable general
provisions relating to sewage and waste disposal, and with the specific provisions of this section.

a.

b.

R-11-30-2011

Onsite wastewater treatment facilities are prohibited:

1. When connection may reasonably and practicably be made to an approved
municipal, community, or similar sewerage system. When installation of
a municipal, community, or similar sewerage system or extension, to
which connection may be made, is imminent, the Department may waive
the full application of these regulations and permit the installation of
temporary sewage disposal facilities for premises or subdivisions. In such
cases, the Department shall stipulate the conditions and limitations it
deems necessary to protect the public health, and to insure speedy
connection to the sewerage system, and the owner and operator of such
temporary facilities shall be bound to these stipulations and conditions;

2. When soil conditions, topography, or other conditions are such that an
onsite wastewater treatment facility cannot be expected to function
satisfactorily, or where ground water or soil conditions are such that an
onsite wastewater treatment facility may cause pollution of ground water;

3. When such installation may create an unsanitary condition or public health
nuisance.

The use of cesspools is prohibited.
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The installation of onsite wastewater treatment facilities in new subdivisions,
establishments, or premises, is prohibited where such subdivisions,
establishments, or premises are contiguous to an approved sewerage system to
which connection may reasonably and practically be made.

The use of an onsite wastewater treatment facility by more than one (1) property,
dwelling, commercial unit or other premises is prohibited unless it can be shown
to the satisfaction of the Environmental Health Officer that such properties,
dwellings, commercial units or premises are constructed, designed and located in
such a manner that it is impossible to construct separate onsite wastewater
treatment facilities for them.

In areas served by a municipal or other approved sewage disposal system, when
an onsite wastewater treatment facility fails, and in the opinion of the Department,
a public health nuisance arises as a result of such failure, (1) the plumbing system
of the premises shall be disconnected from the defective onsite wastewater
treatment facility and forthwith connected to the approved sewage disposal
system, (2) the onsite wastewater treatment facility shall comply with closure
requirements in the Arizona Department Of Environmental Quality Rules and be
of the Department.

The effluent from onsite wastewater treatment facilities may not discharge onto
the surface of the ground, into any water course, abandoned well, pit, mine or
similar excavation, or anywhere it may pollute, tend to pollute or create a hazard
to any potential or actual water supply or water supply system, industrial wastes
shall not be discharged into any onsite wastewater treatment facility without the
written approval of the Department.

All back filling shall be done with clean earth, free of large stones, broken
masonry, stumps, waste construction materials, etc., and accomplished in such a
manner as to minimize settling and to avoid placing undue strain on the system.

If water or a limiting layer is encountered during excavation for test holes or
during onsite wastewater treatment facility installation, the work shall be
suspended immediately and revised plans submitted to the Department for
approval.

Hair and lint traps shall be installed on drains connected to an onsite wastewater
treatment facility for hair salons, commercial laundry facilities, and pet and horse
grooming facilities.

REGULATION 5. Minimum Requirements for the Design, Installation, Site Investigation,

R-11-30-2011

and Operation of Onsite Wastewater Treatment Facilities and Gray
Water Disposal Systems.

The owner of any of the following types of onsite wastewater treatment plant is

required to submit an annual maintenance record on a form provided by the
Department and pay a fee as listed in Chapter I, Regulation 5 of this Code:
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(1) Aerobic treatment system

(2) Sequencing batch reactors

(3) Systems requiring disinfecting devices, and

(4) Systems with maintenance requirements prescribed by the manufacturer.

The following provisions of The Arizona Administrative Code (“A.A.C.”), including
all revisions, technical corrections, and supplements published as of March 31, 2010,
are incorporated into this Environmental Health Code by reference:

Title 18 Chapter 9 Section 110. (R18-9-110.);

Section A301. A.4. (R18-9-A301.A.4);

Section A301. B. (R18-9-A301 B.);

Section A301. D. (R18-9-A301.D.);

Section A302. (R18-9-A302.);

Section A303.A. (R18-9-A 303.A));

Section A304. (R18-9-A304.);

Section A305.B. (R-18-A305.B.);

Sections A306. through A309 D. and A309F, (R18-9-A306 through R18-9-A309.D
and A309F);

Sections A310. through A316. (R18-9-A310 through R18-9-A316.);
Sections E301 through E323. (R18-9- E301 through R18-9-E323.);
Section 711 (R18-9-711).

Copies of the A.A.C. Rules adopted by reference in Subsection b above are
available from the Arizona Secretary of State.

For the purpose of this Code, references to “Department” in Title 18 Chapter 9,
means the Maricopa County Environmental Services Department.

REGULATION 6. Site Safety

a.

R-11-30-2011

In order to protect humans and animals at the installation site, the property owner,
its authorized agent, and its contractor(s) shall be responsible for installation site
safety for work performed under the rules of this Section.

Test holes shall be secured by placing protective signage, equipment, barriers,
and/or by covering the test holes. Test holes shall be backfilled and compacted
immediately after the property owner, its authorized agent or its contractor has
been informed that the site investigation has been completed. Test holes shall
remain secured at all times.

Installation sites shall be secured with signage, equipment, and/or barriers
appropriate to the site.

If any newly-constructed or modified portion of an onsite wastewater treatment
facility requiring inspection is receiving or has received wastewater discharge,
notice shall be given to the Department at the time of the inspection request.

If any newly-constructed or modified portion of an onsite wastewater treatment
facility requiring inspection is receiving or has received wastewater discharge, the
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property owner, its authorized agent or its contractor(s) shall be present at the site
during the inspection. The property owner, its authorized agent or its
contractor(s) shall provide an appropriate measuring device, disinfectant, and any
other equipment deemed necessary by department personnel performing the
inspection.
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REGU

a.

R-6-6-2007

MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER I
SEWAGE AND WASTES
SECTION 9

CLASSIFICATION OF WASTEWATER TREATMENT PLANTS AND
REQUIREMENTS FOR CERTIFIED OPERATORS

LATION 1. Definitions

"Certified Operator" means an operator who holds a current certificate issued by the
Arizona Department of Environmental Quality in the field of wastewater treatment, or
wastewater collection.

"Collection system" means pipelines, conduits, pumping stations, force mains, and all other
devices, appurtenances and facilities used for collecting and conducting wastewater to a
central point for treatment and disposal.

"Director" means the Director of the Maricopa County Department of Health Services or his
authorized agent.

"Direct Responsible Charge" means day-to-day decision making responsibility for a
wastewater treatment plant, collection system, or effluent distribution system, or a major
portion of such a facility.

"Effluent Distribution System" means the pipelines, appurtenances, devices and facilities of
a reclaimed wastewater system which conduct effluent from a wastewater treatment plant to
a point of final reuse.

"Facility" means a wastewater treatment plant, effluent distribution system, or collection
system.

"On-site Operator" means an operator who visits a facility at least daily, for the purpose of
ensuring that it is operating properly.

"Operator" means a person who is responsible for the actual day-to-day operation of a
facility or a portion thereof. This includes the operator of a remote control system in which
the operator is in direct control of the entire system or a portion thereof from a central
location. It also includes the chief operator who supervises the operation of the facility.
The term operator includes both on-site and remote operators as defined in this section.

"Population Equivalent" means the population which would contribute an equal amount of

biochemical oxygen demand (BOD) computed on the basis of 0.17 pounds of five-day, 20-
degree centigrade BOD per capita per day.
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"Remote operator" means an operator who is not an on-site operator.

"Wastewater Treatment Plant" means processes, devices and structures used for the purpose
of treating or stabilizing wastewater or industrial waste and disposing of the effluent.

REGULATION 2. Exemptions

g.

Owners of the following facilities are exempt from the requirements of this section:

"Non-Community" septic tanks and collection system discharging to "Non-Community"
septic tanks.

Any collection system serving a population of fewer than 2,500 persons which discharges
into a facility which is operated by a certified operator.

Any collection system serving a nonresident population and discharging into a collection
system operated by a certified operator.

Agricultural or industrial wastewater facilities used to treat, recycle, or impound industrial
or agricultural wastes within the boundaries of the industrial or agricultural property.

Industrial waste pretreatment facilities in which treated wastewater is released to a
collection system or wastewater treatment plant which is regulated by these regulations.

Facilities for treating industrial wastes which are not treatable by biological means.

Wastewater treatment devices serving an individual home.

REGULATION 3. General Requirements

The owner or the purveyor of services shall utilize the services of a certified operator of the
require classification for each facility for the purpose of assuring that the facility is
operating properly. The certified operator shall have direct responsible charge of the
operation of the wastewater treatment plant, or the collection or effluent distribution system.
Any owner or purveyor who meets the requirements for certification may become certified
as operator of the facility for which he has direct responsible charge. The Chief Operator or
Superintendent in direct responsible charge shall be certified at the grade of the facility.
Shift foremen or other operators in charge of the facility in the absence of the Chief
Operator or Superintendent shall be certified at a grade no lower than one grade below the
grade of the facility.

It is the facility owner's responsibility to ensure that the name of the required certified
operator is on file at all times with the Department. If the owner of a facility replaces the
designated operator with another operator, the new operator shall be properly certified at the
time he begins operation of the facility. The owner shall notify the Department in writing
within ten days of the date of the replacement. The certified operator shall notify

R-11-6-1989
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the Department in writing within ten days of the date he ceases operation of a facility and
within ten days after he commences operation of any facility.

There are three types of facilities:

(1) Wastewater Treatment Plants,
2) Collection Systems, and

3) Effluent Distribution Systems.

All facilities shall be classified according to type of facility, population or population
equivalent served, flow, and complexity of treatment as described in these regulations.

There are four grades of classification, with grade-4 being the highest. The Department
may change the classification of a particular facility by reason of the incorporation in the
facility of special features of design or characteristics more difficult to operate than usual, or
by reason of wastewater unusually difficult to treat, or by reason of effluent reuse or other
potential health factors. In multi-facility systems, each facility shall be classified according
to complexity and the total population or population equivalent served or flow rate.

A person holding certification in any particular type and grade is permitted to operate all
facilities in that particular type and grade and any lower grade.

Each facility requires the services of an on-site operator certified at the grade of the facility.
An operator may operate one or more facilities as a remote operator under the following
conditions:

(1) The remote operator is certified at or above the grade of the facility.

2) Each facility, except a grade-1 facility, has an on-site operator certified at a level no
lower than one grade below the grade of the facility. A grade-1 facility requires an
on-site representative, who is not required to be certified.

3) The remote operator personally instructs the on-site operator or representative in
proper operation and maintenance of each facility, provides him with written

instructions, and assures that adequate records are kept.

“4) The remote operator provides the on-site operator or representative with a telephone
number or numbers at which he can be reached at all times.

5) The remote operator resides no more than three hours travel time from any facility
which he serves as remote operator.

(6) The facility operated by the remote operator is operating in compliance with all
applicable regulations.

(7 The remote operator personally inspects a facility as often as necessary to assure
proper operation and maintenance, but in no case less than the following:
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Grade-1 wastewater treatment plants - monthly.

(b) Collection systems serving fewer than 2,500 people - bimonthly.
(c) Grade-2 wastewater treatment plants serving less than 1,000 pe ople -
weekly.
(d) Grade-2 wastewater treatment plants serving greater than 1,000 people, and
all grade-3 and grade-4 wastewater treatment plants - daily.
g. The owner or the purveyor of services for any facility is in violation of this section if the

facility is operated in a manner which violates County or State Rules and Regulations for
the protection of water quality and the environment.

REGULATION 4.

Classification of Wastewater Treatment Plants, Collection Systems, and
Effluent Distribution Systems

a. Treatment plants shall be classified according to population equivalent served, flow, degree
of hazard to public health, type of facility and degree of treatment, as specified in this

section.

(1) Grade-1 includes:

(2)

(b)

Stabilization ponds serving fewer than 2,000 persons and treating a flow of
200,000 gallons per day or less.

Any wastewater treatment facility not designated as grade-2-3, or 4.

2) Grade-2 includes:

(a)

(b)
(©)

Stabilization ponds serving more than 2,000 pe rsons or treating a flow
greater than 200,000 gallons per day, and

All aerated lagoons, and

All facilities employing biological treatment based upon the activated sludge
principle, or trickling filters, designed to serve a population equivalent of
fewer than 5,000 persons and treating a flow of 500,000 gallons per day or
less, except as provided in Paragraph a.(3) (c) of this regulation.

3) Grade-3 includes:

(a)

(b)

(©)

R-6-6-2007

All facilities employing biological treatment based upon the activated sludge
principle designed to serve a population equivalent of 5,000t o 20,000
persons or treating a flow between 500,000 and 2,000,000 gallons per day,
and

All facilities employing trickling filtration designed to serve a population
equivalent of 5,000 to 25,000 persons, or treating a flow between 500,000
and 2,500,000 gallons per day, and

Variations of activated sludge requiring specialized knowledge including,
but not limited to, contact stabilization and sequencing batch reactors
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c.

R-6-6-2007

serving any population equivalent of up to 20,000 persons and treating a
flow rate of up to 2,000,000 gallons per day.

€)) Grade-4 includes:

(a) All facilities employing biological treatment based upon the activated sludge
principle designed to serve a population equivalent greater than 20,000
persons, or treating a flow greater than 2,000,000 gallons per day, and

(b) All facilities employing trickling filtration designed to serve a population
equivalent greater than 25,000 pe rsons, or treating a flow greater than
2,500,000 gallons per day.

() Variations of activated sludge requiring specialized knowledge including,
but not limited to, contact stabilization and sequencing batch reactors
serving any population equivalent greater than 20,000 persons or treating a
flow rate greater than 2,000,000 gallons per day.

(5) Facilities requiring tertiary treatment or nutrient removal shall be graded one level
higher than the minimum grade based upon population equivalent or flow.

Until July 1,1991,t he following classification of collection and effluent distribution
systems shall apply. Ordinarily, collection and effluent distribution systems are considered
as a part of the treatment facility; however, where such a conveyance facility is separated
from treatment, either in jurisdiction or in responsibility, the collection and/or effluent
distribution system is classified as grade 1.

Classification of wastewater collection and effluent distribution systems. Effluent
distribution systems shall be operated by a graded wastewater collection operator.
Beginning on July 1, 1991, collection and effluent distribution systems shall be classified by
population served, as follows:

GRADE POPULATION
1 0-2,500
2 2,501 - 10,000
3 10,001 - 25,000
4 More than 25,000

By July 1,1991,e ach owner or a purveyor of services for a collection or effluent
distribution system shall have the services of an operator certified at the grade of the system
as reclassified under these regulations.

Effluent distribution systems shall be operated by a graded wastewater collection operator.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER II
SEWAGE AND WASTES
SECTION 10

BIOHAZARDOUS MEDICAL WASTE TRANSPORTATION

REGULATION 1. Biohazardous Medical Waste Transportation

a. Arizona Administrative Code (“A.A.C.”) R18-13-1401 through R18-13-1404 and R18-
13-1409, which were effective September 17, 1999, are incorporated herein by this
reference.

b. The A.A.C. rules adopted by reference in subsection a. do not include future editions or
amendments to those rules.

C. Copies of the A.A.C. rules adopted by reference in subsection a. are available on the Arizona
Secretary of State’s web site at www.azsos.gov/public_services/title 18/18-13.htm.

d. For the purpose of this code, references to “Department” in A.A.C. Title 18 means the
Maricopa County Environmental Services Department.

REGULATION 2. Permit Required

No person shall transport biohazardous medical waste without a valid permit to do so, unless
exemption requirements are met as referenced in Chapter 11, Section 10, Regulation 1 of this
Code.

REGULATION 3. Vehicles
a. The transportation vehicle shall be cleaned frequently in order to prevent the vehicle from
becoming a nuisance or breeding place for insects, and shall be maintained in good order

and repair.

b. Each vehicle operated under permit shall have the permit number clearly inscribed on the
side door panels and rear face thereof in 3 inch letters or numerals or both.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER Il

RODENTS, INSECTS AND VERMIN

REGULATION 1. Infestation -- Harborage

The infestation by or harborage of rodents, lice, bedbugs, roaches, flies or other
arthropods of public heath significance, in or about any premises is hereby declared to be
dangerous to public health. Any condition or place that constitutes a feral colony of honeybees
that is not currently maintained by a beekeeper and that poses a health or safety hazard to the
public is hereby declared to be a public nuisance dangerous to the public health. No person shall
cause, maintain, or within his control, permit such infestation or harborage. The owner,
occupant, or person in control of any place or premises shall take all reasonable measures to
prevent such infestation or harborage and, upon notification from the Department to do so, shall
take all necessary and proper steps to eliminate the infestation or harborage and to prevent its
recurrence.

REGULATION 2. Mosquitoes

No person shall cause, maintain or, within his control, permit any accumulation of water in
which mosquitoes breed or are likely to breed. The owner, occupant, or person in control of any
place where mosquitoes are breeding, or which constitutes a breeding place for mosquitoes shall
take all necessary and proper steps to eliminate the mosquito breeding and to prevent its recurrence
through the eimination of or the ingtitution of necessary control measures at mosquito breeding
Sites.

REGULATION 3.  Permit Suspended or Revoked When Premises Infested

No person may, for fee or other consideration, offer any premises for use as a human
habitation or a deeping accommodation, or use any premises as a place where food or food products
are stored, manufactured, processed, served or offered for sale while those premises harbor rodents,
lice, bedbugs, roaches, flies, or other arthropods of public hedth significance as defined by the
United States Public Hedth Service and the Arizona Department of Health Services. The Hedlth
Officer shall have sufficient cause to suspend a permit issued for such use when the permittee fails
to abate and eliminate such infestation after having been notified to do so by the Department.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER IV

LAND SUBDIVISIONS

SECTION 1

GENERAL

REGULATION 1. Definitions

a.

"Approved" or "Approval" means approved in writing by the Department.

"Common usage pipelines" means all those water and wastewater drain lines where
the ownership and maintenance are vested as an undivided interest.

"Condominium" means a subdivision established as a horizontal property regime
pursuant to A.R.S. Title 33, Chapter 9, Section 1201 et Seq.

"Department" means the Maricopa County Health Department or its designated
representative.

"Garbage" means putrescible animal and vegetable wastes from the handling,
preparation, cooking and consumption of food.

"Refuse" means all putrescible and nonputrescible solid waste (except body wastes),
including garbage, rubbish, ashes, street cleaning, dead animals, abandoned
automobiles, and solid market and industrial wastes.

"Subdivision" or "Subdivided Lands" means improved land or lands divided or
proposed to be divided for the purpose of sale, lease, or for cemetery purposes
whether immediate or future, into six or more lots, parcels or fractional interests.
This paragraph shall not apply to the division or proposed division of land located
in Maricopa County into lots or parcels each or which is, or will be, thirty-six
acres or more in area including to the centerline of dedicated roads or easements,
if any, contiguous to the lot or parcel.

REGULATION 2. Plan Approval Required

R-11-30-2011

A preliminary plat of any proposed subdivision must be submitted to the
Department, either directly or through the planning department having jurisdiction,



for review and comments. The plat must indicate the proposed source of domestic
water and the proposed method of sewage disposal. In addition, the distance to the
closest public water and sewer line must be shown.

No subdivision or portion thereof shall be sold, offered for sale, leased or rented by
any person and no permanent building shall be erected thereon until plans,
specifications and a recorded plat or a final approved plat by the Board of
Supervisors of Maricopa County or the appropriate city council of such subdivision
and related data have been filed with and approved by the Department and the
required fees paid. T he plans and specifications shall include provision for an
adequate and safe water supply, and approved sewage disposal facility for every lot
in the subdivision, garbage disposal facilities and other pertinent matters, including
the results of soil and percolation tests as may be required by the Department. The
installation of required facilities shall be in accordance with the approved plans or
any approved revision thereof.

The plans of proposed water supply and sewage disposal systems shall be
submitted in a format as requested by the Department.

In reviewing subdivision plans and plats for approval, the Department shall take
notice of the proximity of existing community or municipal sewers and sewage
disposal systems and the feasibility and reasonableness of connecting the
subdivision thereto. Where the Department determines that such connections may
practically, reasonably and properly be made, this shall be shown on the plans before
any approval is granted.

In cases where connection of a subdivision to a community water well system or a
community sewage disposal system is permitted, the owner of the system shall hold
a Certificate of Approval to Operate from the Arizona Department of Environmental
Quality and aC ertificate of Convenience and Necessity from the Arizona
Corporation Commission or the system shall be otherwise controlled so as to insure
the quality, continuity and duration of operation and maintenance required by the
Department and Arizona Department of Environmental Quality.

The distance of the subdivision to the nearest public water supply main and sewer
main of a municipal or community system shall be shown on the plans.

REGULATION 3  Size of Lots

In the case of lots upon which the installation of individual wells and/or individual sewage

disposal systems will be necessary, lot sizes shall be sufficient to meet the following requirements:

R-6-23-2010
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Where both the water supply and individual sewage disposal system must be
developed on the same lot, the minimum lot size shall be one acre, excluding streets,
alleys and other rights-of-way.

Where water from a central system is provided, the lot size shall be sufficient to
accommodate the individual sewage disposal system and provide for at least 100 per
percent expansion of this system based on a four bedroom house built within the
bounds of the property.

Where lots are zoned for commercial uses the lot shall be sufficient to accommodate
the sewage disposal system and provide for at least 100 percent expansion of the
system within the bounds of the property allowing a minimum of six feet distance to
the property lines or easement lines.

All cases shall comply with Chapter II, Sewage and Wastes, Section 8, Individual
Sewage Disposal Systems, Regulation 6, Individual Sewage Disposal System
Location. With the application for approval of the subdivision, the subdivider shall
submit written proof acceptable to the Department that the operators of the water
system and/or public sewerage system will provide these sanitary facilities to each
individual lot in the subdivision prior to human occupancy.

REGULATION 4. Violations

Any person, firm, company or corporation who offers for sale or rent any tract of land

contrary to these regulations shall be prosecuted as provided by law.
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MARICOPA COUNTY HEALTH CODE
CHAPTER IV
LAND SUBDIVISIONS
SECTION 2
WATER SUPPLY

REGULATION 1.  Design Standards

Proposed water supply and distribution systems shall comply with Chapter V, Water
Supply, of the Maricopa County Health Code and the applicable rules and regulations of the
Arizona Department of Environmental Quality and shall conform in general with the design
standards contained in the applicable Engineering Bulletins of the Arizona Department of
Environmental Quality.

REGULATION 2.  Details

Where water from an approved public water supply is proposed for use in a subdivision,
complete plans for all proposed water mains necessary to serve each and every lot together with the
size of the existing water main and the location of the closest connection shall be shown on the plan.
Construction specifications shall be submitted with the plans. R ecorded reference to intended
compliance with approved specifications on file with the Department may be accepted.

REGULATION 3.  Proposed System

Where the owner of a subdivision, or other interested person, firm, company or corporation
proposes to develop a source or sources of supply and to construct a distribution system to furnish
water to the subdivision, either free or for charge, complete details of the proposed water system
including plans and specifications shall be furnished. D epartment approval of the supply and
proposed system must first be obtained before an approval to the State Real Estate Department for
the sale of lots will be granted. The installation of such facilities shall be in accordance with the
plans, and any revisions thereof, approved by the Department.

R11-6-1989
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MARICOPA COUNTY HEALTH CODE
CHAPTER IV
LAND SUBDIVISIONS
SECTION 3
SEWAGE DISPOSAL

REGULATION 1.  Design Standards

Sewage disposal facilities shall comply with Chapter II, Sewage and Wastes, of the
Maricopa County Health Code and applicable rules and regulations of the Arizona Department of
Environmental Quality and shall conform in general with the design standards contained in the
applicable engineering bulletins of the Arizona Department of Environmental Quality. Complete
plans for all new or additions to existing treatment facilities and sewers shall be submitted for
approval. Plans for new sewers shall show length and location, inside diameter, type of pipe,
location of manholes and clean outs necessary to serve each and every lot and location and size of
closest existing sewers and closest manhole. Construction specifications shall be submitted with the
plans. Recorded reference to intended compliance with approved specifications on file with the
Department may be accepted.

REGULATION 2. Individual Sewage Disposal Systems
a. Individual sewage disposal systems are prohibited where

(1) Soil conditions and terrain features or other conditions are such that these
systems cannot be expected to function satisfactorily; or

2) Groundwater or soil conditions are such that these systems may cause
pollution of groundwater; or

3) Such installations may create an unsanitary condition or public health
nuisance; or

4) Connection to a public sewer system is reasonable and practical.

b. Where individual sewage disposal systems are proposed, the following conditions
shall be satisfied:

A geological feasibility report shall be made by an engineer, geologist or other qualified
person which shall include results from percolation test and boring logs obtained at sites in
the proposed subdivision designated by the Department. At least one percolation test and
boring log per acre, or one percolation test and boring log per lot where lots are larger than
one acre shall be made, except when other reliable data are submitted showing that
individual disposal systems could reasonably be expected to function properly on each lot in
the proposed subdivision. In no case will less than a minimum of one percolation test and
soil boring hole log be required for each 5 acres unless the lots are over 5 acres in size and
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then one for each lot is required in the vicinity of the proposed system. All pertinent test
data shall be submitted to the Department for review. Alternative on-site systems shall not
be approved for wastewater disposal as the basis for subdivision approval. Disposal of
sewage to a public sewer system is not considered an alternative on-site system for the
purposes of complying with this regulation. The Department may require additional tests
when it deems necessary. T he approval of a subdivision based upon such reports shall
become void if the plat is further subdivided or lot lines are substantially relocated.
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MARICOPA COUNTY HEALTH CODE
CHAPTER IV
LAND SUBDIVISIONS
SECTION 4
REFUSE DISPOSAL

REGULATION 1. General

The storage, collection and disposal of refuse shall comply with the appropriate sections of
Chapter II of the Maricopa County Health Code.

REGULATION 2. Available Facilities

When a subdivision is proposed for an area served by an approved community or private
refuse collection service, the subdivider shall submit acceptable proof to the department that such
collection service will be available to the subdivision.

REGULATION 3. Notification

a. Where refuse collections service is not available, the subdivider shall notify the
purchaser or tenant of each lot in writing that the storage and disposal of all refuse in
a manner pursuant to law is the purchaser's or tenant's responsibility.

b. Where a collection service or an existing approved disposal area is not conveniently
available to the subdivision, a plan approval will not be granted unless an approved
separate disposal area is provided by the subdivider or arrangements are made to
utilize a new, conveniently located approved disposal area. Such arrangements shall
include, but not be limited to, the written permission of the person responsible for
the operation of the new site.

5NS (HD 1035) Rev. 1-7-1980
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER IV
LAND SUBDIVISIONS

SECTION 5

CONDOMINIUMS

REGULATION 1. General

The regulation applies to condominium water and wastewater drainage systems not under
public utility ownership and control, but use in common.

REGULATION 2.  Design Standards

R 6-23-2010

The water piping and wastewater drainage systems serving condominiums shall be
constructed in accordance with the current requirements of the Maricopa County
Building Safety Department or local building inspection authority.

Plans shall be submitted and shall include the size and location of meters, inside
diameter, type, length and location of all proposed and existing common usage water
lines and inside diameter, type, length, slope and location of all proposed and existing
common usage wastewater drainage piping including manholes and/or cleanouts
necessary to serve each and every unit. Plans and specifications shall be in sufficient
detail to show compliance with subsection a. above.

Documents submitted for approval shall include covenants adequate to insure that
acceptable provisions have been made for the maintenance of water and wastewater
drainage piping serving areas in common.

Where existing housing is proposed to be converted to condominium status, proof
shall be submitted that the water and wastewater drainage systems are approved by
the local building inspection authority or certified to be adequate by a registered
professional engineer who shall affix his signature and seal of registration in the
State of Arizona to as-built plans submitted for approval. In addition, one set of
as-built water and sewer plans will be submitted to the Department as part of the
subdivision application process.



MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER V
WATER SUPPLY
SECTION 1
REGULATION 1. Water Supply
a. The following provisions of the Arizona Administrative Code (“A.A.C.”),
including all revisions, technical corrections, and supplements published as
of March 31, 2010 are incorporated by reference:
Title 18, Chapter 4, Article 1. Primary Drinking Water Rules
Title 18, Chapter 4, Article 2. State Drinking Water Rules

Title 18, Chapter 5, Article 5. Minimum Design Criteria

Title 12, Chapter 15 Sections 811, 816 and 822
(R12-15-811, R12-15-816 and R12-15-822).

b. The A.A.C. Rules adopted by reference in Subsection a. include no future
editions or amendments.

C. Copies of the above-described A.A.C. Rules adopted by reference herein are
available from the Arizona Secretary of State.

d. For the purpose of this code, references to “Department” in Title 18, Chapter 4,
means the Maricopa County Environmental Services Department.

REGULATION 2. Plans Submitted

a. No person shall install any public water supply system or make additions,
modifications or alterations thereto which involve a change in the plant, works,
system, or sources of supply, until design criteria and complete plans and
specifications for the work, together with the plans review fee, have been
submitted to and have received the approval of the Department.

b. Minimum well construction requirements are set forth in R-12-15-811, as
incorporated by reference and attached as Appendix 1 to this chapter.

R-11-30-2011
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REGULATION 3. Permit Required

No water system covered by those regulations shall be operated or maintained in

Maricopa County without a permit in force, issued by the Department.

REGULATION 4. Special Conditions - Emergencies

R-9-18-2002

Unsafe Supplies - The Department, upon determination that a water supply or
source used or held out for use as a public water supply for domestic or culinary
use does not comply with this code and may post about the water supply system
such warning signs or labels as it deems necessary to protect the public; and, no
person shall remove such sign or label excepting with the express written
permission of the Department.

The owner or operator of a public water system shall not construct or add to its
system a well that is not in compliance with this chapter.

Notification of Department (unsafe condition) - The owner or operator of a
public water supply system shall notify the Department immediately upon
learning that the water therein is contaminated or may be contaminated as
required by this chapter.

Emergencies - No new or emergency source of water shall be introduced into an
approved water supply system and no approved treatment process or protection
provision shall be altered or discontinued unless the owner of the system has an
approved emergency operation plan on file with the department that is in
compliance with R18-4-116 to provide safe drinking water during an
emergency.

1) Emergency Intake - No intakes, where water of doubtful quality may be
admitted to the distribution system, shall be established or maintained in
connection with a public water supply system.

2) Bypasses - No bypass shall be established or maintained where-by water
may be diverted around any feature of a purification process for a public
water supply system unless specific approval is first obtained from the
Department.

Continuity of supply - No public water supply system shall be constructed or
maintained which depends on hauled or transported water for continuity of the
supply; excepting that in case of a controlling emergency, so declared by the
Department, where such continuity is disrupted, hauled water may be introduced
into the system in compliance with procedures and for such duration as is
approved by the Department.



REGULATION 5. Pollution of Groundwater Prohibited

a. No contaminated or polluted material shall be discharged directly into any water
well or other well, whether constructed for that purpose or abandoned or
anywhere else on or in the ground where it may or will penetrate the underlying
water bearing strata or pollute or contaminate ground water.

1) The prohibitions set forth in this regulation do not apply to discharges of
a pollutant or pollutants into the ground that have been approved in an
aquifer protection permit issued by the director of The Arizona
Department of Environmental Quality pursuant to A.R.S. Title 49,
Chapter 2, Article 3.

b. Any well no longer used shall be properly sealed against the entry of pollution,
contamination, or other foreign matter.

REGULATION 6. Abandoned Wells

Wells which are no longer used as a source of water supply shall be properly
abandoned or capped as required by this Chapter

R-9-18-2002



MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER YV

WATER SUPPLY

SECTION 2

TRANSPORTATION OF WATER IN BULK

FOR DOMESTIC USE

REGULATION 1. Hauled Water

R-6-6-2007

The following Section of the Arizona Administrative Code (“A.A.C.”) including all
revisions, technical corrections, and supplements published as of March 31, 2004, is
incorporated by reference:

Title 18, Chapter 4 Section 125 (R18-4-125);

The A.A.C. regulation adopted by reference in subsection a. includes no further
editions or amendments.

A copy of the above-described regulations adopted by reference herein is attached
as part of Appendix 1 to this chapter.

Thoroughly cleaned and disinfected food products tankers may be used to haul water when
approved. Tanks or reservoirs that were previously used for transportation of products other
than those stated above are specifically prohibited.

Tanks and reservoirs shall be constructed of non-toxic corrosion-resistant material and the
contents protected from pollution arising from leaks, drainage, dust or for any other reason.
A.A.C. Title 18, Chapter 4, Section 119.B. has been incorporated by reference in Chapter
V, Section 1, Regulation 1 and is attached as Appendix 1 to Chapter V.

Filler-lines or hoses shall be flushed to remove all forms of contamination before being
used to fill tanks or reservoirs.

No part of the filler-line or hose shall be permitted to come in contact with water or any
surface area within the tank.

5-4



h. The operator of trucks engaged in hauling or transporting public domestic water shall have

available approved test kits for the determination of chlorine and other disinfectants levels
and shall perform such tests

REGULATION 2. Permit Required

a. No person shall engage in hauling or transporting water intended for public potable use
without a valid permit to do so from the Department.

b. Each vehicle use pursuant to this regulation shall have the permit number clearly displayed

on the side door panels and the rear face. Such number shall be legible at all times, and not
less than 3 inches high.

R-6-6-2007
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER VI

BATHING PLACES - PUBLIC AND
SEMIPUBLIC SWIMMING POOLS

SECTION 1

GENERAL PROVISIONS

REGULATION 1. Definitions

1) “A.A.C.” is an abbreviation for Arizona Administrative Code.

@) “ADEQ” is an abbreviation for Arizona Department of Environmental Quality.

3 “ADHS” is an abbreviation for Arizona Department of Health Services.

4) “Air induction system” means a system whereby a volume of air is introduced
into_hollow ducting in a spa floor, bench or walls. An air induction system is
activated by an air power blower and is separate from the water circulation
system.

(5) “Algae” means microscopic, single-celled forms of plant life that exist in most
surfaces and ground waters. Green, blue-green (frequently called black) and
mustard algae are the types most common to swimming pools.

(6) “ANSI” is an abbreviation for American National Standards Institute.

(7) “Artificial bathing lake” means a man-made lake, lagoon or basin, lined or
unlined, with an area equal to or greater than two acres (87,120 square feet),
constructed and used or intended to be used for water contact recreation. This
includes all recreational activities where there is a high probability of water
ingestion and where related activities create a significant public health and safety
risk. Such activities include, but are not limited to, wading, swimming, bathing,
wind surfing, water skiing and jet skiing.

(8) “Approved” means acceptable to the Department or to the swimming pool agency
that has the jurisdiction based on determination of conformity with principles,
practices or political subdivision.

9) “A.R.S.” is an abbreviation for Arizona Revised Statutes.

(10) “ASME” is an abbreviation for American Society of Mechanical Engineers.

(11) “Backwash” means the process of thoroughly cleaning a filter by reverse flow of
water through the filter.

(12) “Barrier” means a fence, wall, building or landscaping that obstructs access to a
bathing place.

(13) “Bathing place” as used in these regulations includes all bodies of water used by

R 2-18-2004

persons for swimming, wading, hydrotherapy, recreation, bathing or special uses
together with the shores, bathhouses, sanitary facilities, equipment and all other
appurtenances to such bodies of water, except that these regulations do not apply
to facilities constructed or maintained at any medical facility intended exclusively
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(14)
(15)
(16)
17)

(18)

(19)
(20)

(21)
(22)

(23)

(24)

(25)

(26)
(27)
(28)

(29)
(30)

R 2-18-2004

for therapeutic treatment and facilities constructed and operated by the state of

Arizona. A bathing place for consideration of design, permits, and fees shall be

considered separate and distinct if:

@) Bodies of water are physically separate; or

(b) Bodies of water are at different elevations; or

(c) Bodies of water are separated by a fence, wall or visual barrier which
prevents or impedes direct physical or visual access to any portion of the
body of water; or

(d) Bodies of water are separated by a channel, less than ten (10) feet wide.

“Cartridge filter” means a depth, pleated or surface-type filter component with

fixed dimensions that is designed to remove suspended particles from water

flowing through_the filter.

“Clean” means free from slime, scum, dirt or other debris.

“Construct” means, and includes, building or installing a new bathing place or

enlarging or altering existing facilities.

“Coping” means the cap on a swimming pool or spa wall that provides a finished

edge around the swimming pool or spa.

“Cross connection” means any physical connection between two (2) piping

systems, one (1) of which contains potable water and the other sewage or water of

unknown or questionable quality, through which water may flow from either

system to the other.

“Deck” means a hard surface immediately adjacent to or attached to a bathing

place that is designed for sitting, standing or walking.

“Deep area” means the portion of a bathing place that is more than five (5) feet

deep.

“Department” refers to Maricopa County Environmental Services Department.

“Discharge piping” means the portion of the circulation system that carries water

from the filter back to the swimming pool or spa.

“DPD” is an abbreviation for Diethyl-p-Phenylene Diamine. The indicator

usually is used in tablet form which measures chlorine and bromine levels in pool

and spa water.

“Diving area” means the area of the public or semipublic swimming pool that is

designated for diving from a diving board, diving platform or starting block.

“Fill and draw pool” means a bathing place where the principal means of cleaning

is the complete removal of the used water and the replacement thereof with

potable water.

“Filtration rate” means the rate of water flowing through a filter during the filter

cycle expressed in gallons per minute per square foot of effective filter area.

“Flow through pool” means a bathing place where potable water constantly enters

the pool and an equal quantity of used water constantly flows out of the pool.

“Freeboard” means that section of the pool wall measured vertically between the

water surface and the walkway or deck surface.

“GPM” is an abbreviation for Gallons Per Minute.

“Hose bibb” means a faucet with a threaded nozzle to which a hose may be

attached.
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31)

(32)
(33)

(34)
(35)

(36)
(37)

(38)
(39)

(40)

(41)

(42)

(43)

(44)
(45)
(46)

(47)

(48)

(49)

(50)

“Hydrotherapy jet” means a fitting that blends water and air and creates a high

velocity turbulent stream of air-enriched water for injection into a spa.

“Incontinent” means unable to restrain a bowel movement.

“Lifeguard” means an attendant with Red Cross or equivalent certification who

supervises the safety of bathers.

Make-up water” means fresh water used to fill or refill a bathing place.

“Maximum bathing load” means the design capacity or maximum number of users

that a bathing place is designed to hold.

“Natural bathing place” means unmodified natural outdoor lakes, ponds, rivers, etc.

“Operate” means to conduct, maintain or otherwise provide facilities and

appurtenances at bathing places.

“NCAA” is an abbreviation for National Collegiate Athletic Association.

“NFSHSA” is an abbreviation for National Federation of State High School

Associations.

“Operator” means an individual who owns, runs, maintains, or otherwise controls

or directs the functioning of a bathing place.

“Overflow system” means and includes gutters and other rim type overflows,

surface skimmers and collection systems of various designs and manufacture.

“Permit holder” means the entity that:

@ Is legally responsible for the operation of the bathing place such as the
owner, the owner's agent, or other person; and

(b) Possesses a valid permit to operate a bathing place.

“pH value” indicates the degree of acidity or alkalinity of water. The pH scale is

from 0 to 14 with pH 7.0 being the neutral point, i.e., water with pH of 7.0 is neither

acid nor alkaline, and it is neutral. Above pH 7.0 the water is alkaline and below pH

7.0 itis acidic.

“Potable water” means drinking water.

“PPM” is an abbreviation for Parts Per Million.

“Private residential spa” means a spa at a private residence used only by the

owner, members of the owners' family and invited guests, or a spa that serves a

housing group consisting of no more than three (3) living units (e.g. duplexes or

triplexes). Private spas are exempt from these regulations.

“Private residential swimming pool” means a pool operated by an individual for his

own or his family’s use or for guests of his household, or by an owner, to serve a

housing group consisting of no more than three (3) living units. Private pools are

exempt from these regulations.

“Public spa” means a spa that is open to the public with or without a fee,

including a spa that is operated by a community, municipality, political

subdivision, school district, university, college or a commercial establishment

whose primary business is the operation of a spa.

“Public swimming pool” means a swimming pool that is open to the public with or

without a fee, including a pool that is operated by a community, municipality,

political subdivision, school district, university, college or a commercial

establishment whose primary business is the operation of a pool.

“Recessed treads” means a series of vertically spaced, preformed stepholes in a

swimming pool wall.
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(51)

(52)

(53)
(54)

(55)

(56)

(57)
(58)

(59)
(60)

(61)

(62)

(63)
(64)

(65)

“Recirculating pool” means a swimming pool where a portion of the pool water is
constantly being removed, filtered and disinfected then returned to the pool.
“Resurfacing” means any alteration that is greater than ten (10) percent of the
pool interior surface. This shall include but not be limited to plastering, painting,
tiling, application of pebble type finish, fiberglass or any other approved
alternative surface.

“Return inlet” means an aperture or fitting through which filtered water returns to
a swimming pool or spa.

“Return line” means that portion of the recirculating system piping which carries
clean water from the filter back to the swimming pool.

“Rope and float line” means a continuous line not less than three-quarter (3/4)
inch in diameter that is supported by buoys and attached to opposite sides of a
swimming pool to separate areas of the swimming pool.

“Sanitary facilities” means a designated area that includes a toilet and sink and
may include a shower or urinal.

“Scum” means a film that forms on the surface of water.

“Secchi Disk” refers to a 200-mm circular plate, which has opposite quarters
painted gloss white and black.

“Secchi Disk visibility” is the depth at which the disk can be seen when raised
and lowered in the water.

“Semiartificial bathing place” means a natural bathing place that has been
modified by man.

“Semipublic spa” means a spa operated for the residents of lodgings such as
hotels, motels, resorts, apartments, condominiums, townhouse complexes, trailer
courts, mobile home parks or similar establishments. A semipublic spa includes a
spa that is operated by a neighborhood or community association for the residents
of the community and their guests and any spa at a country club, health club,
camp or similar establishment where the primary business of the establishment is
not the operation of a spa and where the use of the spa is included in the fee for
the primary use of the establishment.

“Semipublic swimming pool” means a swimming pool operated for the residents
of lodgings such as hotels, motels, resorts, apartments, condominiums, townhouse
complexes, trailer courts, mobile home parks, or similar establishments. A
semipublic pool includes a swimming pool that is operated by a neighborhood or
community association for the residents of the community and their guests and a
swimming pool at a country club, camp or similar establishment where the
primary business of the establishment is not the operation of a swimming pool

and where the use of the swimming pool is included in the fee for the primary use
of the establishment.

“Shallow area” means the portion of a swimming pool that is five (5) feet or less
in depth.

“Service animal” means an animal such as a guide dog, signal dog or other animal
individually trained to provide assistance to an individual with a disability.
“Shock treatment” means adding chlorine to water in an amount sufficient to
destroy ammonia, nitrogenous and organic contaminants in the water by elevating
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(66)
(67)

(68)

(69)
(70)

(71)
(72)
(73)

(74)

(75)
(76)
(77)

(78)
(79)

(80)

(81)

(82)

the free chlorine residual to a level 10 times the combined chlorine reading in
parts per million.

“Slime” means a glutinous or viscous liquid matter.

“Slip resistant” means a surface that has a static coefficient of friction (wet or dry)
of at least 0.50.

“Spa” means an artificial basin, chamber or tank of irregular or geometric shell
design that is intended only for bathing or soaking and that is not drained, cleaned
or refilled for each user. A spa may include features such as hydrotherapy jet
circulation, hot water, cold water, mineral baths or an air induction system.
Industry terminology includes “hydrotherapy pool,” “whirlpool”, “hot tub” and
“therapy pool”.

“SPAC” is an abbreviation for Swimming Pools Advisory Committee.

“Special use pool” means a swimming pool intended for competitive aquatic
events, aquatic exercise or lap swimming. A special use pool includes a wave
action pool, exit pool for a water slide, swimming pool that is part of an attraction
at a water recreation park, water volleyball pool or a swimming pool with special
features used for training and instruction.

“Spray pond” means an artificially constructed special use pool into which water
is sprayed but not allowed to accumulate.

“Suction outlet” means the aperture or fitting through which water is withdrawn
from a swimming pool or spa.

“Suction piping” means the water circulation system piping that carries water
from the swimming pool or spa to the filter.

“Swimming pool” and/or “Pool” shall mean an artificial basin, chamber or tank,
constructed and used, or intended to be used, for swimming, diving or bathing. A
bathing place less than two (2) acres (87,120 square feet) shall meet the criteria
for swimming pools.

“SVRD” is an abbreviation for Safety Vacuum Release Device.

“SVRS” is an abbreviation for Safety Vacuum Release System.

“Total alkalinity” means the measurements of the carbonates, bicarbonates and
hydroxides in the water, which if insufficient, may cause the pH to be unstable
and produce corrosive conditions. Conversely, if the total alkalinity is too high,
scale could be formed.

“Turnover rate” means the number of hours required to circulate a volume of
water equal to the capacity of the swimming pool or spa.

“User” means a person who uses any bathing place included in Chapter VI or uses
adjoining deck area.

“Variance” means a written document issued by the Department that authorizes a
modification or waiver of one or more requirements of this Code if, in the opinion
of the Department, a health hazard, safety or nuisance will not result from the
modification or waiver.

“Wading pool” means a shallow pool used or intended to be used primarily for
wading by small children.

“Water circulation system” means an arrangement of mechanical equipment
connected to a swimming pool or spa by piping in a closed loop that directs water
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from the swimming pool or spa to the filtration and disinfection equipment and
returns the water to the swimming pool or spa.

(83) “Water circulation system components” means the mechanical components that
are part of a water circulation system of a swimming pool or spa, including
pumps, filters, valves, surface skimmers, ion generators, electrolytic chlorine
generators, ozone process equipment and chemical feeding equipment.

(84) “Water level”. The water level referred to in these standards shall be established
in one of the following ways:

@) The water level shall be deemed to fall in the midpoint of the operating
range of the skimmers; or

(b) On pools with overflow systems, the level shall be deemed to be that
established by the height of the overflow rim.

REGULATION 2.  Approval of Plans and Construction Required

a. A person shall obtain design approval from the Department prior to starting
construction of a new public or semipublic swimming pool, spa, wading pool, or
special use pool, changing in use from a semipublic swimming pool to a public
swimming pool, changing in use from a private residential swimming pool to a
public or semipublic swimming pool, or beginning major modifications to an
existing public or semipublic swimming pool or spa. For purposes of this
subsection, major modifications include a change to:

The shape; or

The depth; or

The water circulation system; or

The enclosure; or

Resurfacing the pool interior or deck; or

Adding a water feature or planter; or

The disinfection system; or

The installation of diving equipment.

At a public or semipublic swimming pool an appropriately licensed contractor,

Architect, or Professional Engineer shall submit plans for a major modification.

N~ wWNE

b. The owner shall make an Application for Approval to Construct any proposed
bathing place and shall be submitted to the Department on forms furnished by the
Department. Such application for approval shall accompany the plans, when
required, and specifications at the time of submission to the Department for
review.

C. The operator/owner of a previously approved bathing place as defined in these
regulations, intending to change the nature of the classification from public to
semipublic or from semipublic to public must demonstrate, to the satisfaction of
the Department, that the facility meets all requirements of these regulations as
related to the desired classification. If any additional construction or modification
of the facility shall be required, plans and specifications of the proposed facility
shall be submitted for approval as required in Chapter V1, Section 1, Regulation 2, b.
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d. Plans and specifications shall be submitted to the Department with the appropriate
fees as listed in Chapter | of the Maricopa County Environmental Health Code at
least 30 days prior to the date upon which action is desired. Plan documents
submitted for approval to construct shall include a general plot plan, plans and
specifications showing the pool shape, dimensions, water treatment and pumping
facilities, piping arrangement and sizes, source of water supply, method of
disposal of wastes, and all pertinent data upon which the design is based on and
shall include capacities of the various units, safety equipment, architectural
drawings for fencing, water features and other information necessary to permit a
clear and full understanding of the proposed project. Where required, detailed
plans of bathhouses, dressing rooms, toilets, recreational and other pool
appurtenances shall be included.

e. All plans and specifications submitted to the Department for approval shall be
prepared by, or under the supervision of, a currently registered Arizona
Professional Engineer or Architect, or a swimming pool contractor with the
following licenses (per project type) as listed in the table below, who shall certify
that the plans comply with these regulations and criteria contained in the
swimming pool design policies.

PROJECT TYPE R.O.C. LICENSE REQUIRED

Any and all projects, all new construction A-9, A-19, KA-5, KA-6

Safety vacuum release system, plumbing and | K-37, K-77, L37, L-77
equipment replacement

Resurface and drain split/plumbing A-9, A-19, KA-5, KA-6
Deck replacement only K-9, L-9
Fence only As required by Arizona Registrar
of Contractors
f. All work shall conform to approved plans and specifications. Should it be

necessary or desirable to make any changes in the approved plans and
specifications of the proposed work, revised plans and specifications, together
with a written statement of the reasons for such change, shall be submitted to the
Department for review. The Application for Approval to Construct must be
obtained in writing before the work affected by the change is undertaken.

g. The Department will, upon receipt from the applicant of reasonable advance
notice of readiness to, make necessary inspections to determine that the pool
piping system, and thereafter the complete pool circulation, purification, and
waste systems are in compliance with these regulations. The piping system shall
be left open and exposed until the Department has examined and approved the
system in writing. The complete pool, including circulation, purification and
waste systems shall be deemed acceptable only after examination and issuance of
written approval of construction by the Department.
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h. The design, operation and maintenance of bathing places shall be in conformance
with these regulations and criteria contained in the Department swimming pool
design policy.

I. Before Approval of Construction shall be given for the operation of a bathing
place, the swimming pool contractor or a currently registered engineer or architect
shall certify that the completed bathing place is constructed in accordance with
the approved plans and specifications.

REGULATION 3. Permit Required

No public or semipublic bathing place shall be maintained or operated in Maricopa
County without a valid operating permit issued by the Department. The permit shall be
displayed in a conspicuous place on the premises where the public may readily observe it.
No permit shall be issued until the applicable permit fee has been rendered. Permit fees are
listed in Chapter I, Regulation 5 of the Environmental Health Code. If the operating permit
for a bathing place is determined by the department to be invalid due to permit revocation
or the permit has been allowed to lapse for a period greater than (1) year, the bathing place
shall comply with the current Environmental Health Code in order to qualify for an
operating permit

REGULATION 4. Instructions
Before entering a pool, all persons shall be instructed, by means of suitable,

clearly lettered signs properly located, to observe all safety regulations. The signs shall
contain, at a minimum, all of the following:

a. Persons with sore or inflamed eyes, colds, nasal or ear discharges, boils or other
acute or obvious skin or body infections, or cuts shall be excluded from the pool.

b. No glassware allowed within the pool enclosures.

C. No animals allowed except for service animals.

d. No drinks, candy, tobacco, popcorn, gum, alcohol, or food of any kind shall be

permitted in the pool or within the required walkways of the pool

Keep gate(s) closed — do not prop open.

Shower and use the toilet before entering the pool.

If incontinent, wear tight fitting rubber or plastic pants or a swim diaper.
Observe all safety regulations.

oQ h o
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REGULATIONS. Attire and Towels, etc.

a. Bathing attire, towels, linens and similar articles shall be clean, dry and sanitary
when provided to patrons.
b. The provision of towels, drinking cup, combs, hairbrushes, soap and other similar

items for use in common by the public is prohibited.

REGULATION 6.  Excluded

Persons with sore or inflamed eyes, colds, nasal or ear discharges, boils or other
acute or obvious skin or body infections, or cuts shall be excluded from the pool. No
person in or at a swimming pool shall commit, or be permitted to commit, any act
prejudicial to the life or health of any other person using the pool. Animals shall be
excluded from the pool enclosure, except for service animals. All animals shall be
excluded from bathing in the pool.

REGULATION 7. Drinking Water

Drinking water from an approved source and dispensed through one (1) or more
drinking fountains shall be located on the deck of each public swimming pool or spa.

REGULATION 8. Concessions

No drinks, candy, tobacco, popcorn, gum, alcohol, or food of any kind shall be
permitted in the pool or within ten (10) feet of a public bathing place or within four (4) feet
of a semipublic bathing place.

a. No food or drink of any kind shall be allowed in the pool or within the required
walkways of the bathing place.
b. Food and drink will be allowed within the pool enclosure but outside the area

noted in Chapter VI, Section 1, Regulation 8, a., provided that only paper or
plastic service is used. No glass is permitted within the pool or spa enclosure.

REGULATION9. Operation

All bathing place facilities shall at all times be operated and maintained in a clean,
safe and sanitary condition. The owner of a bathing place shall close that facility if any of
the following conditions exist:

Absence of an approved disinfectant;

Violation of the physical standards of Section 2, Regulation 5;

Filtration system is inoperative;

Mechanical disinfectant feeder is missing, inoperative, or malfunctioning;

Broken or missing main drain covers or other suction outlet covers;
When required, lifeguards are not present or the required number of lifeguards is
not present;

Uk~ wd P
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7. Gates are not self-closing and self-latching or there is a breach of the pool

enclosure;
8. Leaking gas chlorinator;
9 Absence of all safety equipment;

10. Electrical wires over the pool;
11. Broken glass in the pool area;
12.  Any other operational condition which may cause injury or present a danger to the

public health.

REGULATION 10. Violations

Any person, firm, or corporation who builds, offers for sale or operates a bathing
place contrary to these regulations shall be subject to prosecution as provided by law.

REGULATION 11. Retroactive Provisions

Permitted pools that were constructed prior to the effective date of this code shall
meet the operational requirements of this code as listed in Chapter VI, Section 1,
Regulation 9 and the Structural Provisions in Chapter VI, Section 1, Regulation 12.

REGULATION 12. Retroactive Structural Provisions

a. Retroactive main drain requirements:

1.

The owners of all public and semipublic swimming pools, which were

under a valid operating permit on the effective date of this Environmental
Health Code and equipped with a single main drain, shall:

(@)

(b)

(©)

Install a properly sized anti-vortex, anti-entrapment drain cover
that complies with ANSI/ASME A112.19.8M, “Suction Fittings
for Use In Swimming Pools, Spas, Hot Tubs And Whirlpool
Bathtub Appliances” on all suction outlets by May 1, 2004.

Install a hydraulically balanced dual main drain at the time the
pool is resurfaced. If the pool or spa is not resurfaced and
hydraulically balanced dual main drains are not installed, the
owner shall install a Safety Vacuum Release Device (SVRD) or
Safety Vacuum Release System (SVRS) that meets ANSI/ASME
A112-19 Standards or equivalent by January 1, 2014.

Install other devices or means as approved by the Department by
no later than January 1, 2014.

b. Retroactive fencing requirements for public pools:
1. Public swimming pools, special use pools, spas and wading pools who hold a

R. 6-23-2010

valid operating permit on the effective date of this code that meet the
requirements in Appendix C and shall comply with fencing requirements in
Chapter VI, Section 6, Regulation 11 by January 1, 2014.

Public swimming pools, special use pools, spas and wading pools who hold a
valid operating permit on the effective date of this code that do not meet the
requirements in Appendix C on the effective date of this code shall comply with
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fencing requirements in Chapter VI, Section 6, Regulation 11 by January 1, 2005.

Retroactive fencing requirements for Semipublic pools:

1. Semipublic swimming pools, special use pools, spas and wading pools who hold a
valid operating permit on the effective date of this code that meet the
requirements in Appendix D on the effective date of this code shall comply with
fencing requirements in Chapter VI, Section 7, Regulation 2 by January 1, 2014.

2. Semipublic swimming pools, special use pools, spas and wading pools who hold a
valid operating permit on the effective date of this code that do not meet the
requirements in Appendix D on the effective date of this code shall comply with
fencing requirements in Chapter VI, Section 7, Regulation 2 by January 1, 2005.

Retroactive diving board requirements:

All public and semipublic swimming pools and special use pools who hold a valid
operating permit on the effective date of this code, constructed prior to February 1, 1998,
and having met the requirements of the code for a diving board in force at the time of
construction may continue to operate a diving facility under the following conditions:

1. The pool was approved for construction prior to February 1, 1998.

2. The height of the diving board above the water surface shall be limited to a
maximum of ten (10) feet (three (3) meters).

3. If the pool and diving board do not meet the dimensional requirements in

Appendix A or Appendix B, diving must be under the direct supervision of a
lifeguard or other responsible party and the pool owners shall provide and
maintain on file with Maricopa County a current certificate of publicliability
insurance documenting minimum limits of seven million dollars ($7 million)
combined single limit for bodily injury and property damage liability. The
certificate must further clearly indicate that Maricopa County is an additional
insured and that no changes or modifications shall become effective in the
coverage without 30 days prior written notice submitted to the Department.

Retroactive vacuum outlet requirements:

Public and semipublic swimming pools, special use pools, spas, and wading pools that hold
a valid operating permit on the effective date of this code shall comply with Chapter V1,
Section 3, Regulation 9 by January 1, 2005.

REGULATION 13. Variance

a.

Purpose

The purpose of this regulation is to allow the Environmental Health Officer to consider
granting a variance from those parts of Chapter VI, which are more restrictive than AAC
R18-5-2 and/or AAC R9-8-8. This would be possible when there exists an unusual or
unreasonable hardship resulting from a literal interpretation of this Code, provided that
the alternative method or work offered conforms to the general intent of this Code. The
application for variance and the decision of the Environmental Health Officer shall be in
writing and shall be officially recorded within the records of the Department.
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b.

Conditions for Variance

1.

Any person may request a Variance to Chapter VI of this Code when it is claimed

that:

@ The true intent of the Codes or Ordinances described in this Code has been
incorrectly interpreted by the Department; or

(b) A decision by the Department is unreasonable or arbitrary when it is
applied to alternate or new materials.

The Swimming Pool Advisory Committee may recommend that the

Environmental Health Officer issue a Variance only after the Committee has

determined that:

@) Special circumstances or conditions apply to this permit application; and

(b) Authorizing of the Variance is necessary for the preservation and
enjoyment of substantial property rights; and

(© Authorizing of the variance will not be materially detrimental to persons
residing or working in the vicinity, to adjacent property, to the
neighborhood or to the public safety and welfare in general; and

d) Granting of the variance will be in harmony with the purposes sought to
be attained by the Codes or Ordinances.

If the applicant for the variance is dissatisfied with the decision of the

Environmental Health Officer, the applicant may appeal to the Board of Health

whose decision shall be final, except that any person aggrieved by a decision of

the Board of Health may at any time, within 30 days after the filing of the Board

of Health’s decision, file an appeal with the Superior Court of Maricopa County

by following the various methods of appeal or review procedures in Arizona as

set forth in the applicable statutes of the State of Arizona.

Such appeals shall be presented to the Secretary of the Board of Health in writing

within 30 days after the filing of the decision of the Environmental Health Officer

or the Environmental Health Officer may refer the appeal to the committee.

C. Swimming Pools Advisory Committee (SPAC)

1.

R. 2-18-2004

Structure:

@) There shall be and is hereby created, a Swimming Pool Advisory
Committee, hereinafter called “Committee”, consisting of five members,
who are residents of Maricopa County and citizens of the United States,
and composed of and consisting of a representative of the industries,
trades, and professions as follows:

1) Swimming Pool Building Contractor

1) Swimming Pool Service and Repair Contractor or Swimming Pool
Industry Member

1) Certified Safety Professional

1) Professional Engineer

1) Health Professional

(b) The members of the Committee shall be appointed by the Chairperson of
the Board of Health for a term of three (3) years. The initial terms of
office shall be as follows:

0] One member shall be appointed for a term of three (3) years;
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(i) Two members for a term of two (2) years;
(iii)  Two members for a term of one (1) year.

(c) Upon expiration of the initial term of office of a member of the
Committee, their successors shall then be appointed for a term of three (3)
years.

(d) Continued absence of any member from three (3) consecutive regular
meetings of the Committee shall render any such member liable for
immediate removal from office. Removal shall be at the discretion of the
Board of Health.

(e) Vacancies for an unexpired term shall be filled by the Chairperson of the
Board of Health.

()] The members of the Committee shall serve without salary or
compensation.

(9) The Environmental Health Officer or his designate shall attend all
meetings and furnish secretarial services for the Committee.

2. Duties and Responsibilities:

@ It shall be the duty of the Committee to hear appeals from the decision of
the Department staff and to submit findings to the Environmental Health
Officer.

(b) The duties and powers of this Committee shall be in an advisory capacity
only.

3. Procedures:

@ The Committee shall annually elect one (1) of its members to serve as
Chairperson.

(b) The Environmental Health Officer shall designate an administrative
support from the Department to serve as Recording Secretary to the
Committee, who shall keep a detailed record of all proceedings on file in
the Department and perform other secretarial duties as required by the
Board.

(c) Special Committee meetings may be called by the Environmental Health
Officer or at the request of the Chairperson or any three (3) members of
the Committee.

(d) Three (3) voting members of the Committee shall constitute a quorum.

(e) Public Hearings:

R. 2-18-2004

() Any person dissatisfied with a decision of the Department staff
may request a hearing before the Committee at any time prior to
closure of the file. The Environmental Health Officer may call a
special meeting to hear this matter. Such a meeting shall be held
within thirty (30) days of the date the appeal is filed.

(i) All hearings shall be open and public and any person whose
interest may be affected by a recommendation of the Committee
shall be given an opportunity to be heard.

(ili)  The Committee shall render all recommendations in writing to the
Environmental Health Officer. The Environmental Health Officer
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shall render a final decision within ten (10) days of receiving the
Committee recommendations.

(iv)  The applicant may waive a hearing by the Committee and appeal
directly to the Environmental Health Officer. The Environmental
Health Officer will in such cases render a decision within ten (10)
days of the date that the appeal is filed.

(v) The applicant shall include a fee with the written Swimming Pool
Advisory Committee appeals as shown in the Fee Schedule in
Chapter I of this Code.

().  Conflict of Interest:

No member of the Committee shall vote on any question concerning a job

or project in which that member is engaged as contractor or material

dealer, or in the preparation of plans or specifications, or on any job or
project in which that member has any direct or indirect personal or
financial interest. In these instances, that member shall also make full
disclosure of his or her interest to the Committee.

REGULATION 14. Inspections

a.

An inspector from the Department, upon presentation of credentials, may enter into any
public or semipublic swimming pool or spa to determine compliance with this code. The
inspector may inspect records, equipment and facilities, take photographs and take other
action reasonably necessary to determine compliance with this Code.

The owner or manager of a public or semipublic swimming pool or spa may accompany
the inspector during an inspection.

An inspector from the Department may inspect a public or semipublic swimming pool or
spa during reasonable working or operational hours without giving prior notice of the
inspection to the owner or operator of the swimming pool or spa.

REGULATION 15.  Applicability

a.

o

This code applies to all public and semipublic bathing places included in Chapter VI
(Bathing Places - Public and Semipublic Swimming Pools) of Maricopa County
Environmental Health Code.

Section 11 of this code applies to natural and semi-artificial bathing places.

Section 12 of this code applies to artificial bathing lakes.

This code does not apply to any of the following:

1. A private residential swimming pool or spa;

2. A swimming pool or spa used for medical treatment or physical therapy and
supervised by licensed medical personnel;

3. Swimming pools and spas constructed and operated by the State of Arizona;

4. Swimming pools and spas constructed and operated by the United States
government; or

5. A spray pond that utilizes potable water and does not have a recirculation system.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER VI

BATHING PLACES - PUBLIC AND
SEMIPUBLIC SWIMMING POOLS

SECTION 2

WATER QUALITY STANDARDS

REGULATION 1.  Quality of Water

Swimming pool water shall be treated and maintained so that whenever the swimming pool is open
for use, the bacterial, chemical and physical quality of the water meets the standards set forth in
these regulations.

REGULATION 2. Water Source

An operator of a public or semipublic swimming pool or spa shall ensure that the swimming pool
or spa is filled only with potable water from an approved source.

REGULATION 3. Bacterial Standards

Not more than 15 percent (15%) of the water samples collected from a pool shall:

a. Contain more than 200 bacteria per milliliter as determined by the standard (35°C [95°F])
agar plate count, or
b. Show a confirmed positive test for coliform organisms in any of the five (5) - ten (10)

milliliter portions of a sample or more than one (1) coliform organism per 50 milliliters
when the membrane filter test is used. All samples shall be collected, de-chlorinated, or
similarly neutralized when another disinfectant is used, and examined in accordance with
the procedures outlined in the latest edition of "Standard Methods for the Examination of
Water and Wastewater”. The Department may collect, or require the owner to collect and
submit water samples for bacteriological examination on a routine basis while it is in
active use.

REGULATION 4. Chemical Standards

Pools and spas shall be continuously disinfected by an approved means, which will maintain an

adequate and readily measurable residual of disinfectant in the water.

a. Whenever chlorine, or a chlorine compound, is employed for pool disinfection the amount
of free chlorine residual in the water shall not be less than 1.0 ppm or more than 5.0 ppm for
public and semipublic swimming pools, and shall not be less than 3.0 ppm or more than 5.0
ppm for a hydrotherapy pool, at a pH of 7.2 to 7.8.

b. Bromine disinfection equipment for a public or semipublic swimming pool shall be
designed to maintain a bromine residual of 2.0 ppm to 4.0 ppm. Bromine disinfection

R 2-18-04 6-15



equipment for a public or semipublic spa shall be designed to maintain a bromine residual
of 3.0 ppm to 5.0 ppm.
C. Total alkalinity shall be maintained between 60 ppm and 180 ppm.

Whenever chlorinated isocyanurates or isocyanuric acid is applied to the water for
stabilization, a level of 100 ppm or less shall be maintained. The procedure for
determination of free chlorine residual shall be by the DPD method or any of the other
procedures outlined in the latest edition of "Standard Methods for Examination of Water or
Wastewater".

REGULATION 5.  Physical Standards

a. The surface of the pool water shall be kept free of scum and floating debris. The bottom
and sides shall be maintained free of sediment, dirt, slime and algae. Water shall be
maintained free of turbidity and shall be sufficiently clear so that the main drain outlet is
clearly visible to an adult standing on the pool deck, or that a Secchi Disk 200 mm in
diameter when placed at the bottom of the pool at the deepest point is clearly visible to an
adult standing on the pool deck.

b. The temperature of heated water coming into a bathing place shall not exceed 104°F
(40°C).

REGULATION 6.  Tests

All pools shall be equipped with approved test equipment to determine pH, disinfectant residual,
total alkalinity and temperature. The chemical disinfection level, pH, total alkalinity, and
temperature of the water shall be tested at least once daily and an operating log that includes the
results of these tests shall be maintained for 12 months and made available to the Department,
any other regulatory authorities, or a member of the public upon request.

REGULATION 7. Fecal Contamination in Public and Semipublic Swimming Pools and

Spas
a. If solid feces are found in a public or semipublic swimming pool or spa, an operator of
the swimming pool or spa shall ensure that:
1. Each individual in the swimming pool or spa is required to exit the swimming
pool or spa and the swimming pool or spa is closed,
2. The feces in the swimming pool or spa are removed and disposed of in a toilet;
3. The chemical disinfection level of the water in the swimming pool or spa is tested

to determine whether the water complies with the water quality and disinfection
standards in Section 2, Regulation 4; and

4. The swimming pool or spa is not reopened until a test conducted under
Subsection a., 3. indicates that the water complies with the water quality and
disinfection standards in Section 2.

b. If liquid feces are found in a public or semipublic swimming pool or spa, an operator of
the swimming pool or spa shall ensure that:
1. Each individual in the swimming pool or spa is required to exit the swimming
pool or spa and the swimming pool or spa is closed;
2. The swimming pool or spa is closed for at least 24 hours;
6-16
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As much of the liquid feces as possible in the swimming pool or spa is removed
and disposed of in a toilet;

The swimming pool or spa is chemically treated with a shock treatment;

The water in the swimming pool or spa is tested 24 hours after applying the shock
treatment to determine whether the water complies with the water quality and
disinfection standards in Section 2; and

The swimming pool or spa is not reopened until a test conducted under
Subsection b., 5. indicates that water complies with the water quality and
disinfection standards in Section 2, Regulation 4.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER VI

BATHING PLACES - PUBLIC AND
SEMIPUBLIC SWIMMING POOLS

SECTION 3

GENERAL DESIGN STANDARDS AND SPECIFICATIONS

REGULATION 1. Materials

a.

A public or semipublic swimming pool or spa shall be constructed of concrete or other
structurally rigid material that is equivalent in strength and durability to concrete, except
that a public or semipublic spa may be constructed of fiberglass or acrylic.

A surface within a public or semipublic swimming pool or spa intended to provide
footing for users shall have a slip-resistant surface. The roughness or irregularity of the
surface shall not cause injury or discomfort to users' feet during normal use.

The materials and construction of a public or semipublic swimming pool shall be sound,
durable and, where required, waterproof. The pool shall be constructed of materials that are
rigid, nontoxic, smooth, free from cracks, easily cleanable and finished in white, pastel or
other light colors. The color, pattern or finish of the interior of a public or semipublic
swimming pool or spa shall not obscure objects, surfaces within the swimming pool or
spa, debris, sediment or algae. Corners shall be rounded. Pool linings, specifically plastic
and similar linings, and finishes not totally bonded to the pool sides and bottom are
prohibited.

REGULATION 2.  Shape

A public or semipublic swimming pool or spa may be any shape except that the designer
shall shape a public or semipublic swimming pool or spa to minimize hazards to users
and provide adequate circulation of swimming pool or spa water.

There shall be no protrusions, extensions, means of entanglement or other obstructions in
a public or semipublic swimming pool or spa that may cause entrapment of or injury to
the user. This subsection does not prohibit water features such as water fountains, slides,
water play equipment or water volleyball and basketball nets.

Where a racing lane terminates in a swimming pool, the wall shall be plumbed to a
minimum depth of five (5) feet below the waterline. Below the five (5)-foot depth, the
wall shall be radiused to join the floor.
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d. The minimum average width of a semipublic pool shall be 14 feet. The average width
shall be calculated by dividing the surface area by the total length of the pool as noted in
Appendix B.

e. Coping or cantilevered deck may project from a swimming pool or spa wall to provide a
handhold for users. The coping or deck shall be rounded, have a slip-resistant surface
and shall not exceed three and one-half (3%2) inches in thickness. The overhang of the

coping

or deck shall not exceed two (2) inches or be less than one (1) inch. All corners

created by coping or cantilevered deck shall be rounded in both the vertical and
horizontal dimensions to eliminate sharp corners.

f. Floors:
1.

The slope of the floor of a public or semipublic swimming pool, from the end wall
in the shallow area towards the deep area to the point of the first slope change,
shall be uniform and shall not exceed one (1) foot of fall in ten (10) feet. The
floor slope in a public or semipublic spa shall not exceed one (1) foot of fall in ten
(10) feet.

The floor slope of a public or semipublic swimming pool, from the point of the
first slope change to the deepest part of the swimming pool, shall not exceed one
(1) foot of fall in three (3) feet.

For public or semipublic swimming pools, the depth of the swimming pool at the
point of the first slope change shall be a minimum of five (5) feet.

All portions of a swimming pool or spa floor shall slope towards a main drain.

The transitional radius where the floor of a public or semipublic swimming pool
joins a wall shall comply with all the following:

@ The center of the radius shall be no less than three (3) feet below the
waterline in the deep area or two (2) feet below the waterline in the
shallow area,

(b) The radius shall be tangent at the point where the radius meets the wall or
floor, and

(©) The radius shall be equal to or greater than the depth of the swimming
pool minus the vertical wall depth measured from the waterline minus
three (3) inches.

REGULATION 3. Fill and Draw Pools

The construction and operation of fill and draw pools is prohibited.

R. 11-30-2011
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REGULATION 4. Water Recirculation and Filtering System

General - The water recirculation system, consisting primarily of piping, pumps, filters, water
conditioning and disinfecting equipment, together with other standard accessory equipment, shall be
adequate to clarify and disinfect the entire contents of the pool within eight (8) hours or less. Water
withdrawn shall not be returned to the pool unless it has been filtered and otherwise treated in an
approved manner except that water may be withdrawn from a swimming pool for a water slide or
a water feature without being filtered or disinfected as approved by the Department.

a. The water recirculation system shall consist primarily of piping, pumps, filters, water
conditioning and disinfecting equipment, together with other standard accessory equipment.
Each bathing place shall be provided with a separate and distinct recirculation system.

b. The water recirculation system shall be adequate to filter and disinfect the entire contents of
the pool within eight (8) hours or less. Bypassing chemical feeders or other similar devices
may be exempted from this requirement with the approval of the Department.

C. The water recirculation system shall operate continuously.

d. Seasonal closing of the pool shall be allowed when all of the following exist:
1. A sign is posted that the pool/spa is closed;
2. The gates are locked shut, and
3. The Department is notified in writing of any such closure.

REGULATION5.  Piping

Piping systems shall be:

a. Designed to carry the required quantity of water at a velocity of not more than ten (10) feet
per second when located on the discharge side of a pump, except for copper discharge
piping where the velocity shall not exceed eight (8) feet per second, and not more than six
(6) feet per second when located on the suction side of a pump.

b. Of sufficient strength to withstand 150 percent of normal operating pressures.

C. Made of non-toxic materials.

d. Reasonably resistant to corrosion under conditions of operation.

e. Installed so that pipe and fittings, which pass through the pool structure, shall not project in

a manner, which is hazardous to users of the facility.

f. Comply with the sizes and flow rates shown in the following table unless accompanied by
an approved hydraulic design.
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Maximum Flow Rates (C=140) Schedule 40 PVC

PIPE SIZE 114" 13/2" | 2" |21/2"| 3" | 4" | 6"
GPM PRESSURE SIDE 25 60 | 90 | 140 | 220 | 350 | 800
GPM PRESSURE SIDE, COPPER 20 48 | 72 96 | 176 | 280 | 640
GPM SUCTION SIDE 15 35 | 50| 80 | 140 | 220 | 450

g. Plastic water circulation piping shall comply with American National Standards

Institute/NSF, International Standard Number 14, "Plastics Piping System Components
and Related Materials," NSF International, 3475 Plymouth Road, P.O. Box 130140, Ann
Arbor, Michigan which is incorporated by reference and on file with the office of the
Secretary of State and the Department.

h. A licensed Arizona contractor shall conduct an induced static hydraulic pressure test of
the water circulation system piping at 25 pounds per square inch for at least 30 minutes.
The pressure test shall be performed before the deck is poured. Pressure in the water
circulation system piping shall be maintained during the deck pour.

I. Piping systems shall be identified by nametags, labels or appropriate colors painted or
located at conspicuous points.

REGULATION 6. Total Dynamic Head

The total dynamic head of the recirculation system shall be calculated. In lieu of calculating the
total dynamic head, the Department may allow the following table to be used:

DISTANCE FROM THE | TOTAL DYNAMIC
MAIN DRAIN TO THE HEAD
PUMP (TDH)
1'- 25 55
26'— 50° 60
51'— 75 65
76'~100' 70
101" - 125 75
126' — 150" 80
BEYOND 150" CALCF:’EL(’?J I'F?E'\'DS ARE
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REGULATION 7. Pumps and Motors

e.

A pump and motor shall be provided for each water circulation system. The pump shall
be sized to meet but not to exceed the flow rate required for filtering against the total
head developed by the complete water circulation system. The pump shall be sized to
comply with the turnover rates prescribed in Chapter VI, Section 3, Regulation 4 (Pools),
Chapter VI, Section 9, Regulation 2 (Spas), and Chapter VI, Section 8, Regulation 4,
(Wading Pools).

Pumps and motors shall be readily and easily accessible for inspection, maintenance, and
repair. When the pump is below the waterline, valves shall be installed on permanently
connected suction and return lines. The valves shall be readily and easily accessible for
maintenance and removal for any of the circulation components.

Each motor shall have an open, drip-proof enclosure. Each motor shall be constructed
electrically and mechanically to perform satisfactorily and safely under the conditions of
load in the environment normally encountered in swimming pool or spa installations.
Each motor shall be capable of operating the pump under full load with a voltage
variation of plus or minus ten (£ 10%) percent from the nameplate rating. Each motor
shall have thermal or current overload protection to provide locked rotor and running
protection. Thermal or current overload protection may be built into the motor or in the
line starter.

The pump shall be equipped with an emergency shut-off switch that is located within the
swimming pool or spa enclosure to cut off power to the water circulation system if
someone is entrapped on a main drain or suction outlet.

The emergency shut-off switch must be clearly labeled.

REGULATION 8. Hair Strainer

The recirculation system shall include a removable strainer located upstream from the pump to
prevent solids, debris, hair, lint, etc. from reaching the pump and filters. Strainers shall be of
corrosion-resistant material, with openings having a total area equal to four times the area of the
recirculation pump suction pipe.

REGULATION 9.  Pool Water Cleaning System

C.

A pool vacuum cleaning system shall be provided for public and semipublic swimming pools
with the exception of hydrotherapy pools.

Vacuum outlets shall be provided with covers, which automatically close and automatically
latch and can only be opened with the use of a tool. The covers must be securely closed
and latched when the pool is in use.
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d.  The cleaning system provided shall not create a hazard or interfere with the operation or
use of the pool. In integral systems, connections shall be provided in sufficient numbers
and located in the pool walls at least ten (10) inches below the water line. In addition,
automatic or self-cleaning systems may be installed as approved by the Department.

REGULATION 10. Inlets

Adjustable pool wall inlets shall be provided on all pools. Inlets shall be of sufficient number,
properly designed, sized and installed to produce uniform circulation throughout the pool. There
shall be a minimum of six (6) inlets, spaced not more than 15 feet apart as measured along the pool
periphery. At least one (1) inlet shall be located within five (5) feet of each corner and in each step
alcove. Inlets shall be on a closed loop piping system. Where the width of the pool exceeds 30 feet,
bottom returns will also be required. Bottom returns shall be flush with the pool bottom or of such
design as to prevent injury to bathers. Bottom returns will be considered to have an area of
influence described by a radius of 15 feet. Public or semipublic spas with three (3) or more return
inlets shall be on a closed loop piping system.

REGULATION 11. Drains

a. Pools shall be equipped with at least two (2), main drains located in the deepest portion with
centers at least three (3) feet apart and that are constructed to prevent suction entrapment
under all operating conditions. Each drain shall be covered by an anti-vortex cover or an
approved grate that has a minimum diagonal measurement of 24 inches, which is not readily
removable by bathers and has safe openings of at least four (4) times the area of the drain
pipe. Each drain pipe connection shall be under the center of the drain cover.

b. Drains shall be spaced at intervals of not greater than one (1) each 20 feet of pool width in
the deepest portion and not more than 15 feet from each side wall.

C. A minimum of two (2) suction outlets shall be provided for each pump in a suction outlet
system for a public or semipublic pool or spa. The suction outlets shall be separated by a
minimum of three (3) feet or located on two (2) different planes (i.e. one suction outlet on
the bottom and one (1) on a vertical wall or one (1) suction outlet each on two (2)
separate vertical walls) as long as the three (3) foot separation is always maintained. The
suction outlets shall be plumbed to draw water through them simultaneously through a
common line to the pump. Suction outlets shall be plumbed to eliminate the possibility
of entrapping suction, and be equipped with an approved anti-vortex cover.

d. The total velocity of water through grate openings of the drain shall not exceed one and
one-half (1 1/2) feet per second.

e. No check valve may be installed between a suction outlet and a pump.
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REGULATION 12. Flow Meter

A public swimming pool shall be equipped with a flow meter that indicates the rate of backwash
through the filter. The flow meter shall be installed between the pump and the filter on a straight
section of pipe in accordance with the manufacturer's specifications in a location where it can be
read easily. The flow meter shall measure the rate of flow through the filter in gallons per
minute and shall be accurate to within five (5) percent under all conditions of flow. The flow
meter shall have an indicator with a range of at least 150 percent of the normal flow rate.

REGULATION 13. Sight Glass

Pressure filter systems shall be equipped with a sight glass installed on the waste discharge pipe.
REGULATION 14. Air Relief Valves

Pressure-type filters shall be equipped with a means to release internal pressure. Each pressure
filter shall be equipped with an air relief piping system connected at an accessible point near the
crown. Automatic air relief systems may be used instead of manual systems. The design of a
filter with an automatic air relief system as its principal means of air release shall include lids
that provide a slow and safe release of pressure. The design of a separation tank used in

conjunction with any filter tank shall include a manual means of air release or a lid which
provides a slow and safe release of pressure as it is opened.

REGULATION 15. Access to Equipment

Filters shall be designed, located and constructed to permit removal of filter manhole covers or
heads for inspection purposes and replacement or repair of the filter elements or media. No filter or
filtration system shall be installed beneath the surface of the ground or within any enclosure without
adequate provision of access for inspection and maintenance.

REGULATION 16. Filtration Rate - Sand

The rate of filtration in high-rate sand filters shall not exceed an equivalent of 20 gallons per-minute
per-square foot. Sufficient surface area of filter media shall be provided to achieve this rate.

REGULATION 17. Filtration Rate - Diatomaceous Earth

The rate of filtration of diatomaceous earth filters shall not exceed two (2) gallons per-minute per-
square foot of effective surface area.

REGULATION 18. Filtration Rate - Cartridge Type

The rate of filtration of cartridge filters shall not exceed 0.375 gallons per-minute per-square foot.
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REGULATION 19. Acceptable Filters

Swimming pool and spa filters shall comply with American National Standards Institute/NSF
International Standard Number 50, “Circulation System Components and Related Materials for
Swimming Pools, Spas / Hot Tubs,” NSF International, 3475 Plymouth Road, P.O. Box 130140,
Ann Arbor, Michigan. Filters shall be designed, located, and constructed to permit removal of
filter manhole covers or heads for inspection, replacement or repair of filter elements or filter
media. No filtration system shall be installed beneath the surface of the ground or within an
enclosure without providing adequate access for inspection and maintenance. The maximum
filtration rate shall not exceed the design flow rate prescribed by the ANSI/NSF Standard 50 for
Commercial Filters. In no case shall the maximum filtration rate exceed the rates specified in
this section.

REGULATION 20. Gauges

Pressure gauges shall be installed on the inlet side of the pump, and the inlet and outlet manifold of
the filters. Such gauges shall read at one (1) pound pressure intervals or in inches of
mercury/vacuum.

REGULATION 21. Cross Connection Control

a. Cross-connections between potable water piping and the recirculation system or water
reservoir of any pool are prohibited. Potable water for make up water purposes may only be
introduced into the reservoir:

1. Across an air gap of at least twice the diameter of the pipe, not less than six (6)
inches above the overflow level. If an over-the-rim spout is used, it shall be
located so that it does not present a tripping hazard; or

2. Three (3) inches above the overflow rim of a float controlled make up water feed
tank; or

3. By a submerged inlet which is properly protected against back siphonage by a
backflow prevention device meeting University of Southern California Foundation
for Cross Connection Control and Hydraulic Research.

b. All sewage from plumbing fixtures, including urinals, toilets, lavatories, showers,
drinking fountains, floor drains and other sanitary facilities shall be disposed of in a
sanitary manner. Filter backwash and wasted swimming pool or spa water shall be
discharged into a sanitary sewer through an approved air gap, an approved subsurface
disposal system or by other means that are approved by the Department. The method of
disposal shall comply with applicable disposal requirements established by a municipal
or other local authority. There shall be no direct physical connection between the sewer
system and the water circulation system of a public or semipublic swimming pool or spa.
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REGULATION 22. Signs

a. Diving equipment is prohibited in a public or semipublic swimming pool that does not
meet the minimum requirements for a diving board in Section 6, Regulation 6, of this
code. If a public or semipublic swimming pool does not meet the dimensional
requirements prescribed in Section 6, Regulation 6 of this code for diving, the owner
shall prominently display at least one (1) sign that cautions users of the swimming pool
that diving is prohibited. The warning sign shall state “CAUTION SHALLOW WATER
NO DIVING” in letters that are four (4) inches or larger or display the international
symbol for no diving. Diving from the deck of a public or semipublic swimming pool
into water that is less than five (5) feet deep shall be prohibited. Warning markers
indicating in words or symbols that diving is prohibited shall be placed on the deck,
adjacent to each water depth marker, within 18 inches of the side of the shallow area of
the swimming pool. A warning marker shall be positioned so that a person standing on
the deck facing the water can read it.

b. All persons shall be instructed before entering the pool, by means of suitable, clearly
lettered signs properly located, to observe all safety regulations.

C. The maximum bathing load for a public or semipublic swimming pool or spa shall be
posted.
d. When food preparation or food service equipment is allowed within the pool enclosure, a

sign is required stating that no glass is allowed in the pool enclosure, that only paper and
plastic service is allowed, and that no food or drink is allowed within four (4) feet of a
semipublic pool or spa edge or ten (10) feet of a public pool or spa edge.

REGULATION 23. Roof Drain Water

Rain water draining from any structure must be diverted away from the swimming pool and pool
deck to a suitable point of disposal.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER VI

BATHING PLACES - PUBLIC AND
SEMIPUBLIC SWIMMING POOLS

SECTION 4

WATER CIRCULATION, DISINFECTION AND CHEMICAL CONDITIONING

REGULATION 1. Water Circulation System

a.

A public or semipublic swimming pool or spa shall have a water circulation system that
provides complete circulation of water through all parts of the swimming pool or spa and
can maintain water chemistry and water clarity requirements.

The water circulation system for a public or semipublic swimming pool shall have a
turnover rate of at least once every eight (8) hours. The water circulation system of a
public or semipublic spa shall have a turnover rate of at least once every 30 minutes. The
water circulation system for a wading pool shall have a turnover rate of at least once
every one (1) hour. The water circulation system shall be designed to give the proper
turnover rate without exceeding the maximum filtration rate for the filter.

Water circulation system components shall comply with American National Standards
Institute/NSF International Standard Number 50, “Circulation System Components and
Related Materials for Swimming Pools, Spas / Hot Tubs,” NSF International, 3475
Plymouth Road, P.O. Box 130140, Ann Arbor, Michigan which is incorporated by
reference and on file with the office of the Secretary of State and the Department.

Water circulation system components shall be accessible for inspection, repair, or
replacement.

Water withdrawn from a public or semipublic swimming pool or spa shall not be returned
unless it has been filtered and adequately disinfected except that water may be withdrawn
from a swimming pool for water slide(s), water feature(s), or a water fountain(s) without
being filtered or disinfected as approved on a case-by-case basis by the Department.

In a swimming pool complex with more than one (1) swimming pool or where there is a
combination of swimming pools and spas, each swimming pool and spa shall have a
separate water circulation system.

Hydrotherapy jets or other devices which create roiling water or similar effects in a spa
shall not be connected to the water circulation system, but shall be operated through a
separate system.

REGULATION 2. Disinfecting Agents

Effective water disinfection shall be provided and maintained in all pools. This shall be
accomplished by chlorination or other approved methods which will effectively maintain an
adequate, amount of the disinfectant introduced into the water which is subject to field testing by
methods that are easy to use and accurate. Timers on disinfection equipment are prohibited. The
addition of dry or liquid disinfectant directly into a public or semipublic swimming pool or spa
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for routine disinfection is prohibited. This prohibition does not prohibit the use of liquid or dry
disinfectants for shock treatment of a swimming pool or spa.

REGULATION 3. Gaseous Disinfectants

When gaseous chlorine is used, the following additional features shall be provided:

a. The chlorinator, chlorine cylinders and associated chlorination equipment shall be located in
a separate well-ventilated enclosure at or above ground level. The enclosure shall be
reasonably gas-tight, noncombustible and corrosion-resistant. The door of the enclosure
shall open to the outside and shall not open directly toward the swimming pool.

b. If chlorination equipment is placed in a room, then an exhaust fan or gravity ventilation
system shall be provided. Mechanical exhausters shall take suction six (6) inches or less
above the floor and discharge through corrosion-resistant louvers to a safe outside
location. A gravity ventilation system shall be designed and constructed to discharge to
the outside from floor level. Fresh air intakes shall be located no closer than three (3)
feet above the ventilation discharge. Chlorine room exhausts shall be directed away from
the swimming pool to an area, which is normally unoccupied. Chlorine room fans shall
be capable of completely changing the air in the room at least once per minute.

C. Electrical switches to control lighting and ventilation in the chlorine room shall be
located on the outside of the enclosure and adjacent to the door.
d. Chlorine cylinders shall be kept in an upright position and securely anchored to prevent

them from falling. Chlorine cylinders may be stored indoors or outside. If stored
outside, chlorine cylinders shall not be stored in direct sunlight. Chlorine cylinders shall
not be stored near an elevator, ventilation system or heat source.

e. A warning sign shall be placed on the outside of the door to the chlorine room, which
cautions persons of the danger of chlorine gas within the enclosure. The warning shall be
in letters three (3) inches high or larger. The door to the chlorine room shall be provided
with a shatter resistant inspection window.

f. Chlorinators shall be a solution-feed type, capable of delivering chlorine at its maximum
rate without releasing chlorine gas to the atmosphere. Chlorinators shall be designed to
prevent the backflow of water into the chlorine solution container.

g. Facilities that provide chlorine containment and chlorine scrubber units approved by the
local regulatory agency are considered in compliance with paragraphs a. through b. of
Regulation 3 in Section 4 of this code.

h. A common chlorine gas disinfection system may be utilized in separate swimming pools
if separate metering and feeding devices are provided for each swimming pool.

I. The addition of gaseous disinfectant directly into a public or semipublic swimming pool
is prohibited. A chlorine gas disinfection system shall not be used for the disinfection of
water in a public or semipublic spa.

REGULATION 4.  Liquid Disinfectants
Hypochlorite solutions shall be fed by an acceptable type of hypochlorinator.
REGULATION 5.  Dry Disinfectants

Granular, tablet, stick and other forms of dry disinfectant shall be fed by an adjustable automatic
feeding device.
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REGULATION 6. Disinfection Equipment

Disinfection equipment and chemical feeders shall comply with the requirements set forth in
American National Standards Institute/NSF International Standard 50, “Circulation System
Components and Related Materials for Swimming Pools, Spas / Hot Tubs,” NSF International,
3475 Plymouth Road, P.O. Box 130140, Ann Arbor, Michigan.

REGULATION 7. Chemical Feeders

Chemical feeders, mixing tanks and other equipment may be required where the continuous
addition of certain chemicals is deemed by the Department to be necessary for the treatment and
filtration process.

a.

R 2-18-04

An adjustable automatic chemical feeder shall be provided to ensure the continuous
disinfection of the water in a public or semipublic swimming pool or spa. Timers on
disinfection equipment are prohibited. Disinfection shall be accomplished by chlorination
or by other methods that are approved by the Department. The method of disinfection
shall effectively maintain an adequate disinfectant residual in the water which is subject
to field-testing by other methods that are easy to use and accurate.

1. Chlorine disinfection equipment for a public or semipublic swimming pool shall
be designed to maintain a free chlorine residual of 1.0 PPM to 5.0 PPM. Chlorine
disinfection equipment for a public or semipublic spa shall be designed to
maintain a free chlorine residual of 3.0 PPM to 5.0 PPM.

2. Bromine disinfection equipment for a public or semipublic swimming pool shall
be designed to maintain a bromine residual of 2.0 PPM to 4.0 PPM. Bromine
disinfection equipment for a public or semipublic spa shall be designed to
maintain a bromine residual of 3.0 PPM to 5.0 PPM.

The use of chlorinated isocyanurates or cyanuric acid stabilizer for disinfection and

stabilization is permitted. If used, chlorinated isocyanurates shall be fed so as to maintain

required disinfectant residual levels. Cyanuric acid levels, whether from chlorinated
isocyanurates or from the separate addition of cyanuric acid stabilizer, shall not exceed

100 PPM.

The use of chloramines as a primary disinfectant of swimming pool or spa water is

prohibited.

Metering and feeding devices shall be provided for each swimming pool.

Disinfection equipment and chemical feeders shall comply with the requirements set

forth in American National Standards Institute/NSF International Standard 50,

“Circulation System Components And Related Materials For Swimming Pools, Spas /

Hot Tubs,” NSF International, 3475 Plymouth Road, P.O. Box 130140, Ann Arbor,

Michigan which is incorporated by reference and on file with the Secretary of State and

this Department.

If a chemical feeder is used, it shall be installed to inject solution downstream from the

filter and the heater. An erosion-type feeder may be installed to feed solution to the

suction side of the pump. A chemical feeder shall be installed so it cannot operate unless
the filter pump is running.

6-29



MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER VI

BATHING PLACES - PUBLIC AND
SEMIPUBLIC SWIMMING POOLS

SECTION 5

BATHHOUSE AND DRESSING ROOM FACILITIES

REGULATION 1. For All Swimming Pools

R-2-18-04

The general layout of bathhouses shall be such that bathers leaving the dressing room pass
the toilets and showers in sequence before entering the pool.

Separate dressing rooms shall be provided for each sex and equipped with baskets or other
checking facilities adequate for the maximum number of people to be accommodated.

All entrances to, and exits from, the dressing rooms shall be effectively screened to interrupt
the line of sight of persons outside the dressing rooms.

Walls and partitions of dressing rooms, locker rooms, toilets and showers shall be light
colored, smooth, nonabsorbent and easily cleanable. Concrete or pumice blocks used for
interior wall construction in these locations shall be finished and sealed to provide an easily
cleanable surface. Partitions shall be designed so that a waterway is provided between
partitions and the floor to permit thorough cleaning of the walls and floor areas with
hoses and brooms.

Floors shall be of non-slip construction, free of open cracks and sloped to adequate drains so
that the surface will be free of standing water and puddles. Floors shall be sloped not less
than one-fourth (1/4) inch per one (1) foot toward the drains to ensure positive drainage.
Carpeting is prohibited.

All furniture shall be of simple character and easily cleanable. Locker compartments,
partitions, booths, furniture and other appurtenances to dressing rooms shall be so installed
or raised above the floor to permit thorough cleaning and flushing down the dressing rooms
and bathhouse interior.

An adequate number of hose bibbs shall be provided for flushing down the dressing rooms
and bathhouse interior. Hose bibbs shall be provided in the bathhouse so that all parts of the
floor and walls may be reached with a 50-foot hose. Hose bibbs shall be protected against
back siphonage with an atmospheric vacuum breaker. The Department may approve
quick disconnect style hose bibbs.

Dressing rooms, toilets and showers shall be provided with adequate lighting and
ventilation. Toilet facilities shall be provided for each sex in accordance with the table
below:
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One (1) toilet and one (1) urinal shall be provided for each 100 bathers or

Men .
fraction thereof.
- One (1) toilet shall be provided for each 50 bathers or fraction thereof,
Women but in no case shall be less than two (2) toilets provided.

- Sanitary napkin dispensers and a covered waste receptacle shall be
installed in toilet or shower areas designated for female users.

Shower and hand washing facilities with hot and cold water and soap shall be provided for
each sex in accordance with the table below. Tempered water only shall be provided at all
showerheads. The water heater and thermostatic mixing valve shall be inaccessible to
bathers and shall be capable of providing two (2) gallons per minute of 90°F water to each
showerhead. The shower and hand washing facilities shall be provided for each sex in
accordance with the table below:

- One (1) shower shall be provided for each 50 bathers or fraction
Shower there_of. S .
- A minimum of two (2) showerheads shall be provided in each dressing
room.
- One (1) lavatory with unbreakable mirror for each 100 bathers or
fraction thereof.
- An additional one (1) lavatory and unbreakable mirror shall be
Lavatory provided for each additional 100 users or fraction thereof.
- Soap dispensers for providing either liquid or powdered soap shall be
provided at each lavatory.
- Soap dispensers shall be made of metal or plastic with no glass
permitted.

Drinking water from an approved source and dispensed through one (1) or more drinking
fountains shall be located on the deck of each public swimming pool or spa.

An establishment that operates a semipublic swimming pool or spa and provides a private
room with a toilet and lavatory, soap and hand-drying device for bathers shall be in
compliance with the requirements of this Section.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER VI

BATHING PLACES - PUBLIC AND
SEMIPUBLIC SWIMMING POOLS

SECTION 6

PUBLIC SWIMMING POOLS

In addition to complying with the Regulations in Sections 1, 2, 3, 4, and 5 of this Chapter, Public
Swimming Pools shall comply with the following Regulations:

REGULATION 1.  Design Standards and Specifications

a.

Public pools shall be constructed of concrete or other material impervious to water, which is
equivalent in strength and durability, with a smooth, slip-resistant surface and designed and
built to withstand the anticipated stresses. All corners must be rounded. A white pastel or
other light colored waterproof interior finish, which will withstand repeated brushing,
scrubbing and cleaning shall completely line the pool to the coping. Pool linings not totally
bonded to the pool sides and bottom, such as plastic films and similar linings and finishes,
are prohibited.

A pool shall have no projections, protrusions, extensions, means of entanglement or other
obstructions that may cause entrapment of or injury to the user from the pool wall and
floor surfaces. This does not include seats, steps, which may be constructed only in the
shallow end of the pool, and ladders which may be constructed in the deep area(s) of the
pool. The seat, bench and step edges shall be outlined with a sharply contrasting colored tile
or other suitable material which is clearly visible from the edge of the pool adjacent to the
steps. This subsection does not prohibit water features such as slides, water play
equipment or water volleyball and basketball nets.

An underwater seat or bench shall:

1. Have edges that are outlined with a sharply contrasting colored tile or other
material that is clearly visible from the deck adjacent to the underwater seat or
bench;

2. Have a slip-resistant surface;

3. Be located outside of the deep area of a swimming pool;
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4.

5.

Have a maximum depth of 24 inches below the waterline and a minimum depth of
12 inches below the waterline; and

Have a maximum width of 20 inches.

d. Water depth and depth markers:

1.

10.

Water depth shall be conspicuously and permanently marked on the walls of the
pool and on the top of the coping or the edge of the deck next to the swimming
pool;

Depth markers on a vertical wall shall be positioned to be read from the
waterside;

Depth markers that are located on a deck shall be made of slip-resistant materials;

Depth markers for a public or semipublic swimming pool shall be installed at
points of maximum and minimum water depth and at all points of slope change;

Markings are required at one (1) foot depth intervals to a depth of five (5) feet,
thereafter, depth markers shall be installed at two (2) foot depth intervals;

Depth markers shall not be spaced at distances greater than 25 feet;

Depth markers shall be located on both sides and at both ends of a public or
semipublic swimming pool; and

Depth markers shall be in Arabic numerals with a four (4) inch minimum height.
Arabic numerals shall be of contrasting color to the background.

In pools utilized for competitive swimming and training, approach-warning
markings must be installed under the water level on opposite walls at the end of each
swimming lane in the pool. Warning markings must be of uniform color and size on
a background of contrasting uniform color. In addition, they must be clearly visible
in or out of the water at all times from a distance of not less than ten (10) feet.

The shallow area of a public swimming pool shall be visually set apart from the
deep area of the pool by a rope and float line. Except for zero depth entries, the
depth in the shallow portion of a pool shall not be less than two (2' 0") feet or greater
than three (3' 0™) feet.

e. For the purposes of these Regulations, that portion of a swimming pool five (5) feet or less
in depth shall be designated as the "non-swimmer" area. That part of the pool deeper than
five (5) feet shall be designated as the "swimming" area. In designing pools and computing
the maximum bathing load for a public or semipublic swimming pool, areas shall be
proportioned as follows:
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1. Ten (10) square feet of pool surface area per bather shall be provided in the "non-
swimmer" area.

2. 24 square feet of pool surface area shall be provided for each swimmer in the
"swimming" area.

3. 300 square feet of pool surface area shall be reserved around each diving board or
diving platform. This reserved area shall not be included in determining the
"swimming" area.

The maximum bathing load for a public or semipublic swimming pool or spa shall not be
exceeded.

The maximum bathing load for a public swimming pool shall be limited by the number of
users for the toilets, showers, lavatories that are provided in the bathhouses or dressing
rooms prescribed in Section 5, Regulation 1 of this code.

The maximum bathing load for a public or semipublic spa shall not exceed the area of the
spa in square feet divided by nine (9) square feet.

The maximum bathing load for a public or semipublic swimming pool or spa shall be
posted in the pool enclosure.

REGULATION 2.  Overflow Collection Systems

An overflow collection system shall be installed in all public pools.

a.

The overflow system shall be designed and constructed so that the level of the pool is
maintained at the mid-point of the operating range of the skimmers.

Rim type overflow systems where used shall be installed on at least two (2) opposite sides
and have a total length of at least 50 percent of the perimeter of the pool. The system shall
be capable of carrying 50 percent of the design capacity of the recirculating system. The
surge tank shall be equipped with float controls regulating the main drain, fill line and
overflow. It shall have a capacity in gallons equal to the surface area of the pool measured
in square feet. The surge tank may be incorporated into the gutter.

Overflow gutters, where used, shall be installed continuously around pools with the lip of
the gutter level throughout its perimeter. They shall be provided with sufficient opening at
the top and width at the bottom to permit easy cleaning. The gutter bottom shall be pitched
one-quarter (1/4) inch per foot to drainage outlets located at intervals as approved by the
Department. Outlet piping shall be sized to circulate at least 50 percent of the capacity of
the circulating system and have a properly installed approved cover. The surge tank shall be
equipped with float controls regulating the main drain, fill line and overflow. It shall have a
capacity in gallons equal to the surface area of the pool measured in square feet. Stainless
steel gutters and other specialty gutter systems may be used if they are hydraulically
equivalent to overflow gutters.
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e.

Skimming devices, where used, shall be recessed into the pool wall and shall be installed to
achieve effective skimming action throughout the pool. Skimmers shall be provided on a
basis of at least one (1) skimmer for each 400 square feet of surface area. The overflow slot
shall be set level and shall not be less than eight (8) inches in width at the narrowest section.
The rate of flow through the skimmers shall be a minimum of 75 percent (75%) of the
recirculation system capacity. Skimmers shall be designed to carry at least 30 GPM per
linear foot of weir throat. A minimum of two (2) skimmers shall be installed in swimming
pools. Where three (3) or more surface skimmers are used, they must be on a closed loop
piping system. At least one (1) surface skimmer shall be located on the side or near the
corner of the swimming pool that is downwind of the area's prevailing winds. Main drain
piping shall be designed to carry at least 50 percent of the design flow.

Mixed inlet types, such as, skimmers and gutters are prohibited on the same body of water.

REGULATION 3. Ladders, Steps, and Recessed Treads

At least one (1) set of steps shall be provided in the shallow end of each swimming pool. Where the
deep section is greater than 20 feet in width, two (2) ladders, located on opposite sides of the deep
section are required. A minimum of two (2) means of egress will be required in all pools. There
shall be at least one (1) ladder or stair for each 75 feet of perimeter. Preformed step holes and
suitable handrails may be substituted for ladders. At least one (1) set of steps shall be provided in
the shallow end of each swimming pool.

a. Steps must be permanently marked so as to be clearly visible from above or below the

swimming pool surface. The edges of the steps shall be clearly outlined with a sharply
contrasting colored tile or other material that is clearly visible from the deck adjacent to the
steps. The tile or other material shall be at a minimum, a continuous 1-inch band or 2-inch
square chips spaced no more than 8-inches apart, when measured between the edge of the
chips. Steps shall not project into the pool in a manner, which will create a hazard. Steps
may be constructed only in the shallow area of a public or semipublic swimming pool.
All tread surfaces on steps shall have slip-resistant surfaces. Step treads shall have a
minimum unobstructed horizontal depth of ten (10) inches. Risers shall have a maximum
uniform height of 12 inches, with the bottom riser height allowed to vary plus or minus
two (x2) inches from the uniform riser height. The location of stairs, ladders, and
recessed treads shall not interfere with racing lanes. A set of steps shall be provided in a
public or semipublic spa. Handrails shall be provided at one side or in the center of all
stairways. Handrails shall be installed in such a way that they can be removed only with
tools. A beach entry may be substituted for steps in the shallow end of the pool.

A swimming pool ladder shall be equipped with two (2) handrails. All treads on ladders
shall have slip-resistant surfaces. Ladder treads shall have a minimum horizontal depth
of one and one-half (1 1/2) inches. The distance between ladder treads shall range from a
minimum of seven (7) inches to a maximum of 12 inches. Below the waterline, there
shall be a clearance of not more than six (6) inches and not less than three (3) inches

R. 9-25-2013 6-35



between any ladders tread edge and the wall as measured from the side of the tread closest to the
wall.

C. Recessed treads with handrails may be substituted for ladders. Recessed treads shall be
pre-formed, readily cleanable, and designed to drain into the swimming pool or spa to
prevent the accumulation of dirt in the recessed treads. Each set of recessed treads shall
be equipped with two (2) handrails. All recessed treads shall have slip-resistant surfaces.
The vertical distance between the swimming pool or spa coping edge or deck and the
uppermost recessed tread shall be a maximum of 12 inches. Recessed treads at the
centerline shall have a uniform vertical spacing of 12 inches maximum and seven (7)
inches minimum. Recessed treads shall be at least five (5) inches deep and 12 inches
wide.

REGULATION 4.  Lighting

It is the responsibility of the owner to insure that a public or semipublic swimming pool or spa and
adjacent deck areas shall be lighted by natural or artificial means when in use. A public or
semipublic swimming pool or spa that is intended to be used at night shall be equipped with
artificial lighting that is designed and spaced so that all parts of the swimming pool or spa,
including the bottom, may be seen without glare.

REGULATION 5. Hose Bibbs

Hose bibb(s) shall be provided along the perimeter of the deck so that all parts of the deck may
be washed down. At a minimum, each hose bibb shall be protected against back siphonage with
an atmospheric vacuum breaker. The Department may approve quick-disconnect-style hose
bibb(s)

REGULATION 6. Diving Facilities

a. The dimensions of a diving area in a public or semipublic swimming pool shall comply
with minimum requirements for length, width, depth, area and other dimensions specified
in Appendix A or Appendix B. The diving well profile in Appendix A does not apply to
a special use pool that is intended for competitive diving and has been approved by the
Department pursuant to Chapter VI, Section 10 of this code.

b. Diving equipment shall be permanently anchored to the swimming pool deck.
Equipment shall be rigidly constructed with sufficient bracing to insure stability.
Supports, platforms, steps, and ladders for diving equipment shall be designed to carry
anticipated loads.

C. All diving stands higher than 21 inches, measured from the deck to the top of the board,
shall be provided with stairs or a ladder.

d. Diving equipment shall have a durable finish. The surface finish shall be free of tears,
splinters, or cracks that may be a hazard to users.
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Steps and ladders leading to diving boards and diving platforms shall be of corrosion-
resisting materials and shall have slip-resistant tread surfaces. Step treads shall be self-
draining.

Diving boards, diving platforms, and starting blocks shall have slip-resistant tread
surfaces.

Handrails shall be provided at all steps and ladders leading to diving boards that are one
(1) meter or more above the water.

Diving boards and diving platforms that are one (1) meter or higher shall be protected
with guard rails. Guardrails shall be at least 30 inches above the diving board or diving
platform and shall extend to the edge of the swimming pool wall.

A label shall be permanently affixed to a diving board and shall include the following:
1. Manufacturer's name and address;

2. Board length; and

3. Fulcrum setting instructions.

The maximum diving board height over the water is three (3) meters. The maximum
height of a diving platform over the water is ten (10) meters.

Starting blocks shall be located in the deep end of a public swimming pool or where the
depth of the water is at least five (5) feet.

There shall be a completely unobstructed clear vertical distance of 13 feet above any
diving board measured from the center of the front end of the board. This clear,
unobstructed vertical space shall extend horizontally at least eight (8) feet behind, eight
(8) feet to each side, and 16 feet ahead of the front end of the board.

REGULATION 7.  Lifeguards

a.

b.

At all public pools at least one (1) lifeguard shall be on duty for each 2,000 square feet of
pool surface area or 150 bathers or as approved by the Department.

Lifeguards shall be in constant attendance during bathing hours and no bathers shall be
permitted in a pool area unless lifeguards are present.

REGULATION 8. Lifeguard Chairs

Each public pool shall have at least one (1) elevated lifeguard chair for each 2,000 square feet of
pool surface area or 150 bathers. The chairs must be located close to the deeper portion of the pool
and provide a clear, unobstructed view of the pool bottom. If a public swimming pool is provided
with more than one (1) lifeguard chair or the width of the public swimming pool is 45 feet or
more, then lifeguard chairs shall be located on each side of the public swimming pool.
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REGULATION 9. Lifesaving and Safety Equipment

Lifesaving and Safety equipment consisting of at least two (2) Coast Guard approved ring buoys,
each with 50 feet of one-fourth (1/4)-inch rope attached, and one (1) shepherd's crook mounted on a
rigid 16-foot pole shall be provided at each public pool. Public swimming pools shall have
lifesaving and safety equipment that is conspicuously and conveniently located and maintained
ready for immediate use at all times.

REGULATION 10. Drinking Water Supply

Drinking water from an approved source and dispensed through one (1) or more approved sanitary
drinking fountains shall be located on the deck of each public pool or spa.

REGULATION 11. Fencing

All public pools, spas and walkways adjacent to such pools shall be enclosed by a durable fence or
wall at least six (6) feet high to provide bather control while the pool is in operation, and to prohibit
any person from using the pool except when a lifeguard is on duty. The height of the fence, wall,
or barrier shall be measured on the side of the barrier, which faces away from the swimming pool
or spa. Fences, walls or artificial barriers shall:

a. Be constructed so as to afford no external handholds or footholds;
b. Be of materials, which are impenetrable by small children, dogs, livestock, etc.;
C. Be a minimum of six (6) foot high above the highest practical foothold, curb, or (in the case

of a combination fence) the base wall;

d. Have openings or spacings of such size that a spherical object four (4) inches in diameter
cannot pass through; and

e. Be equipped with a gate that opens outward from the swimming pool or spa, with a self-
closing and positive self-latching closure mechanism or a locking closure located at or near
the top of the gate and at least 54 inches above the floor.

f. The distance between the horizontal components of a fence shall not be less than 45 inches
apart. The horizontal members shall be located on the interior side of the fence. Spacing or
openings between vertical members shall be of a size that a spherical object four (4) inches
in diameter cannot pass through.

g. The maximum mesh size for a wire mesh or chain link fence shall be 1.25" X 1.25"
(maximum opening area size = 1.56 square inches). The maximum opening formed by
the composed diagonal members shall be no more than 1.75 inches.

h. Masonry or stone walls shall not contain indentations or protrusions except for normal
construction tolerances and tooled masonry joints.
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If a wall of a building serves as part of the barrier around a public or semipublic
swimming pool or spa, there shall be no direct access to the swimming pool or spa
through the wall except as follows:

1. Windows leading to the swimming pool or spa area shall be equipped with a
screwed-in place wire mesh screen or a keyed lock that prevents opening the
window more than four (4) inches.

2. A hinged door leading to the swimming pool or spa area shall be self-closing and
shall have a positive self-latching device. The release mechanism of the positive
self-latching device shall be located at least 54 inches above the floor.

3. If an additional set of doors is required by the fire code allowing access to the
swimming pool or spa, they shall be self-closing and self-latching, equipped with
panic bars no less than 54 inches from the floor to the bottom of the bar and
designated "for emergency use only."

4. Sliding doors leading to the swimming pool or spa area are prohibited except for
sliding doors that are self-closing and self-latching.

If a barrier is composed of a combination concrete masonry unit and wrought iron, the
wrought iron portion shall be installed flush with the outside vertical surface of the
concrete masonry unit. The space between the wrought iron and the concrete masonry
unit shall be one-half (1/2) inch or less. The vertical members of the wrought iron shall
be spaced four (4) inches on center.

An area clear of any type of footholds which could be used to assist in scaling the barrier
must be maintained for a minimum of three (3) feet outside the barrier and so that the
effective height of the barrier is maintained.

In addition, the mechanical filtering, disinfection and recirculating equipment must be
protected from tampering by a suitable enclosure or fence.

REGULATION 12. Lifeline

A lifeline shall be installed across each public swimming pool at the point where the floor slope
begins to exceed one (1) foot in ten (10) feet whenever the pool is open for use by the general
public. The lifeline shall be three-fourths (3/4) inch minimum diameter and supported by floats
spaced at intervals not greater than seven (7) feet. The rope and float line shall be securely
fastened to wall anchors that are made of corrosion-resistant materials. The wall anchors shall be
recessed or have no projection that constitutes a hazard when the float line is removed.

REGULATION 13. Wastewater Disposal

All sewage from plumbing fixtures, including urinals, toilets, lavatories, showers, drinking
fountains, floor drains and other sanitary facilities shall be disposed of in a sanitary manner. The
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backwash from filters and wasted pool water may be disposed of, in whole or in part, by other
approved means. The method of disposal shall comply with applicable disposal requirements
established by a municipal or other local authority. There shall be no direct physical connection
between the sewer system and any drain from the pool or recirculation system.

REGULATION 14. Miscellaneous

a. Walkways shall be provided adjacent to the pool and shall:

1.

R. 9-25-2013

Be at least ten (10) feet wide, continuous and unobstructed except that where diving
boards and platforms are installed the walkway shall extend at least five (5) feet to
each side and behind the board or platform but not less than 15 feet from the pool
wall;

Slope away from the pool with a pitch of at least one-fourth (1/4) inch per one (1)
foot to properly located deck drains or other approved points of disposal;

Be constructed of concrete or other inorganic material, with a slip-resistant, easily
cleanable finish, free of sharp or jagged edges or surfaces;

Be designed to conform to the dimensions shown in Appendix A, as applicable;

Have valves that are installed, in or under any deck, to provide a minimum ten
(10) inch diameter access cover and a valve pit to facilitate the repair and
maintenance of the valve;

Have joints in decks that are provided to minimize the potential for cracks due to
changes in elevations or movement of the slab. The maximum voids between
adjoining concrete slabs or between concrete slabs and expansion joint material
shall be three-sixteenths (3/16) inch of horizontal clearance with a maximum
difference in vertical elevation of one-fourth (1/4) inch. Areas where the deck
joins concrete shall be protected by expansion joints to protect the swimming pool
or spa from the pressures of relative movements. Construction joints where pool
or spa coping meets the deck shall be watertight and shall not allow water to pass
through to the underlying ground;

Have decks that are sloped to effectively drain either to perimeter areas or to deck
drains. Drainage shall remove splash water, deck cleaning water, and rainwater
without leaving standing water. The minimum slope of the deck shall be one-
fourth (1/4) inch per one (1) foot. The maximum slope of the deck shall be one
(1) inch per one (1) foot, except for ramps;

Provide site drainage to direct all perimeter deck drainage and general site and
roof drainage away from a public or semipublic swimming pool or spa. Yard
drains may be required to prevent the accumulation or puddling of water in the
general area of the deck and related improvements; and
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Have a coping or cantilevered deck that may project from a swimming pool or spa
wall to provide a handhold for users. The coping or deck shall be rounded, have a
slip-resistant surface finish, and shall not exceed three and one-half (3 1/2) inches
in thickness. The overhang of the coping or deck shall not exceed two (2) inches
or be less than one (1) inch.

b. Freeboard shall not exceed eight (8) inches.

R. 9-25-2013

6-41



MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER VI

BATHING PLACES - PUBLIC AND
SEMIPUBLIC SWIMMING POOLS

SECTION 7
SEMIPUBLIC SWIMMING POOLS

In addition to complying with all the Regulations in Sections 1, 2, 3, 4, 5 and Section 6, Regulations
1, 2, 3, 4,5, and 6 of this Chapter, Semipublic Swimming Pools shall comply with the following
Regulations:

REGULATION 1. Lifesaving and Safety Equipment

Lifesaving and safety equipment consisting of at least one (1) Coast Guard approved ring buoy with
50 feet of one-fourth (1/4) inch rope attached, and one (1) shepherd's crook mounted on a rigid 16-
foot pole shall be provided at each semi-public pool. Semi-public swimming pools shall have
lifesaving and safety equipment that is conspicuously and conveniently located and maintained
ready for immediate use at each pool at all times.

REGULATION 2.  Fencing

a. Semipublic swimming pools, spas and bathing places shall be protected by a fence, wall or
other approved barrier at least five (5) feet high from all parts of the premises not directly
related to the swimming pool, spa or bathing place. The height of the fence, wall, or
barrier shall be measured on the side of the barrier that faces away from the swimming
pool or spa. An area clear of any type of footholds, which could be used to assist in
scaling the barrier, must be maintained for a minimum of three (3) feet outside the barrier
so that the effective height of the barrier is maintained. Fences, walls or artificial barriers

shall:

1. Be constructed so as to afford no external handholds or footholds;

2. Be of materials, which are impenetrable by small children, dogs, livestock, etc.;

3. Have openings or spacings of such size that a spherical object four (4) inches in
diameter cannot pass through;

4 Be equipped with a gate that opens outward from the swimming pool or spa, with
a self-closing and positive self-latching closure mechanism at least 54 inches above
the floor;

5. The distance between the horizontal components of a fence shall not be less than
45 inches apart. The horizontal members shall be located on the interior side of
the fence;

6. The maximum mesh size for a wire mesh or chain link fence shall be 1.25" X

1.25" (maximum opening area size = 1.56 square inches). The maximum opening
formed by the composed diagonal members shall be no more than 1.75 inches.
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7. Masonry or stone walls shall not contain indentations or protrusions except for
normal construction tolerances and tooled masonry joints;

8. If a wall of a building serves as part of the barrier around a semipublic swimming
pool or spa, there shall be no direct access to the swimming pool or spa through
the wall except as follows:

@ Windows leading to the swimming pool or spa area shall be locked,
preventing opening the window more than four (4) inches;

(b) A hinged door leading to the swimming pool or spa area shall open
outward from the swimming pool or spa, be self-closing and shall have a
positive self-latching mechanism device. The release mechanism of the
self-latching device shall be located at least 54 inches above the floor;

(©) If an additional set of doors is required by the fire code allowing access to
the swimming pool or spa area, they shall be self-closing and positive self-
latching, equipped with panic bars no less than 54 inches from the floor to
the bottom of the bar, or equipped with non-disarmable alarms if fire
codes require panic bar heights lower than 54 inches, and designated "for
emergency use only";

(d) Sliding doors leading to the swimming pool or spa area are prohibited
except for sliding doors that are self-closing and self-latching with the
release mechanism of the self-latching device located at least 54 inches
above the floor.

9. If a barrier is composed of a combination concrete masonry unit and wrought
iron, the wrought iron portion shall be installed flush with the outside vertical
surface of the concrete masonry unit. The space between the wrought iron and
the concrete masonry unit shall be one-half (1/2) inch or less. The vertical
members of the wrought iron shall be spaced four (4) inches on center.

The pool enclosure shall not serve as or function as all or part of a residential fence.

In addition, the mechanical filtering, disinfection and recirculation equipment must be

protected from tampering by an enclosure or fence as described in this Section, Regulation

2, a. A locked closure can be provided in lieu of a self-closing and positive self-latching

closure.

REGULATION 3. Walkways

Walkways shall be provided immediately adjacent to semipublic pools. Walkways shall be
continuous, unobstructed and at least four (4) feet wide. Where diving boards and platforms
are installed, the walkway shall extend at least four (4) feet to each side and behind the board
or platform.

Walkways shall slope away from the pool with a pitch of at least one-fourth (1/4) inch per foot
to properly located deck drains or other approved points of disposal.

Walkways shall be constructed of concrete or other inorganic material, with a slip-resistant,
easily cleanable finish, free of sharp or jagged edges or surfaces.

Design of walkways shall conform to the dimensions shown in Appendix A, as applicable.
Any valve that is installed in or under any deck shall provide a minimum ten (10) inch
diameter access cover and a valve pit to facilitate the repair and maintenance of the valve.
Joints in decks shall be provided to minimize the potential for cracks due to changes in
elevations or movement of the slab. The maximum voids between adjoining concrete slabs
or between concrete slabs and expansion joint material shall be three-sixteenths (3/16) inch
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of horizontal clearance with a maximum difference in vertical elevation of one-fourth (1/4)
inch. Areas where the deck joins concrete shall be protected by expansion joints to protect
the swimming pool or spa from the pressures of relative movements. Construction joints
where pool or spa coping meets the deck shall be watertight and shall not allow water to
pass through to the underlying ground.

g. Decks shall be sloped to effectively drain either to perimeter areas or to deck drains.
Drainage shall remove splash water, deck cleaning water, and rainwater without leaving
standing water. The minimum slope of the deck shall be (1/4) inch per one (1) foot. The
maximum slope of the deck shall be one (1) inch per one (1) foot, except for ramps.

h.  Site drainage shall be provided to direct all perimeter deck drainage and general site and
roof drainage away from a public or semipublic swimming pool or spa. Yard drains may
be required to prevent the accumulation or puddling of water in the general area of the deck
and related improvements.

REGULATION 4.  Floor Slope

In water less than five (5) feet in depth, the slope shall not exceed one (1) foot in ten (10) feet.
REGULATION 5.  Bathhouses and Dressing Room Facilities

A bathroom with a minimum of one (1) toilet shall be provided for each sex. Each bathroom
shall have at least one (1) lavatory. Soap dispensers for providing either liquid or powdered soap
shall be provided at each lavatory. Soap dispensers shall be made of metal or plastic with no
glass permitted. Establishments operating semi-public pools, that provide clean and sanitary

private rooms, including toilet, body washing and drinking water for all bathers shall be deemed to
have complied with Section 5, Regulation 1.

REGULATION 6. Depth

Except for zero depth entries, the depth in the shallow portion of the pool shall not be less than two
(2' 0™) feet or greater than three (3' 0") feet.

REGULATION 7. Freeboard

Freeboard shall not exceed eight (8) inches, except, freeboard may be increased in those cases
where it is desired to provide walls, terraces, etc., provided that the following are complied with:

a. Guard rails or other similar devices must be provided to prevent the raised areas use as a
diving platform;

b. The vertical surface of these sections must be constructed of sound durable inorganic
material, rigid, smooth, and easily cleanable;

C. The horizontal surfaces must comply with the provisions for walkways;

d. The vertical surface area of these sections will be included as surface area of the pool for
determining the type, size, location and numbers of equipment and piping; and

e. The length and height of the section where freeboard is increased shall be limited. The

Department will review each case as unique, and consideration will be given to factors of
safety, exit distance, alternative exits, location, and water depth.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER VI

BATHING PLACES - PUBLIC AND
SEMIPUBLIC SWIMMING POOLS

SECTION 8
WADING POOLS

In addition to complying with the Regulations in Sections 1, 2, 3, 4, 5, 7 and Section 6, Regulations
1, 2, 3, 4, and 5 of this Chapter, Wading Pools shall comply with the following Regulations:

REGULATION 1. Public

a. In public bathing places, wading pools shall be separated from swimming pools by a
minimum four (4) foot high fence or partition with self-closing, self-latching gate to prevent
the direct entrance of waders into the swimming pool area.

b. Public wading pools shall be equipped with chemical controllers and chart recorders capable
of maintaining pH and chlorine levels within the regulated limits.

REGULATION 2.  Semipublic

Wading pools shall be separated from semipublic swimming pools by a minimum of four (4) feet of
walkway. A wading pool shall not be located adjacent to the deep area of a semipublic
swimming pool.

REGULATION 3. Depth

Wading pools shall have a maximum depth of 20 inches, the slope of the bottom shall not exceed
one (1) foot in 12 feet, and a non-slip surface shall be provided.

REGULATION 4. Circulation

a. Wading pools shall have a maximum turnover cycle of one (1) hour;

b. All wading pools must have separate equipment from any other pool for water recirculation
and disinfection and there shall be no cross-connection between a wading pool and any
other pool;

C. Wading pools shall be equipped with at least two main drains located in the deepest portion

that are separated by a minimum of three (3) feet. Suction outlets in a wading pool shall be
plumbed so as to eliminate any possibility of entrapping suction. Each drain shall be
covered by an anti-vortex cover, which is not readily removable by bathers and has safe
openings of at least four (4) times the area of the drainpipe.

d. Skimmers shall be provided on the basis of at least one (1) skimmer for each 200 square feet
of wading pool surface area. Skimmer flow rates shall be the same as required for
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swimming pools. Where only one (1) skimmer is provided, the main drain may be
connected through the skimmer;

e. Inlets shall be provided on a basis of at least one (1) for each 15 feet of periphery. Where
three (3) or more inlets are required, they shall be on a closed loop piping system.

REGULATION 5.  Drinking Fountains

A sanitary drinking fountain at a height convenient to small children shall be provided at one (1)
side or end of the area. Alternately, a fountain with a raised step, to enable small children to drink
without assistance, may be provided.

REGULATION 6. Depth Markers

A wading pool shall be equipped with depth markers complying with Chapter VI, Section 6,
Regulation 1, of this code.

REGULATION 7. Disinfection

Gaseous chlorine shall not be used for disinfection of water in wading pools.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER VI

BATHING PLACES - PUBLIC AND
SEMIPUBLIC SWIMMING POOLS

SECTION 9
SPAS

In addition to complying with the Regulations in Sections 1, 2, 3, 4, 5, 7 and all the Regulations in
Section 6 (except Regulation 9) and Section 7 (except Regulation 1) of this Chapter, Spas shall
comply with the following Regulations:

REGULATION 1. Depth

Spas shall have a maximum depth of 42 inches. The bottom shall have a maximum slope of one (1)
foot in ten (10) feet and be finished with a non-slip surface. A set of entrance steps and handrails
shall be installed. All steps, benches or other projections from the walls shall be outlined on the top
surface edges by a continuous line of sharply contrasting colored tile or other suitable material that
is clearly visible from the edge of the pool.

REGULATION 2. Circulation

Spas shall have a maximum turnover cycle of 30 minutes. A separate water recirculation
and disinfection system from any other pool or spa shall be installed for spas. Therapy
heads or other devices, which create roiling water or other similar effects, may not be
connected to the recirculation system, but must be operated through a separate system.
Dual main drains shall be provided. Skimmers shall be provided at the rate of one (1)
skimmer for each 200 square feet of pool surface. Skimmer flow rates shall be the same
as required for swimming pools. Where only one skimmer is provided, the main drains
may be connected through the skimmer. Inlets shall be provided on a basis of at least one
(1) for each 15 feet of pool periphery. Where three (3) or more inlets are required they
shall be on a closed loop piping system.

REGULATION 3. Walkways

A minimum of four (4) feet of deck shall be provided on at least two (2) contiguous sides of the
pool and 50 percent of the periphery. When applicable, the remaining deck shall not be more than
eight (8) inches in width and shall be designed to preclude its use as a walkway.

REGULATION 4. Drains

A minimum of two (2) suction outlets shall be provided for each pump in a suction outlet system
for a public or semipublic or spa. The suction outlets shall be separated by a minimum of three
(3) feet or located on two (2) different planes such as one (1) suction outlet on the bottom and
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one (1) on a vertical wall or one (1) suction outlet each on two (2) separate vertical walls
provided the three (3)- foot separation is always maintained. The suction outlets shall be
plumbed to draw water through them simultaneously through a common line to the pump.
Suction outlets shall be plumbed to eliminate the possibility of entrapping suction. All drains
and outlets of spas must have plumbing provisions to eliminate any possibility of entrapping
suction. The total velocity through grate openings shall not exceed one and one-half (1 1/2) feet
per one (1) second.

REGULATION 5.  Disinfection
Gaseous chlorine shall not be used for the disinfection of spas.
REGULATION 6. Separation Walls

Where a spa is located contiguous with a swimming pool, the separating wall shall be designed to
preclude its use as a walkway unless the minimum required walkway widths can be maintained.

REGULATION 7. Temperature

The temperature of heated water coming into a public or semipublic spa shall not exceed 104°F.
(40°C).

REGULATIONS8. Timer

The timer for a public or semipublic spa which controls the hydrotherapy jets shall be located at
least five (5) feet from the spa and shall have a maximum time limit of 15 minutes.

REGULATION 9. Air Blower and Air Induction Systems

An air blower system or air induction system for a public or semipublic spa shall comply
with the following requirements:

a.  The system shall prevent water backflow, which could cause an electrical shock hazard;
b.  Air intake sources shall not introduce water, dirt, or contaminants into the spa;
c.  The system shall be properly sized for a commercial spa application;

d.  If the air blower is installed within an enclosure or indoors, then adequate ventilation shall
be provided; and

e. Integral air passages shall be pressure tested and shall provide structural integrity to a value
of one and one-half (1 1/2) times the intended working pressure.
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REGULATION 10. Depth Markers

Depth markers for a public or semipublic spa shall comply with all of the following:

a.

Q@

A public or semipublic spa shall have permanent depth markers with numbers that are a
minimum of four (4) inches high. Depth markers shall be plainly and conspicuously visible
from all points of entry.

The maximum depth of a public or semipublic spa shall be clearly indicated by depth
markers.

There shall be a minimum of two (2) depth markers on the deck and two (2) depth markers
at the waterline at each public or semipublic spa.

Depth markers shall be spaced at no more than 25 foot intervals and shall be uniformly
located around the perimeter of the spa.

Depth markers shall be positioned on the deck within 18 inches of the side of the spa. A
depth marker shall be positioned so that a person standing on the deck facing the water can
read it.

Depth markers that are on deck surfaces shall be made of slip-resistant material.

Depth markers shall be in Arabic numerals of contrasting color to the background.

R. 9-25-2013
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER VI

BATHING PLACES - PUBLIC AND
SEMIPUBLIC SWIMMING POOLS

SECTION 10

SPECIAL USE POOLS

In addition to complying with the Regulations in Sections 1, 2, 3, 4, and 5 of this Chapter,
Special Use Pools shall comply with the following Regulations:

REGULATION 1. Supplemental Standards and Requirements

Persons intending to construct a special use pool shall notify the Department and
provide plans, specifications and a description of the intended use. The Department will
determine which of the Regulations in this Chapter apply to the proposed special use pool.
The Department may, at its discretion, establish additional standards or requirements for
special use pools, taking into consideration the intended use of the pool, the conditions
under which it will be operated and any special circumstances. Where applicable, the
Department may consider the design requirements prescribed by an official sanctioning
athletic body such as the National Collegiate Athletic Association (NCAA), National
Federation of State High School Associations (NFSHSA), U.S. Swimming, U.S. Diving,
or the Federation Internationale de Natation Amateur (FINA) in using best professional
judgment to approve a special use pool that is intended for competitive swimming and
diving.

REGULATION 2.  Alternate Design
Where an alternate design for a bathing place or any part thereof is proposed, which

complies in principle with the provisions of this code, such design may be approved by the
Department.

REGULATION 3.  Exercise or Training Bars

a. A swimming pool designed with exercise or training bars in the pool shall be
restricted to special use when the bars are located in the pool.

b. Bars shall be constructed of durable material and be reasonably resistant to corrosion
under conditions of operations.

C. Bars shall be sealed, welded shut or capped at both ends to prevent retention of
water within the bars.

R 2-18-04
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Bars may be removable. The bars then shall be wedges anchored in place with a
cover plate provided. Watertight anchor plugs (95 percent efficiency) shall be
provided when the bars have been removed.

Bars shall extend not more than four (4) inches from the side of the pool into the
water.

The clear opening from the inside of the bar to the side of the pool shall not be less
than two (2) inches or more than two and one-fourth (2 1/4) inches.

REGULATION 4. Ramps

f.

Where a ramp is to be installed in a swimming pool, the ramp shall be constructed:
Of non-slip material,

With a slope not to exceed one (1) foot in 12 feet;

With a width of at least three (3) feet;

With a level platform at the top and bottom of the ramp;

With at least a three and one-half (3 1/2) feet high guardrail installed on the deck
from eight (8) inches beyond where the slope for the ramp terminates and extending

the length of the ramp; and

With return(s) to be located on the pool and ramp walls along the length of the ramp.

REGULATION 5. Spray Ponds

a.

b.

R 2-18-04

All spray ponds shall use potable water.

Spray ponds (semipublic and public) shall comply with code references specified

ina., b., c. and d. of this Regulation:

1) Semipublic spray pond regulation stipulated under Chapter VI, Sections 1
through 5 and 7.

@) Public spray pond regulation stipulated under Chapter VI, Sections 1
through 6.

Spray ponds in which water is recycled shall be regulated as a special use pool
(Chapter VI, Section 10).

Spray ponds shall:

1) Be made of durable material that is impervious to moisture and retains a
non-slip texture that causes no discomfort to bare feet;
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2 Be completely free of obstructions that may be hazardous to children;

(3) Have a floor with a maximum slope of one (1) in ten (10);

4 Be entirely surrounded by a walkway at least four (4) feet wide, which
falls away from the pool or basin edge at a uniform slope of not less than
one-fourth (1/4) inch per one (1) foot;

(5) Have a fence or other barrier with controlled access surrounding the spray
pond and walkways to prevent the easy access of non-users and pets; and

(6) Have a turnover time of no more than one (1) hour.

REGULATION 6. Water Features

The water features listed in this regulation may also be approved by the
Department for installation at places other than special use type bathing places when the
design and placement of the water feature prevents a hazard to bathers.

a. In-ground water spray features without floor pod control, including vertical
sprays, soft laminar sprays, spray arches, geysers, misters, inverters and similar
designs, shall conform to the following:

(1)  The height of the water column shall not exceed four feet.
(2)  The holes in the floor fitting shall not exceed 5/16 of an inch.
(3) The velocity at the nozzles shall not exceed twenty feet per second.

b. In-ground water spray features with floor pod control, including vertical sprays,
laminar cone sprays, geysers, misters, inverters and similar designs, shall
conform to the following:

(1) Items 6.a.1. through 3. above.

(2)  All exposed hardware and any other sharp projections, if they exist,
shall be covered to prevent injuries to bathers.

(3) The holes in the floor fittings shall not exceed 5/16 of an inch.

C. Low profile water toys that protrude above the surface of a spray pond that
produce flow streams, including dome sprays, spray loops, water cannon,
cascading water toys and similar designs, shall conform to the following:

1) The diameter of the piping shall be at least
4 inches to prevent a climbing hazard.

@) All exposed hardware and any other sharp projections, if they exist,
shall be covered to prevent injuries to bathers.

3) The water velocity at any nozzle shall be restricted to twenty feet per
second.

4) If there are nozzles, they must not stick out in a way that could cause
injuries to bathers.

d. Water toys that protrude above the surface of a spray pond that produce
flow streams overhead, including dumping buckets, dumping toys,
cascading water domes, raining toys, multiple spray and dumping
structures, tunnel sprays, water cannon and similar designs, shall conform
to the following:

(1) The velocity at the nozzles shall be restricted to twenty feet per second.
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e.

(2)  The nozzles shall not stick out in a way that could cause injuries to
bathers.

(3)  All exposed hardware and any other sharp projections, if they exist, shall
be covered to prevent injuries to bathers.

(4)  The height of the water column shall not exceed six feet.

(5) The holes in the floor fitting shall not exceed 5/16 of an inch.

(6) There shall be eight feet of clearance between the pond bottom and the
water feature to prevent injuries to bathers.

(7)  There shall be a 1/8-inch drain hole in the dumping chamber.

The Department may require an owner to apply for and receive a variance prior to
installing a water feature that uses materials, equipment, or design features that
have not been previously approved by the Department.

REGULATION 7. Non-Rigid Surfaces

The use of rubberized, non-rigid, cushioned surfaces may be allowed on the

spray pond provided the following requirements are met:

a.

R 6-23-10

The rubberized surface shall be resistant to chlorine solutions in a wet
environment.

The applicant shall submit an operation and maintenance manual from the
manufacturer of the rubberized surface as part of the application showing that the
rubberized material is suitable for this purpose.

The rubberized surface shall be installed on a flat or concave rigid surface.

The rubberized surface shall not be installed in a cave structure if it is to be
continuously wetted in a dark and enclosed environment.

The underlying concrete surface shall be sufficiently pitched to allow water to
flow to a surface drain.

The Department may periodically require the owner to remove an area of the
rubberized surface for inspection for contamination under the surface.

The rubberized surface shall be cleaned at least weekly.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER VI

BATHING PLACES - PUBLIC AND
SEMIPUBLIC SWIMMING POOLS

SECTION 12

ARTIFICIAL BATHING LAKE

REGULATION 1. General Health and Safety Requirements

The design, construction, operation and maintenance of artificial bathing lakes shall be such as to
reduce to a minimum the risks of drowning, injury and transmission of disease.

a.

b.

The facilities operation shall be under the close supervision of the owner or his designated
representative.

The operator(s) shall perform tests or have tests performed by a certified laboratory to show
the degree of compliance with these regulations and shall record the results of the tests in
the daily operation record. Such records shall be maintained on the premises and made
available to the Department upon request. They shall include as a minimum:

1. pH - once daily

2. Bacteriological results - weekly
3. Turbidity, as measured by Secchi disk - once daily
4. Temperature - once daily

Persons with sore or inflamed eyes, colds, nasal or ear discharges, boils or other acute or
obvious skin or body infections, or cuts shall be excluded from the artificial bathing lake.
No person in or at an artificial bathing lake shall commit, or be permitted to commit, any act
prejudicial to the life or health of any other person using the artificial bathing lake.
Domestic animals shall be excluded from the bathing area(s).

REGULATION 2. Water Quality - Hazard Control

The waters and environs of all bathing area(s) shall be kept free of slime, algae, aquatic growths,
organic sediments, debris and other offensive materials. The breeding of mosquitoes, midges,
water snails, and other aquatic pests shall be properly controlled.

a.

b.
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The water shall, at all times, be such that there is no irritation to the eyes or the skin of the
bathers, nor other objectionable physiological effects to the bathers.

Operators of a public or semipublic natural bathing place, a semi-artificial bathing place,
or an artificial lake shall ensure that the public or semipublic natural bathing place, semi-
artificial bathing place, or artificial lake meets the narrative and numeric water quality
standards in 18 A.A.C. 11, Article 1 when the public or semipublic natural bathing place,
semi-artificial bathing place, or artificial lake is open for water contact recreation.
Operators shall collect one (1) sample per one (1) acre in the bathing area and one (1)
sample per ten (10) acres of overall lake surfaces. Samples shall be collected and
examined in accordance with the procedures outlined in the latest edition of "Standard
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Methods for the Examination of Water and Wastewater”". The owner shall collect and
submit weekly water samples for bacteriological examination on a routine basis while the
bathing area is in active use.

An artificial bathing lake shall be located so that it will not be adversely affected by the
discharge of sewage or objectionable industrial wastes; nor shall it be so located that by its
use it will affect the source of supply of a public water system.

Water used in an artificial bathing lake must be obtained from a certified public water
supply or an approved source. Treated sewage effluent is not an approved source.

Water clarity shall be maintained free of turbidity and shall be sufficiently clear such that a
Secchi disk is visible at a depth of five (5) feet from the side of a boat in the designated
swimming area.

When the bacteriological, pH or water clarity standards are not met, water contact recreation
shall be halted and shall not commence until written approval is obtained from the
Department.

REGULATION 3.  Approval of Plans and Construction Required

R 2-18-04

No artificial bathing lake shall be constructed, nor shall any bathing lake now or hereafter
existing be materially altered or enlarged before complete plans and specifications, together
with such further information as the Department may require, has been submitted to and
received the written approval of the Department.

Approval of artificial bathing lakes will be based upon the results of a sanitary survey of the
drainage area and results of examination of bacteriological, chemical and physical quality of
the water in the proposed bathing area.

General construction plans submitted to this Department shall include, but are not limited
to, the following:

1. A sanitary survey of the area's watershed.

2. The water circulation and dilution patterns.
3. A description of the proposed activities; and
4. Grading and drainage plans.

Every proposed operation shall be adequately considered by a detailed study to anticipate all
potential hazards of mechanical, chemical, microbiological and other relevant dangers.

An application or approval of any proposed artificial bathing lake shall be made to the
Department by the owner on forms furnished by the Department. Such application for
approval shall accompany the plans and specifications at the time of submission to the
Department for review.

If any additional construction or modification of the facility shall be required, plans and
specifications of the proposed facility shall be submitted for approval as required in
Regulation 3, b.

Plans and specifications shall be submitted to the Department at least 30 days prior to the
date upon which action is desired. Plan documents submitted for approval shall include a
general plot plan, plans and specifications showing the shape, dimensions, water treatment
and pumping facilities, piping arrangement and sizes, source of water supply, method of
disposal of wastes, together with all pertinent data upon which the design is based,
including capacities of the various units, safety equipment, and other information necessary
to permit a clear and full understanding of the proposed project. Detailed plans of
bathhouses, dressing rooms, toilets, recreational and other bathing appurtenances shall be
included.
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All plans specifications submitted to the Department for approval must have been prepared
by, or under the supervision of, a currently Registered Arizona Professional Engineer who is
licensed to practice in the State of Arizona, who shall certify that the plans comply with
these Regulations.

All work shall conform to approved plans and specifications. Should it be necessary or
desirable to make any changes in the approved plans and specifications of the proposed
work, revised plans and specifications, together with a written statement of the reasons for
such change, shall be submitted to the Department for review. Approval must be obtained
in writing before the work affected by the change is undertaken.

The Department will, upon receipt from the applicant of reasonable advance notice of
readiness therefore and of the required inspection fees, make necessary inspections to
determine that the artificial bathing lake is in compliance with these Regulations. It shall be
deemed acceptable only after examination and issuance of written approval by the
Department.

Before initial approval shall be given for the operation of an artificial bathing lake, the
currently registered engineer shall certify that the completed bathing lake is constructed in
accordance with the approved plans and specifications.

REGULATION 4. Permit Required

No artificial bathing lake shall be maintained or operated in Maricopa County without a permit in
force issued by the Department. The permit shall be displayed in a conspicuous place on the
premises where it may be readily observable by the public.

REGULATIONS. Standards and Construction

R 2-18-04

Shape: The bathing shorelines shall be formed and maintained in wide curves, shall avoid
sharp angles or narrow confined inlets and shall otherwise avoid any design likely to impede
circulation, obstruct visibility, or create any public health or safety hazard. A supplemental
means of circulation (inflow and outflow of water) shall be provided. Such supplemental
circulation methods require approval by the Department.

No natural or artificial projections may adjoin a bathing area, which would increase the
freeboard to more than eight (8) inches.

All swimming/wading and similar water contact activities shall be restricted to specified
areas which shall be conspicuously marked by bright orange colored buoys delineating
the other perimeter of said areas. Such buoys shall be placed at proper intervals not
greater than 100 feet, be of such size to be visible at a distance of 100 feet, and be marked
with large contrasting colored numerals or signs sufficient to inform users of the water
depth at such buoys, and shall otherwise be sufficient to warn users and boaters of the
water swimming area limits. The bottom slope of the swimming/wading areas from the
shoreline to the five (5) foot depths shall be not more than one (1) foot vertical in each 12
feet horizontal. Access to swimming, bathing and wading areas shall be controlled.
Bottom composition: The bottom of the swimming and wading area from the shoreline to
the five (5) foot depth shall be covered with river-run rounded sand particles light in color
or other approved light-colored material, and sufficiently thick to prevent abrasion of feet by
rocks and to contrast a submerged bather's body against a light-colored background.
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Deep swimming area: Where the depth of the artificial bathing lake exceeds five (5) feet a
deep swimming area may be provided. This area shall have a relatively smooth bottom and
should be free from projections.

Diving may be permitted in the deep swimming area provided that:

1. Depth of water is a minimum of 12 feet;

2. This depth must extend a minimum of 20 feet in front of the end of the board or

diving platform;

The diving board or diving platform must be secured to a rigid structure;

A lifeguard must be stationed in the immediate vicinity of the diving area; and

The diving board or diving platform height shall not exceed one (1) meter.

The area shall be conspicuously marked by bright orange colored buoys located at

the outer perimeter of said areas. Such buoys shall be placed at proper intervals of

not greater than 25 feet and be of such size as to be visible from a distance of 100

feet and marked with large contrasting numerals or signs sufficient to inform users

of water depth at such buoys and shall otherwise be sufficient to warn other users
and boaters of the diving area limits.

7. The others shall provide and maintain on file with Maricopa County a current
certificate of public liability insurance evidencing minimum limits of seven million
dollars ($7 million) combined single limit for bodily injury and property damage
liability. The certificate must further clearly indicate that Maricopa County is an
additional insured and that no changes or modifications shall be effective in the
coverage without 30 days prior notice to the offices of the Maricopa County
Environmental Services Department, Division of Environmental Health.

8. Slides and other similar water recreation devices must comply with the standards for
diving.

Artificial bathing lakes which allow power boats, jet skis, or any other vehicle or device

with an internal combustion engine shall prohibit wading, swimming and bathing.

Water levels in artificial bathing lakes shall be continuously maintained at the design level

of plus or minus six (x6) inches.

Surface drainage: Except for natural springs and streams, all surrounding surface drainage,

such as from streets, gutters, and every other significant source of polluted water from the

land surrounding the body of water, shall be properly diverted away from the artificial
bathing lake and disposed of in such a manner so as to not create a public nuisance.

o0k w

REGULATION 6. Lifeguards

R 2-18-04

At least one (1) lifeguard and one (1) elevated lifeguard chair shall be provided for each
2,000 square feet of designated bathing area or 150 bathers as approved by the Department.
A lifeguard safety plan shall be submitted which includes stationing and areas of
responsibility. The plan shall include and consideration is given to depth, line of sight,
bathing loads, training procedures, emergency procedures, lifeguard rotation, and other
special conditions, which might affect the safety of the bathers. The plan must ensure the
safety of bathers and be on file with the Department.

Lifeguards shall be in constant attendance during bathing hours and no bathers shall be
permitted in the designated swimming area(s) unless lifeguards are provided.
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REGULATION 7.  Safety Equipment

Safety equipment shall be provided and maintained and will include, but is not limited to two (2)
ring buoys, each with 50 feet of one-fourth (1/4) inch rope attached and a rescue boat. This boat
shall be made available to the Department for physical standard measurements.

REGULATION 8.  Signs

a. No person or entity shall allow use of any artificial bathing lake without posting prominent
signs indicating, in conspicuous letters at least four (4) inches high, or as directed by the
Department, the depth of the water in the bathing area and differentiating the swimming
area from other recreational area(s) uses.

b. Signs shall be posted conspicuously on all access points in conspicuous letters at least four
(4) inches high, stating "WARNING, NO SWIMMING ALLOWED WITHOUT A
LIFEGUARD ON DUTY" and "SWIM ONLY™" in the designated bathing area(s).

C. Signs shall be so located or constructed as to be protected from the elements.

REGULATION 9. Bathhouses

The provisions of Section 5, Regulation 1 shall apply to all artificial bathing lakes, except that hot
water for showers and lavatories will not be required.

REGULATION 10. Lighting

It is the responsibility of the owner to ensure that all areas used for water contact recreation are
adequately lighted during hours of use.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER VI

BATHING PLACES - PUBLIC AND
SEMIPUBLIC SWIMMING POOLS

SECTION 13

WATER SLIDES

REGULATION 1. Additional Standards and Requirements

The Department may, at its discretion, establish additional standards or requirements for water
slides and recovery pools, taking into consideration any unique features of the water slide and
recovery pool and the conditions under which it will be operated. This section does not cover
drop slides, slides with a slope greater than ten (10) percent or any slide in which the rider uses
any kind of equipment during use of the slide.

REGULATION 2. Construction, Design, and Specifications

a.

R 2-18-04

The slide plans and specifications shall be incorporated into swimming pool application
forms, plans and specifications prepared and submitted pursuant to Chapter V1, Section 1,
Regulation 2 of the Maricopa County Environmental Health Code.

Plan sheets and specifications addressing the structural aspects of the slide tower and the
slide support structure shall carry the seal and signature of a registered civil or structural
engineer licensed to practice in the state of Arizona.

Structural design calculations for the slide tower and the slide support structure shall be
submitted and shall carry the seal and signature of a registered civil or structural engineer
licensed to practice in the state of Arizona.

Soil studies and calculations performed in conjunction with the slide tower and support
structure design shall carry the seal and signature of a registered professional engineer
licensed to practice in the state of Arizona.

Construction of the slide and its appurtenances shall be monitored by the civil or
structural engineer of record. This engineer shall certify that the slide was constructed in
conformance with the approved plans or as reflected on the sealed as-built plans.
Splashdown area must be cordoned off with buoy lines if not a dedicated slide pool only.
The Department may consider sufficient, sealed design documentation from credentialed
waterslide design authorities and/or require a slide splashdown pool to conform to the
following dimensions:

1. There shall be at least six (6) feet clearance from the side of the flume to the
recovery poolside wall.

2. There shall be at least six (6) feet clearance between the sides of two (2) adjacent
slides.

3. The slide shall terminate at or below the water line and the slide terminus shall be

in at least three and one-half (3 1/2) feet of water.
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10.

11.

The engineer or the slide manufacturer must provide calculations to justify the
length of runout. In no case shall the runout be less than 25 feet.

The exit from the recovery pool area must consist of a set of stairs located at the
opposite end of the recovery pool from the slide entrance.

Four (4) feet of walkway shall be provided around at least three (3) sides of the
recovery pool and behind the slide in semipublic pools, and ten (10) feet of
walkway shall be provided around at least three (3) sides of the recovery pool and
behind the slide in public pools.

There must be at least four and one-half (4 1/2) feet (54 inches) clearance between
the invert of the open flume and any object above the flume.

When the slide is not in use, a suitable barrier shall be placed at the bottom of the
stairs of the slide to prevent bathers from entering the slide.

The area on the deck below the water slide and the stair tower must be fenced and
made unavailable to pedestrian traffic.

Two (2) emergency shut off switches shall be provided for each slide circulation
pump, one easily accessible by the lifeguard at the top of the flume and one (1)
easily accessible by the lifeguard in the pool area.

A training program for the lifeguards shall also be submitted with slide pool plans
for approval.

REGULATION 3. Lifeguards

A minimum of two (2) lifeguards shall be on duty at the slide whenever it is in use. One (1)
lifeguard at the top of the tower, and one (1) lifeguard at in the splashdown area. The lifeguards
shall be in visual or voice contact at all times.

REGULATION 4. Operation, Maintenance and Management

An operation and maintenance manual for the slide shall be prepared and submitted for review
and approval. The manual shall contain, but not necessarily be limited to all of the following:

A list of all mechanical equipment and equipment maintenance schedules,

Slide tower and support structure inspection and maintenance schedule,

Slide flume inspection and maintenance schedule,

Slide safety and supervision provisions, and

A lifeguard deployment plan.

Pop o

REGULATION 5. Instruction Signage

A sign shall be posted at the entrance of the slide tower informing bathers of the necessary safety
procedures and informing bathers to follow the instructions of the lifeguard. The sign shall
contain the following as a minimum:

Follow the instructions of the lifeguard,

One rider at a time,

Feet first sliding only,

No horseplay,

Exit slide recovery area immediately,

No kneeling or standing on the slide,

Keep hands and feet inside slide,

@rooo0oTw
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No riders shorter than 42 inches,
The manufacturers other suggested rules shall be incorporated in the sign, and
Persons not following the safety procedures or the instructions of the lifeguard shall be

excluded from the slide.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER VI

BATHING PLACES - PUBLIC AND
SEMIPUBLIC SWIMMING POOLS

SECTION 14
ZERO DEPTH ENTRY POOLS

In addition to complying with the Regulations in Sections 1, 2, 3, 4, 5 and either 6 (Public
Pools) or 7 (Semi-Public Pools) of this Chapter, Zero Depth Entry Pools shall comply with the
following Regulations:

REGULATION 1. Circulation System

a. A zero depth entry pool shall have a turnover rate for the area of the pool up to a depth of
two (2) feet of at least once every hour.

b. A zero depth entry pool shall be equipped with a trench drain running the entire length of
the entry. It shall be covered with a removable grate to facilitate cleaning. The trench
drain shall be located so that the water surface of the pool falls no higher than the middle
of the grate. The grate shall be designed to eliminate the possibility of injury to bathers.

C. There shall be a minimum of two (2) floor inlets, plumbed not more than 15 feet apart
and no further than ten (10) feet from the zero depth entry.

REGULATION 2. Floor

a. At the entry, the deck/floor must slope toward the pool. The slope of the deck may not
exceed one (1) foot in 12 feet.

b. All floor materials must be non-slip to a minimum depth of two (2) feet.

REGULATION 3 Handrails

Handrails shall be provided at the ends of the zero depth entry.

R. 9-25-2013
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APPENDIX A

DIVING WELL DIMENSIONS
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ILLUSTRATION A.  DIVING WELL DIMENSIONS FOR SWIMMING POOLS

Note: This profile does not apply to a special use pool that is designed for competitive diving.

the side

A | Maximum length of diving board 10 feet
B | Maximum height of board above the water 20 inches
C | Overhang of the board from wall Minimum: 2 feet - Maximum: 3 feet
D | Minimum distance to an overhead structure 15 feet
E | Minimum depth of water at the plummet 9 feet
F | Distance from plummet to start of upslope 18 feet
G | Minimum depth of water at start of the upslope Depth of water at plummet minus 6 inches
H | Depth of water at the breakpoint 5 feet
I | Maximum slope: breakpoint towards deep end 1 foot of fall in 3 feet
J | Slope of bottom in shallow area 1 foot of fall in 10 feet
Minimum width of pool in diving area 20 feet
Minimum distance from plummet to pool wall at 10 feet

R-2-18-04
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APPENDIX A

ILLUSTRATION B

MINIMUM DISTANCE REQUIREMENTS FOR DIVING BOARDS
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APPENDIX A
ILLUSTRATIONC

FUBLIC SEMIFUBLIC
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APPENDIX A

ILLUSTRATION D

DIVING BOARDS, PUBLIC AND SEMIPUBLIC POOLS
MINIMUM DIMENSIONS - PUBLIC POOLS

SPRINGBOARD PLAT FORM
1 3 1 3 5 7.5 10
METER | METER ] METER | METER | METER | METER | METER
A | From plummet: back to pool wall 5 5 4 4 4 5 5
'_AA : back to platform directly below 2'6" 2'6" 2'6"
B SFizloem plummet to pool wall at 10 12 10 10 14 15' 17'
C From plummet to adjacent 6 6 7 g
plummet
D | From plummet to pool well ahead 29' 34 26' 31 34 36' 45'
E Plummet from board to ceiling 16 16' 10° 10° 10 10'6" 11
overhead
= Qlear overhead behind and each 8 8 9 g 9 9 9
side plummet
G | Clear overhead ahead of plummet 16' 16' 16' 16' 16' 16' 16'
H | Depth of water at plummet 1 12' 171 171 12 13'6" 15'
3 Bottom distance ahead of 20" 20" 16" 20 20 26' 40°
plummet
K | Bottom depth ahead of plummet 10'9" | 11'9" | 10'9" | 10'9" | 11'9" 13 14
L Bottom distance each side of g 10' 6" o g 14 15' 17'
plummet
M Bottom depth each side of 109" | 179" L 109" | 109" | 1179" | 119" 14'
plummet
N | Maximum slope of pool bottom 1:3 1:3 1:3 1:3 1:3 1:3 1:3
P | Maximum slope of ceiling 1:3 1:3 1:3 1:3 1:3 1:3 1:3
R | Shallow portion, 30" max 2'min | 3'max
S | Depth at change of slope 5 5 5 5 5' 5 5
2’min [ 2’min | 2'min | 2'min | 2'min | 2'min | 2'min
T | Depth at shallow end, 3'max [ 3'max | 3'max | 3'max | 3'max | 3'max | 3'max
U | Slope in shallow end 1:10 1:10 1:10 1:10 1:10 1:10 1:10
V | Total Length (20" shallow end) 62'3" | 65'3" | 57'3" | 61'3" | 64'3" 75' 92'
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APPENDIX B

AVERAGE WIDTH OF ALL SWIMMING POOLS
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APPENDIX C

PUBLIC SWIMMING POOLS FENCING REQUIREMENTS - 1989 CODE

All public pools and walkways adjacent to such pools shall be enclosed by a durable
fence or wall at least six (6) feet high to provide bather control while the pool is in
operation, to exclude animals (except service animals), and to prohibit any person from
using the pool except when a lifeguard is on duty. Fences, walls or artificial barriers

shall:

1.

2.

Be constructed so as to afford no external handholds or footholds;
Be of materials, which are impenetrable by small children, dogs, livestock, etc.;

Be a minimum of six (6) foot high above the highest practical foothold, curb, or
(in the case of a combination fence) the base wall;

Have openings or spacings of such size that a spherical object four (4) inches in
diameter cannot pass through; and

Be equipped with a self-closing and positive self-latching closure mechanism or a
locking closure located at or near the top of the gate.

Mechanical filtering, disinfection and recirculating equipment must be protected from
tampering by a suitable enclosure or fence.
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APPENDIX D

SEMIPUBLIC SWIMMING POOLS FENCING REQUIREMENTS - 1989 CODE

R 2-18-04

All semi-public swimming pools shall be protected by a fence, wall or other approved
barrier from all parts of the premises not directly related to the swimming pool. Fences,
walls or artificial barriers shall:

1.

2.

Be constructed so as to afford no external handholds or footholds;
Be of materials that are impenetrable by small children, dogs, livestock, etc.;
Be of four (4) foot minimum height;

Be equipped with a self-closing and positive self-latching closure mechanism
located at or near the top of the gate; and

Have openings or spacings of such size that a spherical object four (4) inches in
diameter cannot pass through.

In addition, the mechanical filtering, disinfection and recirculation equipment must be
protected from tampering by a suitable enclosure or fence.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER IX

MOBILE HOME PARKS

SECTION |

GENERAL PROVISIONS

REGULATION 1. Definitions

e

“Dependent Recreational Vehicle” means a recreational vehicle that does not have
a toilet, bathtub, shower, sink, sanitary drain or water service connection pipe.

“Independent Recreational Vehicle” means a seasonal or temporary vehicle with
living quarters that includes a toilet, bathtub and/or shower, sink and sanitary drain
and/or water service connection pipe.

“Mobile Home” means a manufactured residential structure that is transportable in
one or more sections, built on an integrated chassis, and designed to be used as a
dwelling when connected to the required utilities, and includes the plumbing,
heating, air-conditioning, and electrical systems contained in the structure.

“Mobile Home Park” means any land upon which two or more occupied
Mobile Homes or recreational vehicles used for habitation are parked,
whether free of charge or for income producing purposes, including any roadway,
building, structure, vehicle, or enclosure used or intended for use as part of the
facilities of the park. This definition does not apply where all Mobile Homes or
recreational vehicles are occupied by the owner of the land and his immediate
family. This definition does not apply to recreational areas or to overnight parking
by agencies of local, state and federal governments, where posted restrictions for
use of such areas are provided.

“Mobile Home Space” means the land upon which not more than one Mobile
Home or recreational vehicle is located.

"Service Building” means a permanent structure containing flush toilets, shower
facilities, hand washing sinks, and utility sinks primarily for the use of recreational
vehicle occupants.

REGULATION 2. Permit Required

No

person may operate a Mobile Home park without a valid permit or otherwise than

in compliance with these Regulations.

R 9-15-2010
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REGULATION 3. Plansand Specifications Required

R 9-15-2010

No person may begin construction of, maintain, or operate a Mobile Home Park
until plans and specifications showing compliance with these Regulations have
been submitted to and approved by the Department. Plans for the water supply and
wastewater system shall be prepared by or under the supervision of a currently
registered Arizona Professional Engineer. The engineer shall affix his signature
and Arizona seal of registration to all plans submitted for approval, and shall
certify in writing that the plan documents comply with these Regulations.

Plans and specifications shall show:
1) The location, area and dimensions of the proposed Mobile Home Park;

(@) The number and location of Mobile Home spaces for Mobile Homes,
Independent Recreational Vehicles and Dependent Recreational Vehicles;

3 The location of roadways and any walkways;
4) The location of any service building or other relevant structures;
5) A floor plan of any service building showing all facilities therein;

(6) The location and size of on-site water lines, sewer lines, and the water and
sewage disposal facilities;

(7) The name of the water supplier, the size of the off-site existing water main,
and the average and minimum off-site water main pressures;

(8) Other related buildings and improvements constructed or to be constructed
within the Mobile Home park;

9) The distance in feet to the nearest public water supply main and to a sewer
main of a municipal or community system if connection to them is not
proposed;

(10)  The typical Mobile Home space layout.

No change or modification of water supply or sewage disposal facilities in any

existing Mobile Home park shall be made until plans and specifications have been

submitted to and approved by the Department.

All plans and specifications shall be submitted to the Department in duplicate and
accompanied by the required plan review fees.
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An application for approval by the Department, prepared in duplicate on forms
furnished by the Department, shall be filed at the time the plans are submitted for
approval.

The applicant must be in compliance with all other Regulations and requirements,
including the Planning and Development Department’s approval for
unincorporated Maricopa County.

REGULATION 4. Inspections

a.

Notwithstanding the inspection and approval thereof by any other agency, water
lines or sewer lines installed in the Mobile Home park shall not be covered prior to
inspection and approval by the Department.

At least fifteen (15) days prior to the expected date of completion of the project,
the permit applicant or his authorized agent shall request final inspection of the
project, and operation of the Mobile Home park shall not commence before the
final inspection has been completed, a certificate of approval to operate has been
issued, and a Permit has been issued for the Mobile Home park.

R 9-15-2010
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER IX
MOBILE HOME PARKS
SECTION 2

GENERAL LAYOUT

REGULATION 1. Sites

Every Mobile Home park shall be located on a site that is graded to ensure effective
drainage and to prevent standing pools of water in compliance with applicable local and
County Rules and Regulations.

a. The size of Mobile Home spaces shall comply with applicable local and County
ordinances, Regulations and/or guidelines.

b. Every occupied Mobile Home or Recreational Vehicle shall be parked in an
approved Mobile Home space, which shall be clearly marked. Not more than one
occupied Mobile Home or Recreational Vehicle may be parked in a single Mobile
Home space.

C. A dependent Recreational Vehicle parked on a Mobile Home space, is still a
Recreational Vehicle and shall not be considered a Mobile Home.

R 9-15-2010
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER IX
MOBILE HOME PARKS
SECTION 3

FACILITIES

REGULATION 1. Sanitary Facilities

Each Mobile Home park accommodating dependent Recreational Vehicles shall provide toilets,
baths or showers, sanitary sinks and other sanitation facilities as follows:

Number of

Parking Toilet Urinals Lavatories Showers
Spaces Men Women Men Men Women Men Women (2) Other

1-15 1 1 1 1 1 1 1 1 Service Sink
16-30 1 2 1 2 2 1 1 with a flushing
31-45 2 2 1 3 3 1 1 rim
46-60 2 3 2 3 3 2 2
61-80 3 4 2 4 4 2 2 1 utility sink
81-100 3 4 2 4 4 3 3

Parking areas having more than 100 Dependent Recreational Vehicle spaces shall provide 1
additional toilet and lavatory for each sex per each additional 30 Dependent Recreational Vehicle
spaces; 1 additional shower for each sex per each additional 40 Dependent Recreational Vehicle
spaces; and 1 additional men's urinal per each additional 100 Dependent Recreational Vehicle
spaces.

When a Mobile Home park requiring a service building is operated in connection with a resort or
other business establishment, the number of sanitary facilities for such business establishment shall
be in excess of those required by the schedule for Dependent Recreational Vehicle spaces and shall
be based on the total number of persons using such facilities.

REGULATION 2. Buildingsand Grounds

a. Service buildings shall be permanent structures complying with all applicable ordinances
and statutes regulating building construction and shall be located at least ten (10) feet from

R 9-15-2010
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any Recreational Vehicle space, but not more than two hundred (200) feet from any
dependent Recreational Vehicle which it serves.

b. The service buildings shall:
1) Be well lit and ventilated at all times;

(@) Be constructed of moisture-resistant materials, inducing painted woodwork, which is
able to withstand repeated cleaning and washing without substantial deterioration;

3 Have openings to the exterior effectively screened against fly and insect entrance;

4 Be equipped with properly vented and approved heating facilities that are not of the
open-flame type;

(5) Have floors of water-impervious material that slope to a properly installed floor
drain; and

(6) Have toilet paper, soap and single-use hand towels or hand drying devices provided
at toilets and hand washing facilities.

C. Service Buildings -- Exception
A Mobile Home park, whose occupancy is limited exclusively to independent Recreational
Vehicles, shall be deemed to comply with the requirements for service building facilities.

R 9-15-2010
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REGU

MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER IX

MOBILE HOME PARKS

SECTION 4

WATER SUPPLY

LATION 1. General Provisions

The water supply and distribution systems serving the Mobile Home spaces and any service
building shall comply with all applicable provisions of Chapter VV (Water Supply) of this
Environmental Health Code.

REGU

R 9-15-2010

LATION 2. Special Provisions

The water supply system shall be designed, constructed, and maintained to satisfy a supply
demand of at least six (6) fixture units at a residual pressure of at least twenty (20) pounds
per square inch at each Mobile Home Space, in addition to the water requirements of any
service building.

Each Mobile Home and Recreational VVehicle space shall be provided with a water service
pipe terminating at least four (4) inches above ground level. The pipe shall be located so as
to provide reasonable protection against damage. A Mobile Home or Recreational Vehicle
directly connected to such water service pipe shall also be properly connected to an
approved waste disposal system.

Water at a minimum temperature of 120°F (49°C) shall be provided at all times in the
service building for general sanitation use.

When the source of water and the water supply system are installed on the Mobile Home

park, they shall include water storage facilities of at least two hundred fifty (250) gallons per
Mobile Home space, in addition to the requirements of any service building.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER IX
MOBILE HOME PARKS
SECTION 5

SEWAGE DISPOSAL

REGULATION 1. Approved Sewage Disposal Systems

Liquid wastes from all trailer coaches, buildings and fixtures within the trailer coach park shall
discharge into a public sewer system, approved private sewerage system, or approved septic tank
system. (See Chapter II)

REGULATION 2. Sewage Systems

The sewer system for Mobile Home parks shall be designed in compliance with the design
standards found in Chapter Il of this Environmental Health Code.

REGULATION 3. PipeSize

The size of the sewer service pipe shall be as outlined in the applicable Municipal Plumbing
Code, but in no case shall it be smaller than that required by the Maricopa County Plumbing Code

REGULATION 4. Cleanouts--Branches

Cleanouts shall be provided and located in sewers as required by the applicable Municipal
Plumbing Code, but in no case shall it be less than that required by the Maricopa County Plumbing
Code.

REGULATION 5. Connections

a. The wastewater plumbing from the Mobile Home sewer connection to the public Sewerage
system, approved private Sewerage system, or approved septic tank system is the
responsibility of the owner of the Mobile Home park.

b. Each Mobile Home space shall be provided with a trapped sewer, at least three (3) inches in
diameter, into which all Mobile Home plumbing wastes shall be discharged. Exception:
Such traps are not required in Mobile Home parks restricted to Mobile Homes in which all
fixtures discharge through a trap located in the Mobile Home plumbing system.

C. Sewer connections to Mobile Homes or Recreational Vehicles shall be vapor tight and
capped or plugged when not in use. The extension through the ground of the Sewage pipe

R 9-15-2010
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shall be protected by metal casing or concrete mount placed so as to require a minimum of
connector piping.

REGULATION 6. Ventsand Traps

Vents and traps shall be provided in all Sewage lines. Mobile home space drain inlets may be
installed without traps where the mobile home’s plumbing fixtures are effectively trapped and
vented.

REGULATION 7. Public Sewerage Systems

Where a public sewerage system is to be used and is already in existence, or if Sewerage
Systems are proposed and have been approved by the Department, only the location and size of the
Sewage lines within the park shall be shown. Approval to construct the Sewerage System serving
the Mobile Home park will not be given unless the capacity of the receiving Sewerage System and
the treatment facility that will receive the wastes are determined to have adequate capacity for the
increased load resulting from the installation of the Mobile Home park.

R 9-15-2010
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER IX
MOBILE HOME PARKS
SECTION 6
REFUSE DISPOSAL

All solid wastes shall be stored, collected and disposed of in compliance with the applicable
Regulations of Chapter Il of this Environmental Health Code.

R 9-15-2010

9-10



MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER IX

MOBILE HOME PARKS

SECTION 7

Reserved

R 9-15-2010
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER IX
MOBILE HOME PARKS
SECTION 8
ANIMALS, RODENTSAND VERMIN

All regulations in Chapter 111 of this Environmental Health Code that apply to animals, rodents,
insects and vermin also apply to Mobile Home parks.

R 9-15-2010
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE
CHAPTER IX
MOBILE HOME PARKS
SECTION9

ENFORCEMENT

REGULATION 1. Enforcement

Any Person who constructs, operates or maintains a Mobile Home Park in violation of this
Environmental Health Code is subject to the penalties provided by law.

R 9-15-2010
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER XI
ANIMALS
SECTION 1
REGULATION 1. General
a. Cattle, horses, sheep, goats, dogs, cats, birds, fowl, and any other animal or bird, and

the pens, stalls, stables, yards, shelters, cages, areas, places and premises where they
are held or kept, shall be so kept and maintained that flies, insects, or vermin, rodent
harborage, ponded water, the accumulation of manure, garbage, refuse or other
noxious material do not become a public health nuisance.

b. Manure and droppings shall be removed from pens, stables, yards, cages and other
enclosures at least twice weekly and handled or disposed of in an approved manner
free of health hazard or public health nuisance.

C. Mound storage of droppings or manure will be permitted only under such conditions
as to protect against the breeding of flies and to prevent migration of fly larvae
(maggots) into the surrounding soil.

d. Watering troughs or tanks shall be provided, which shall be equipped with adequate
facilities for draining the overflow, so as to prevent the ponding of water, the
breeding of flies, mosquitoes or other insects, or a health hazard.

e. No putrescible material shall be allowed to accumulate on any premises, and all such
material used as feed which is unconsumed shall be removed daily and disposed of
by burial or other approved means.

f. A dead domestic or farm animal shall be buried or disposed of in a sanitary manner
within 72 hours after its death or after the department has been notified of its
existence, whichever is longer.

REGULATION 3.  Skunks and Raccoons
No skunk or raccoon shall be sold, bartered, exchanged or be given as a gift to be kept
within Maricopa County. Exceptions shall be a bona fide publicly or privately owned zoological

park, or circus, or any other show where animals are exhibited but are not in physical contact with
the public, or by scientific or educational institutions, or the use of such animals in fur farming.
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MARICOPA COUNTY ENVIRONMENTAL HEALTH CODE

CHAPTER XII

CAMP GROUNDS

REGULATION 1. Scope

The regulations in this Chapter shall apply to any city, county, city-county,
county-state, village, community, institution, person, firm or corporation
operating, maintaining or offering for public use with Maricopa County any
tract of land on which persons may camp or picnic either free of charge or by
payment of a fee. Each and every owner and lessee of any public camp or
picnic ground shall be held responsible for full compliance with these
regulations.

Primitive camp and picnic grounds offered by this state or a political
subdivision of this state are exempt from Regulation 3, a., Regulation 5, a.
and c., and Regulation 6 of this Chapter. For purposes of this Chapter,
“primitive camp and picnic grounds” means camp and picnic grounds that are
remote in nature and without accessibility to public infrastructure such as
water, electricity and sewer.

REGULATION 2. Supervision

R-4-12-2017

The management of every public camp or picnic ground shall assume
responsibility for maintaining in good repair all sanitary appliances on said
ground and shall promptly bring such action as may be necessary to prosecute
or eject from such ground any person who willfully or maliciously damages
such appliances or any person who in any way fails to comply with these
regulations.

At least one caretaker shall be employed by the management to visit said
camp or picnic ground every day that campers or picnickers occupy said
ground. Such caretaker shall do whatever may be necessary to keep said
ground and its equipment in a clean and sanitary condition.

Each camping party shall be allotted usable space of not less than 350 square
feet.
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REGULATION 3. Water Supply

a. The water supply system shall be in accordance with Chapter V of this Code
and shall be provided in ample quantity to meet all requirements of the
maximum number of persons using such ground at any time. Said water
supply shall be easily obtained from its source or on a pipe distribution
system, from faucets which shall be located not more than 300 feet from a
camp or picnic spot within such ground. If water supply is obtained direct
from above ground source, said source must be covered properly and water
withdrawn by means of open pipe or faucet as approved by the Department.
In no case can dipping from open springs, seeps or wells be permitted.

b. Any water considered unsafe for human consumption in the vicinity of such
ground, to which campers or picnickers may have access, shall be either
eliminated or purified, or shall be kept posted with placards definitely warning
persons against its use.

REGULATION 4. Protection Against Fires

No fires shall at any time be so located as to endanger automobiles or other property
in the camp ground. No fires shall be left unattended at any time, and all fires shall be
completely extinguished before leaving.

REGULATION 5. Sewage and Refuse Disposal

a. Supervision and equipment: Supervision and equipment sufficient to prevent
littering of the ground with rubbish, garbage or other refuse shall be provided
and maintained. Fly tight depositories for such materials shall be provided
and conspicuously located. Each and every camp or picnic spot on said
ground shall be within a distance of not over 200 feet from such a depository.
These depositories shall not be permitted to become foul smelling or unsightly
or breeding places for flies.

b. The method of final sewage or refuse disposal utilized in connection with the
operation of any camp or picnic ground shall be such as to create no nuisance.

c. Basins: A sufficient number of basins, iron hoppers or sinks shall be provided
and each shall be collected with a sewerage system; these are to be used for
the disposal of domestic waste waters.

REGULATION 6. Toilets

Fly tight privies or water-flushed toilets shall be provided and shall be maintained in
a clean and sanitary condition. Separate toilets for men and women shall be provided, one
for each 25 men, and one for each 25 women, or fraction thereof, of the maximum number of
persons occupying such ground at any time. No camp or picnic spot within such ground
shall be at a greater distance than 400 feet from both a women's and men's toilet. The
location of all toilets shall be plainly indicated by signs.

R-1-6-1986
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REGULATION 7. Permit Required

No campground shall be operated or maintained in Maricopa County without a permit
in force by the Department.

R-1-6-1986
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